AR City of Fitchburg
O M Planning/Zoning Department ARCHITECTURAL & DESIGN

5520 Lacy Road

Fi té’if‘”gurg Fitchburg, W1 53711 REVIEW APPLICATION

(608-270-4200)

Applicant/Contact Person: Keri Williams, GreenbergFarrow

Address: 21 S. Evergreen Avenue, Suite 200 Phone Number of Contact Person: 781-929-1651

City, State, Zip Code: Arlington Heights, IL 60005 Email of Contact Person: kwilliams@greenbergfarrow.cogy

Project Address: NWC McKee Rd and Fitchrona Rd Lot: 1 Subdivision:

Project Type: __ Multi-Family X Commercial __ Industrial Other
X New _____Addition

Impervious Surface Ratio (ISR): 72% (City Standard: maximum 65% ISR)

All items listed below must be included with the application to be considered complete. If an item is not included with the
application, the applicant must provide in writing the basis for not including it. Building and site plans submitted to the
Fitchburg Plan Commission for architectural and design review shall contain the following information:

Site Data:

Lot or property dimensions.

Orientation (to north).

Adjacent highways, roads, drive, etc.

Existing natural features (rivers, ponds, wetlands).

Existing buildings and/or improvements.

Existing and proposed site drainage.

Utility plans, including main/lateral sizes and existing fire hydrants on site or within 300
feet of the site

8. ISR shall be indicated on all plans.

9. Stormwater management plans and details, including grading plan.
10. Lighting plan in footcandles and light fixture cut sheets.
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Building:
Building size, configuration and orientation.

Distance from lot lines.

Distance from other buildings, improvements and natural features.

Location of well, septic tank, drainfield, etc. (if applicable)

Additional proposed additions or new structures, including trash/recycling enclosure(s).
Construction type (wood frame, structural steel, etc.).

Foundation type (full basement, slab on grade, etc.).

Number of levels.

Siding/exterior covering type, color, texture, etc.

10. Roof type (gable, hip, shed, flat, etc.) and pitch.

11. Roofing material type, color, texture, etc.

12. Exterior door and window location, size, type, etc.

13. Fire protection sprinklers or fire alarm systems.

CoNoOrWN =
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Ingress, Egress, Parking:

Location of highway and road access points.

Location, size, configuration of drivers and walks.

Number, size, location of parking spaces.

Location of handicapped parking and accessible building entrances.
Bicycle rack(s).
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ARCHITECTURAL AND DESIGN REVIEW APPLICATION
Page 2

Landscaping:

. Location, species, size of existing trees, shrubs, and plantings.

. Location, species, size of proposed plantings.

. Location and size of all paved, seeded/sodded and gravelled areas.

. Location of all retaining walls, fences, berms and other landscape
features.
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*It is highly recommended that an applicant hold at least one neighborhood meeting prior to submitting
an ADR application to identify any concerns or issues of surrounding residents.

The preceding information is considered to be the minimum information for submission, and the City may require
additional information for its review. Any interpretations provided by city officials as the result of submitting the
attached information are based on the submitted plans, and any plan changes, may affect the interpretations.

It is the responsibility of the owner/applicant to insure compliance with all local and state requirements. The below
signed applicant acknowledges the above information and hereby submits the attached information for the City’s
Architectural and Design R zwew Process.

Signed: Date: 07/20/2020

I Applicant or Authorized Agent

*** Application shall be accompanied by one (1) sets of full-size plans, two (2) sets no larger than 11"x17", and
one (1) pdf document of the complete submittal to planning@fitchburgwi.gov. Applications are due at least 4
weeks prior to the desired Plan Commission Meeting. The time frame assumes a complete set of plans is
provided, and if it is not provided the Plan Commission date will be adjusted.

FOR CITY USE ONLY

Date Received: Plan Commission Date:

Comments:




meijer & GreenbergFarrow

Meijer — FTB, Fitchburg, WI
City of Fitchburg
Architectural & Design Review:

Impervious Surface Ratio (ISR): 72% (City Standard: maximum 65% ISR)
Sec 22-607
All developments and occupancies subject to design review shall be planned and constructed so
that surface drainage drains from structures. Impervious surface ratios shall be limited to no
more than 65 percent, except where a different level has been set forth through an approved
plan, land division approval, other zoning standard, or other zoning approval. The commission,
in its judgment, may allow a higher ratio provided it is not contrary to an existing approval, and
on-site infiltration, pervious pavement or other measures to mitigate the higher ratio are
provided and maintained.

Meijer respectfully requests the Plan Commission to consider the impervious surface ratio for Lot 1 —
Meijer equal to 72%. In order to provide minimal parking for the Meijer project, the impervious surface
ratio exceeds 65%. Other Meijer Wisconsin stores have over 600 parking spaces, while the proposed
Meijer Fitchburg store will have 479 parking spaces. Meijer has tried to reduce on-site impervious
surface. The proposed stormwater management system will include underground detention with
infiltration, and will be designed and permitted to comply with the City of Fitchburg and Dane County
stormwater standards.

Building Requirements responses:

Main Store:
6. Construction Type — Precast concrete wall panels with steel columns and joist.
7. Foundation Type — Slab on grade and conventional spread footings
8. Number of levels — 1 Level
9. Covering Type — The concrete panels are brick imprinted and painted per the color elevations on

all four sides. Additionally, we have stone wainscots and pilaster on 3 sides of the building.

10. Roof Type — Flat

11. Roofing Material — TPO — Color: White

12. Exterior Doors & Windows — Front elevation: 2 storefront entry towers with a total of 4 sliding
glass entry doors, glass windows running the length of both cart storages, HM door. Back
elevation: 4 HM doors & 1 overhead roll up door. Garden center elevation: 3 overhead roll up
doors, 2 sliding glass doors, pharmacy drive up window, and 1 HM door. Right side elevation: 3
overhead roll up doors, 2 HM doors. See elevations for size and locations.

13. Fire protection — The building has a sprinkler system and fire alarm system.
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Convenience Gas Station:

woNo

13.

Construction Type — Precast concrete wall panels with steel joist.

Foundation Type — Slab on grade and conventional spread footings

Number of levels — 1 Level

Covering Type — The concrete panels are brick imprinted and painted per the color elevations on
all four sides. Additionally, we have stone wainscots and pilaster on 4 sides of the building.

. Roof Type — Flat
11.
12.

Roofing Material — TPO — Color: White

Exterior Doors & Windows — Front elevation: Storefront entry with glass entry doors. Back
elevation: 2 spandrel glass windows. West side elevation: 3 spandrel glass windows. East side
elevations: 2 spandrel glass windows & 1 HM door. See elevations for size and locations.

Fire protection — The building has a fire alarm system.

July 20,2020 | Page 2 ’BF
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Drawing Name: P:\2020\202001040\800 Civil\804 Landscape\Rendering\C-600-FTB.dwg
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FITCHRONA RD.

- CONVENIENCE

MEIJER STORE #FTB
MCKEE ROAD & FITCHRONA ROAD
CITY OF FITCHBURG, WI 53719
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C-STORE

(NWC) MCKEE ROAD & FITCHRONA ROAD
FITCHBURG, WI

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.
THE VIEWER 1S ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF THE MATERIAL SAMPLES PROVIDED.
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TOP OF PRECAST.
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SOUTH ELEVATION - DUMPSTER ENCLOSURE

EF-72

CODE FINISH PRODUCT COLOR
INSULATED PRECAST CONCRETE WALL -
EF-13 | BRICK IMPRINTED / USE SHERWIN WILLIAMS SHERWIN WILLIAMS SW 6510 LOYAL BLUE
SW 7641 CRUSHED ICE FOR MORTAR JOINT
INSULATED PRECAST CONCRETE WALL -
EF-15 | BRICK IMPRINTED / USE SHERWIN WILLIAMS SHERWIN WILLIAMS SW 7046 ANONYMOUS
SW 7641 CRUSHED ICE FOR MORTAR JOINT
INSULATED PRECAST CONCRETE WALL -
EF-19 | BRICK IMPRINTED / USE SHERWIN WILLIAMS SHERWIN WILLIAMS SW 7641 COLONNADE GRAY
SW 7641 CRUSHED ICE FOR MORTAR JOINT
SHEET METAL FLASHING AND TRIM - EDGE
EF-21 FLASHING AT CANOPY PAC-CLAD INTERSTATE BLUE
SHEET METAL FLASHING AND TRIM - ROOF
EF-22 EDGE FLASHING PAC-CLAD INTERSTATE BLUE
FIELD PAINTED STEEL - STEEL FRAMING
EF-23 | AND COLUMNS, HANGER ASSEMBLIES, AND SHERWIN WILLIAMS SW 6510 LOYAL BLUE
METAL DECK
FIELD PAINTED STEEL - HOLLOW METAL
EF-30 DOORS & FRAMES SHERWIN WILLIAMS SW 7641 COLONNADE GRAY
EF-40 FUEL ISLAND CANOPY COLUMNS ALPOLIC COW WHITE
EF-61 CONCRETE CAP GRAY
EF-62 INSULATED PANELS ALPOLIC CAG GREY
RUBBOL SOLID STAIN -
EF-70 WOOD FENCE PPG PROLUXE BEACHWOOD
EF-71 FUEL ISLAND CANOPY GRAPHIC FILM 3M SHADOW BLUE 177
EF-72 FUEL ISLAND CANOPY ALPOLIC COW WHITE
EF-73 TRANSPARENT INSUALTED GLASS -- CLEARANODIZED
EF-74 FROSTED GLASS -- CLEARANODIZED
EF-75 LIMESTONE ELDORADO STONE GRAND BANKS

| EF-19] | EF-75|

/7 GreenbergFarrow

07/17/2020
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1.9R SUPERCENTER

(NWC) MCKEE ROAD & FITCHRONA ROAD
FITCHBURG, Wi

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.
THE VIEWER 1S ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF THE MATERIAL SAMPLES PROVIDED.
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CODE 'FINISH " PRODUCT COLOR
EF-5 ENTRANCE AND STOREFRONT FRAMES - CLEAR ANODIZED ALUMINUM
EF-8 SECTIONAL OVERHEAD DOORS - . WHITE
INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED S S
EF-15 / USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR SHERWIN WILLIAMS SW 7046 ANONYMOUS
MORTAR JOINT e ok
INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED S S
EF-17 / USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR SHERWIN WILLIAMS SW 7640 FAWN BRINDLE
MORTAR JOINT o o
EF18 INSULATED PRECAST.C.OJL\II(’\iIIR’SIiITE WALL - SMOOTH FACE SHERWIN WILLIAMS SW 7641 COLONNADE GRAY
INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED o o
EF-19 / USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR SHERWIN WILLIAMS SW 7641 COLONNADE GRAY
MORTAR JOINT ) )
EF-20 CANOPY FASCIA PANEL AND SOFFIT PAC-CLAD INTERSTATE BLUE
EF.o1 SHEET METAL FLASHING AND TRIM - EDGE FLASHING AT PAC.CLAD INTERSTATE BLUE
CANOPY
EF.20 SHEET METAL FLASHING AND TRIM - EDGE FLASHING AT . PAC-CLAD INTERSTATE BLUE
- PARAPET | =R
FIELD PAINTED STEEL - STEEL FRAMING AND COLUMNS, L N
EF-23 HANGER ASSEMBLIES, AND METAL DECK _S.HERWIN WILLIAMS SW 6_5.1QLOYAL BLUE
FIELD PAINTED STEEL - STEEL FRAMING AND COLUMNS, o -
EF-24 GUARDRAIL, AND JIB HOIST SHERWIN WILLIAMS SW 7640 FAWN BRINDLE
EF-25 FIELD PAINTED STEEL - HOLLOW METAL DOORS & FRAMES SHERWIN WILLIAMS SW 7640 FAWN BRINDLE
EF-26 FIELD PAINTED STEEL - HOLLOW METAL DOORS & FRAMES SHERWIN WILLIAMS SW 7641 COLONNADE GRAY
EF-28 METAL PANELS PAC-CLAD GRANITE
EF-29 SHEET METAL FLASHING AND TRIM PAC-CLAD GRANITE
EF-52 GALVANIZED STEEL FINISH - GALVANIZED
EF-53 DECORATIVE BLACK FENCE - -+ BLACK
EF-54 CHAIN LINK FENCE WITH SLATS - GREY SLATS TO MATH BUILDING COLOR
EF-60 ALUMINUM CLAD SPANDREL PANELS - CLEAR ANODIZED
EF-61 CONCRETE CAP - _GRAY
EF-62 LIMESTONE ELDORADO STONE GRAND BANKS

/7 GreenbergFarrow

07/10/2020




NW Corner Fitchrona & McKee with \Wall a
(NWC) MCKEE ROAD & FITCHRONA ROAD ﬁ ; Greenhergl:arrﬂw

FITCHBURG, WI A

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.
THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF THE MATERIAL SAMPLES PROVIDED. 07/10/2020
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meijer

MEIJER STORE #FTB
McKEE ROAD & FITCHRONA ROAD
CITY OF FITCHBURG, DANE COUNTY, WI| 53719

16.92 ACRES LOCATED IN
PART OF THE SOUTHWEST 1/4 OF SECTION 6, TOWNSHIP 6 NORTH, RANGE 9
EAST, IN THE CITY OF FITCHBURG, DANE COUNTY, WISCONSIN.

MAIN STORE AND C-STORE

ISSUE DESCRIPTION:

ADR SUBMITTAL

ISSUE DATE: 07/21/2020
PROJECT NUMBER:

CIVIL

07/21/2020 |C-001

COVER SHEET

07/21/2020 |C-002

GENERAL NOTES

07/21/2020 |C-003

GENERAL NOTES

GENERAL NOTES

LOCAL UTILITY LOCATING AGENCY

1. CONDUCT SITE CLEARING OPERATIONS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS, AND OTHER ADJACENT
OCCUPIED OR USED FACILITIES. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, OR OTHER OCCUPIED OR USED FACILITIES WITHOUT
PERMISSION FROM AUTHORITIES HAVING JURISDICTION. STREETS AND ROADWAYS SHALL BE THOROUGHLY CLEANED AND/OR SWEPT
ON A DAILY BASIS OR MORE FREQUENTLY AS REQUIRED BY THE GOVERNING AUTHORITY. RESTORE DAMAGED IMPROVEMENTS TO

ORIGINAL CONDITION AS ACCEPTABLE TO PARTIES HAVING JURISDICTION.

ALL CONTRACTORS SHALL NOTIFY UTILITY COMPANIES AND GOVERNMENT AGENCIES IN WRITING OF THE

INTENT TO EXCAVATE NO LESS THAN 72 HOURS PRIOR TO SUCH EXCAVATION (EXCLUSIVE OF

SATURDAYS, SUNDAYS, AND HOLIDAYS) AND CALL LOCAL UTILITY LOCATING AGENCY AT 1-800-242-8511.

EXISTING UTILITY LOCATIONS SHOWN SHALL BE VERIFIED BY CONTRACTOR PRIOR TO CONSTRUCTION.
LOCATIONS OF UNDERGROUND UTILITIES ON THESE DRAWINGS ARE APPROXIMATE ONLY AND BASED ON

meijer

& GreenbergFarrow

21 S. Evergreen Ave., Suite 200
Arlington Heights, lllinois 60005
t: 847 788 9200 f: 847 788 9536

STORE #FTB

REV.| DATE

DESCRIPTION

07/21/2020

ADR SUBMITTAL

4
ree sy T r
07/21/2020 1C-200 OVERALL SITE LAYOUT / PAVEMENT PLAN 2. PROVIDE DUST CONTROL MEASURES IN ACCORDANCE WITH LOCAL AUTHORITIES. ACTUAL FIELD LOCATIONS OF VISIBLE STRUCTURES AND PLAN COMPUTATIONS. —— e P ————
L=} _HJ
07/21/2020 |C-300 OVERALL SITE GRADING PLAN 3. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, ROADSIDE DRAINAGE DITCHES AND OTHER STRUCTURES THAT ARE DISTURBED OR I T - )
07/21/2020 |C-400 OVERALL UTILITY PLAN DAMAGED IN ANY MANNER AS A RESULT OF CONSTRUCTION SHALL BE REPLACED IN ACCORDANCE WITH SPECIFICATIONS. SURVEY || ﬂ 1] ML /»
[T 11 :
07/21/2020 |C-501 EXTERIOR SITE SIGNAGE PLAN AND DETAILS 4. UNLESS SPECIFIED OTHERWISE, ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH MEIJER STANDARD | i i I\ /
07/21/2020 |C-600 OVERALL LANDSCAPE PLAN SPECIFICATIONS, THE STATE DEPARTMENT OF ENVIRONMENTAL QUALITY STANDARDS, DEPARTMENT OF TRANSPORTATION EXISTING TOPOGRAPHY IS BASED ON AN ACTUAL FIELD SURVEY PERFORMED BY CHAPUT LAND | H | o a | {
07/21/2020 |C-700 STANDARD DETAILS 1 SPECIFICATIONS AND/OR THE APPROPRIATE LOCAL AUTHORITIES. SURVEYS, IN FITCHBURG, WISCONSIN, ON 23 MARCH, 2020. ! ' H i 3 I :
- . ® s ’ ¥
07/21/2020 |C-701 STANDARD DETAILS 2 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS, PERMIT FEES, LICENSES, AND LICENSE FEES, UNLESS NOTED 3 | #' _# o111 " NIE l
OTHERWISE. I — . < B!
07/21/2020 |C-702 STANDARD DETAILS 3 BENCHMARK 3 T LU 42
07/21/2020 |C-703 STANDARD DETAILS 4 6. RELOCATION OF ANY UTILITIES SHALL BE PERFORMED IN ACCORDANCE WITH THE PROVISIONS OF THE APPROPRIATE UTILITY ‘i' | I mel er H T g n | X
COMPANY AND/OR REGULATORY AGENCY. OBTAIN WRITTEN APPROVAL FROM THE ENGINEER BEFORE ANY UTILITY RELOCATION. § ﬂ H 1 H o < |
07/21/2020 |C-801 SITE PHOTOMETRIC PLAN BASIS OF BEARING: BEARINGS ARE REFERENCED TO THE DANE COUNTY COORDINATE SYSTEM IN WHICH : g | _ - “ % |
03/20/2020 | A-1 ALTA/NSPS LAND TITLE SURVEY 7. ELECTRONIC FILES IN DWG FORMAT WILL BE SUPPLIED TO THE CONSTRUCTION MANAGER FOR LAYOUT AND GRADING. SOUTH LINE OF THE SW 7 BEARS N88°12'32"W. | | HaEsar D | H1L tDJ | 1oz = :
.. 5L 3
03/23/2020 |T-1 TOPOGRAPHIC SURVEY 8. ELECTRONIC FILE USE TERMS AND CONDITIONS: NORTHWEST FLANGE BOLT ON HYDRANT LOCATED APPROXIMATELY 370' NORTH OF McKEE ROAD ON THE ' 1 :LURRL O \, A
8.A. RECIPIENT ACKNOWLEDGES THAT ANY USE OF THE TRANSFERRED DATA IS FOR INFORMATION ONLY AND NOT EAST SIDE OF FITCHRONA ROAD. Hy H - E \ '
GUARANTEED OR WARRANTED BY MEIJER OR ITS CONSULTANTS. USE OF TRANSFERRED DATA BY THE RECIPIENT SHALL ELEVATION= 1059.38 | HTTTTTTTTe ] Jg ]
BE AT RECIPIENT'S SOLE RISK. RECIPIENT ACKNOWLEDGES THAT THE AUTOMATED CONVERSION OF INFORMATION AND J ] \
DATA FROM THE ORIGINAL FORMAT AND SYSTEM TO AN ALTERNATE FORMAT OR SYSTEM CAN NOT BE ACCOMPLISHED GEOTECHNICAL il E !
WITHOUT THE INTRODUCTION OF INEXACTITUDES, ANOMALIES, AND ERRORS. RECIPIENT FURTHER ACKNOWLEDGES THAT 17 I HITTTTT ] | i
THE ELECTRONIC DATA MAY NOT BE FULLY COMPATIBLE WITH RECIPIENT'S COMPUTER SYSTEM AND NEITHER MEIJER NOR REFER TO SOIL BORING LOGS PREPARED BY ECS MIDWEST, LLC DATED 05/29/2020. e R [E
ITS CONSULTANTS MAKE NO REPRESENTATIONS REGARDING SUCH COMPATIBILITY. : 1 7| 'R
8.B. ACCORDINGLY, WITH RESPECT TO THE CONVERSION AND USE OF SUCH ELECTRONIC DATA. RECIPIENT AGREES TO I 1 H
ASSUME ALL RISKS ASSOCIATED THEREWITH, AND TO THE FULLEST EXTENT PERMITTED BY LAW, TO HOLD HARMLESS AND I \
INDEMNIFY MEIJER AND THEIR CONSULTANTS FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND | Il Iﬂ" | |
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES AND COSTS, WHETHER OR NOT SUIT HAS BEEN FILED, ARISING SHEET KEYNOTE INSTRUCTIONS <Z> BT '
OUT OF, OR IN ANY WAY CONNECTED WITH THE USE, MODIFICATION, MISINTERPRETATION, MISUSE, OR REUSE BY | |
RECIPIENT OR OTHERS OF THE ELECTRONIC DATA WHICH IS PROVIDED BY MEIJER OR ITS CONSULTANTS UNDER THESE I '.
§ A
TERMS AND CONDITIONS. SHEET KEYNOTES ARE NOTED WITHIN THE GRAPHIC AREA OF THE DRAWING. THESE ARE | - - - - - |/ 255,
8.C. THESE TERMS AND CONDITIONS SHALL BE BINDING UPON THE SUCCESSORS AND ASSIGNS OF THE PARTIES. REPRESENTED BY A NUMBER SURROUNDED BY A HEXAGON, WITH OR WITHOUT A LEADER. A 5; . e
LEGEND ON THE RIGHT SIDE OF THE PAGE LISTS THE NOTES IN NUMERICAL ORDER. | - | .l IE
UPON ACCEPTANCE OF THE ELECTRONIC DATA TRANSMISSION, RECIPENT HEREBY AGREES TO THE FOREGOING TERMS AND i Meijer Outlot | i i i [ !
CONDITIONS. IF RECIPIENT DOES NOT AGREE TO THE FOREGOING TERMS AND CONDITIONS, MEIJER AND ITS CONSULTANTS DO 181 AC f ¥ : '
NOT AUTHORIZE THE USE OF THE TRANSMITTED DATA, AND RECIPIENT SHALL DESTROY THE TRANSMITTED DATA AND NOTIFY l ] - L4 i |
MEIJER OR ITS CONSULTANTS OF THE SAME BY PROVIDING WRITTEN NOTICE WITHIN ONE DAY OF TRANSMISSION. FAILURE TO | : ! '
PROVIDE SUCH NOTICE SHALL ACT AS WAIVER AND RECIPIENT SHALL BE BOUND TO THE FOREGOING TERMS AND CONDITIONS. EXAMPLE: ' 5 I
I =
-
1. ALIGN NEW CONSTRUCTION WITH THE Ly — — — — — — — — — G . | B J -4 5
FACE OF EXISTING CONSTRUCTION. - : e anar g ™ "
T ___MCKEE ROAD
e e ____
B5 NTS
SITE ADDRESS:
MAIN STORE: XXX FITCHRONA ROAD
GAS STATION: XXX FITCHRONA ROAD
A AREA PC POINT OF CURVATURE
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PROPOSED SPOT ELEVATION BIC BACK OF CURB PVMT PAVEMENT FITCHBURG. WI 53711 FITCHBURG, WI 53711 Elver Park 0 G W
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€20} CAL CALIPER REQ'D REQUIRED _ ‘ &
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PROPOSED ROLLED CURB AND GUTTER ) PROPOSED WYE AND LEAD (E) EAST SQ Q SSUARE FITCHBURG’ WI53711 MADISON! WI53701-1231 Park
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v Z PROPOSED MONUMENT SIGN PROPOSED INSERTA TEE AND RISER
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W EQ EQUIVALENT TEL TELEPHONE CLAUDIA GUY
PROPOSED SUPPORT COLUMN PROPOSED WATER LINE 5
(o] SE oROPOSED ST FENGE ES END SECTION TP TOP OF PAVEMENT ENVIRONMENTAL PROJECT ENGINEER ELECTRIC i
ETC ETCETRA TRNF TRANSFORMER 5520 LACY ROAD ALLIANT ENERGY s
R PROPOSED SIGN STM> PROPOSED STORM SEWER LINE FH FIRE HYDRANT TS TOP OF SLAB FITCHBURG, WI 53711 JERRY L. BATSON P.E e ) L4 - :
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FT2 FOOT SQUARE TYP TYPICAL LEAD DISTRIBUTION ENGINEER Military Ridge State Trail
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® GP GUTTER PAN uD UNDER DRAIN PUBLIC WORKS (WATER) CELL: (608) 444-7766
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E PROPOSED ELECTRIC LINE X X HT HEIGHT WWF WELDED WIRE FABRIC (608) 270-4272 2 ecreavoiLare
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oo KVA KILAVOLT AMPERE
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@ PROPOSED SANITARY SEWER STRUCTURE - X CAP AND REMOVE EXISTING UTILITY LINE LD LIGHT DUTY TRACY FOSS = Country R -y Rd
T PROPOSED TELEPHONE LINE LED LIGHT EMITTING DIODE UTILITY PROJECT ENGINEER 3
o ° PROPOSED GREASE. INTERCEPTOR X EXISTING UTILTY STRUCTURE TO BE REMOVED tg tIB’\\IREéER FEET 5520 LACY ROAD i
C PROPOSED UNDERGROUND COMMUNICATION LINE MANUFE MANUFACTURE FITCHBURG, WI 53711
B TR s e L0 DSTURCE LTS MATL MATERIAL O 21
~= —— STM> PROPOSED STORM SEWER LINE [BY OTHERS] MAX MAXIMUM TRACY.FOSS@FITCHBURGWI.GOV
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GENERAL NOTES:

SITE GRADING AND PAVING NOTES:

1.

1.1.

1.2

1.3.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

ALL WORK INDICATED ON THE PLANS SHALL BE PERFORMED IN ACCORDANCE WITH
THE FOLLOWING:

STATE OF WISCONSIN DEPARTMENT ~OF  TRANSPORTATION  "STANDARD
SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION,” AS ADOPTED
JANUARY 1, 2013 AND ALL SUBSEQUENT REVISIONS THERETO.

"STANDARD ~ SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN

WISCONSIN™ SIXTH EDITION, DATED DECEMBER 22, 2003 AND ALL SUBSEQUENT
REVISIONS THERETO.

BUILDING CODES AND ORDINANCES OF THE CITY OF FITCHBURG, WI.

CONTRACTOR SHALL BE RESPONSIBLE FOR SITE SAFETY AND ALL WAYS, MEANS
AND METHODS OF CONSTRUCTION.

CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL
AGENCY CODES, STANDARDS AND SPECIFICATIONS.

CONTRACTOR SHALL OBTAIN ALL NECESSARY SITE PERMITS AND LICENSES FROM
THE APPLICABLE GOVERNING AUTHORITIES.

ALL CONSTRUCTION MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH
THE LATEST STATE AND LOCAL GOVERNMENT CONSTRUCTION STANDARDS AND
SPECIFICATIONS.

UNLESS OTHERWISE NOTED ON THE PLANS, CONTRACTOR SHALL NOTIFY THE LOCAL
ENGINEERING OR PUBLIC WORKS DEPARTMENT AND/OR OTHER PROJECT GOVERNING

AUTHORITY(S) A MINIMUM OF FORTY—EIGHT (48) HOURS PRIOR TO COMMENCING
CONSTRUCTION OPERATIONS AND TO SCHEDULE ANY REQUIRED SITE INSPECTIONS.

CONTRACTOR SHALL SCHEDULE A UTILITY LOCATING SERVICE AND/OR NOTIFY ALL
UTILITY COMPANIES (GAS, ELECTRIC, TELEPHONE, CABLE, ETC.) AND THE LOCAL
MUNICIPALITY TO DETERMINE THE LOCATION OF UNDERGROUND UTILITIES PRIOR TO
THE COMMENCEMENT OF CONSTRUCTION IN ORDER TO AVOID POTENTIAL CONFLICTS.
IT IS ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
EXISTING UTILITIES WHETHER INDICATED ON THE PLANS OR NOT AND TO HAVE
THESE UTILITIES STAKED PRIOR TO CONSTRUCTION. ANY NECESSARY RELOCATIONS
OR REMOVALS OF EXISTING UTILITY LINES SHALL BE PERFORMED BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL PRIVATE AND
PUBLIC UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY
UTILITY THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR
REPLACED BY THE CONTRACTOR AT HIS EXPENSE AND TO THE SATISFACTION OF
THE UTILITY OWNER.

ALL EASEMENTS FOR EXISTING UTILITIES, BOTH PUBLIC AND PRIVATE, AND UTILITIES
WITHIN PUBLIC RIGHTS—OF-WAY ARE SHOWN ON THE PLANS PREPARED BY THE
SURVEYOR ACCORDING TO INFORMATION AVAILABLE FROM PUBLIC RECORDS OR
VISIBLE FIELD MARKINGS. THE CONTRACTOR SHALL BE ULTIMATELY RESPONSIBLE
FOR DETERMINING THE EXACT LOCATION IN THE FIELD OF THESE UTILITY LINES AND
FOR THEIR PROTECTION FROM DAMAGE DUE TO CONSTRUCTION OPERATIONS. IF
EXISTING UTILITY LINES OF ANY NATURE ARE ENCOUNTERED WHICH CONFLICT IN
LOCATION WITH THE PROPOSED CONSTRUCTION, THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE ENGINEER SO THE CONFLICT MAY BE RESOLVED.

ALL UTILITY CONNECTIONS TO EXISTING LINES SHALL BE CONSTRUCTED IN
ACCORDANCE WITH THE RULES AND REGULATIONS AND TO THE SATISFACTION OF

THE APPLICABLE UTILITY OWNER(S).

CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS, COORDINATES AND ELEVATIONS
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION AND SHALL IMMEDIATELY NOTIFY
THE ENGINEER OF ANY DISCREPANCIES SO THE CONFLICT MAY BE RESOLVED.

ALL PROPERTY MARKERS AND SURVEY REFERENCE MARKERS SHALL BE CAREFULLY
PRESERVED DURING CONSTRUCTION UNTIL THEIR LOCATION HAS BEEN WITNESSED
OR OTHERWISE TIED IN BY AN AUTHORIZED AGENT OR PROFESSIONALLY LICENSED
SURVEYOR.

THE SAFE AND ORDERLY PASSAGE OF TRAFFIC AND PEDESTRIANS SHALL BE
PROVIDED WHERE CONSTRUCTION OPERATIONS ABUT PUBLIC THROUGH-FARES AND
ADJACENT PROPERTY.

ALL AREAS DISTURBED BY THE GENERAL CONTRACTOR OR SUB—CONTRACTORS
SHALL BE RETURNED TO THE ORIGINAL CONDITION OR BETTER, EXCEPT WHERE
PROPOSED CONSTRUCTION IS INDICATED ON THE PLANS.

PRIOR TO INITIAL ACCEPTANCE BY THE OWNER(S) AND/OR GOVERNING AUTHORITY,
ALL WORK SHALL BE INSPECTED AND APPROVED BY THE OWNER AND MUNICIPALITY
ENGINEER OR HIS REPRESENTATIVE(S). THE CONTRACTOR SHALL GUARANTEE HIS
WORK FOR THE PERIOD OF TIME SPECIFIED IN THE CONTRACT DOCUMENTS AND
SHALL BE HELD RESPONSIBLE FOR ANY DEFECTS IN MATERIAL OR WORKMANSHIP
OF THIS WORK DURING THAT PERIOD AND UNTIL FINAL ACCEPTANCE IS MADE.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING SAFE AND ADEQUATE
WORKING CONDITIONS THROUGHOUT THE DURATION OF CONSTRUCTION OF THE
PROPOSED IMPROVEMENTS.

CONTRACTOR SHALL KEEP THE PUBLIC STREET PAVEMENTS CLEAN OF DIRT AND
DEBRIS AND, WHEN NECESSARY, CLEAN PAVEMENTS AT THE END OF EACH
WORKING DAY.

ALL CONSTRUCTION STAKING, SCHEDULING AND PAYMENT IS THE RESPONSIBILITY OF
THE CONTRACTOR.

AFTER COMPLETION OF THE PROPOSED IMPROVEMENTS, CONTRACTOR SHALL
PROVIDE THE OWNER AND ENGINEER WITH AS-BUILT AND/OR RECORD DRAWINGS,
SIGNED AND SEALED BY A PROFESSIONALLY LICENSED ENGINEER OR SURVEYOR
AND SHALL INCLUDE AT A MINIMUM (WHERE APPLICABLE TO THE SCOPE OF WORK)
THE FOLLOWING ITEMS:

19.1.  TOPOGRAPHY AND SPOT GRADE ELEVATIONS OF ALL PROPOSED PERMANENT

SITE FEATURES INCLUDING ANY STORM WATER FACILITIES OR MODIFICATIONS TO
EXISTING STORM WATER FACILITIES.

19.2.  HORIZONTAL AND VERTICAL LOCATION AND ALIGNMENT OF ALL PROPOSED

ROADWAYS, PARKING LOTS, UTILITIES, BUILDINGS OR OTHER PERMANENT SITE
FEATURES.

19.3. RIM AND INVERT AND/OR TOP OF PIPE ELEVATIONS FOR ALL PROPOSED

UTILITIES.

19.4.  AS—BUILT AND/OR RECORD DRAWING INFORMATION SHALL BE SHOWN ON THE

APPROVED ENGINEERING PLANS ISSUED FOR CONSTRUCTION. ALL AS—BUILT
DRAWING MUST BE PROVIDED WITH ELECTRONIC FILES (AUTOCAD FORMAT) OF
AS—BUILT. ANY AND ALL DEVIATIONS FROM THESE APPROVED PLANS SHALL BE
SHOWN BY MEANS OF STRIKING THROUGH THE PROPOSED INFORMATION AND
CLEARLY INDICATING THE AS-BUILT LOCATIONS AND ELEVATIONS ON THE
APPLICABLE PLAN SHEET.

1.

10.

1.

12.

13.

14.

15.

16.

17.

PRELIMINARY PLANS!

(NOT FOR CONSTRUCTION)
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ALL SITE WORK, GRADING, AND PAVING OPERATIONS WITHIN THE LIMITS OF THE
PROJECT SHALL BE PERFORMED IN ACCORDANCE WITH THE STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION "STANDARD SPECIFICATIONS FOR HIGHWAY AND
STRUCTURE CONSTRUCTION,” AS ADOPTED JANUARY 1, 2013 AND ALL SUBSEQUENT
REVISIONS THERETO ("WISDOT STANDARD SPECIFICATIONS”), THE NOTES IN THE
PLANS AND THE STANDARDS, SPECIFICATIONS, CODES AND ORDINANCES OF THE
LOCAL GOVERNING AUTHORITIES (CITY OF FITCHBURG). IN CASE OF CONFLICT, THE
MORE STRINGENT CODE SHALL TAKE PRECEDENCE.

EARTH EXCAVATION SHALL INCLUDE CLEARING, STRIPPING AND STOCKPILING
TOPSOIL, REMOVING UNSUITABLE MATERIALS, CONSTRUCTION OF EMBANKMENTS,
NON—STRUCTURAL FILLS, FINAL SHAPING AND TRIMMING TO THE LINES, GRADES
AND CROSS SECTIONS SHOWN ON THE PLANS. THIS WORK SHALL BE PERFORMED
IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF PART TWO (2) OF THE
"WISDOT STANDARD SPECIFICATIONS.” ALL UNSUITABLE OR EXCESS MATERIAL SHALL
BE DISPOSED OF LEGALLY OFFSITE OR AS DIRECTED BY THE PROJECT
REPRESENTATIVE IN THE FIELD.

EXCAVATED TOPSOIL SHALL BE STOCKPILED ON THE SITE IN AREAS
DESIGNATED BY THE PROJECT ENGINEER AND/OR OWNER'S REPRESENTATIVE UNTIL
SUCH TIME THAT THIS TOPSOIL CAN BE USED FOR FINAL GRADING. UNLESS
OTHERWISE NOTED ON THE PLANS, A MINIMUM OF 4" TOPSOIL RE—SPREAD AND
SEEDING FOR ALL DISTURBED AREAS IS REQUIRED.

THE GRADING OPERATIONS ARE TO BE CLOSELY SUPERVISED AND INSPECTED,
PARTICULARLY DURING THE REMOVAL OF UNSUITABLE MATERIAL AND THE
CONSTRUCTION OF EMBANKMENTS OR BUILDING PADS, BY A SOILS ENGINEER OR
HIS REPRESENTATIVE. FURTHER CONSTRUCTION OPERATIONS WILL NOT BE
PERMITTED UNTIL THE SOILS ENGINEER ISSUES A WRITTEN STATEMENT THAT THE
AREA IN QUESTION HAS BEEN SATISFACTORILY PREPARED AND IS READY FOR
CONSTRUCTION.

ALL TESTING, INSPECTION AND SUPERVISION OF SOIL QUALITY, UNSUITABLE SOIL
REMOVAL AND [TS REPLACEMENT AND OTHER SOILS RELATED OPERATIONS SHALL
BE THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL BE COORDINATED WITH

AND PERFORMED AT THE DIRECTION OF THE OWNER'S GEOTECHNICAL ENGINEER.

THE CONTRACTOR SHALL USE CARE IN GRADING NEAR TREES, SHRUBS, AND
BUSHES WHICH ARE NOT NOTED TO BE REMOVED SO AS NOT TO CAUSE INJURY
TO ROOTS OR TRUNKS.

THE CONTRACTOR SHALL USE CARE IN GRADING OR EXCAVATING NEAR
ANY AND ALL EXISTING ITEMS WHICH ARE NOT INDICATED TO BE REMOVED. ANY
DAMAGE DONE TO THESE EXISTING ITEMS BY THE CONTRACTOR'S OPERATIONS
SHALL BE REPAIRED AT HIS OWN EXPENSE.

REMOVED DRIVEWAY PAVEMENT, SIDEWALK, CURBS, TREES AND STUMPS SHALL BE
DISPOSED OF LEGALLY OFFSITE AT LOCATIONS DETERMINED BY THE CONTRACTOR.

ON AND OFFSITE PAVING AND CURBS TO REMAIN SHALL BE PROTECTED FROM
DAMAGE, AND, IF DAMAGED, SHALL BE REPLACED PROMPTLY TO MEET STATE AND
LOCAL STANDARD SPECIFICATIONS IN MATERIALS AND WORKMANSHIP.

PROPOSED  ELEVATIONS INDICATE FINISHED GRADE CONDITIONS. FOR ROUGH
GRADING ELEVATIONS ALLOW FOR THE THICKNESS OF THE PROPOSED PAVEMENT

SECTION (ROADS, WALKS, DRIVE, ETC.) OR TOPSOIL AS INDICATED ON THE PLANS.

CONTRACTOR SHALL PROVIDE SMOOTH VERTICAL CURVES THROUGH THE HIGH AND
LOW POINTS INDICATED BY SPOT ELEVATIONS ON THE PLANS. CONTRACTOR SHALL
PROVIDE UNIFORM SLOPES BETWEEN NEW AND EXISTING GRADES AND AVOID ANY

RIDGES AND/OR DEPRESSIONS.

ALL PROPOSED GRADING, PAVEMENT, APRONS, CURBS, WALKS, ETC. SHALL MATCH
EXISTING GRADES FLUSH.

ALL EXISTING AND PROPOSED TOP OF FRAME ELEVATIONS FOR STORM, SANITARY,
WATER AND OTHER UTILITY STRUCTURES SHALL BE ADJUSTED TO MEET FINISHED
GRADE WITHIN THE PROJECT LIMITS.

SITE GRADING AND CONSTRUCTION OF THE PROPOSED SITE IMPROVEMENTS SHALL
NOT CAUSE PONDING OF STORM WATER. ALL AREAS ADJACENT TO THESE
IMPROVEMENTS SHALL BE GRADED TO ALLOW POSITIVE DRAINAGE AND MATCH
EXISTING GRADES FLUSH.

CONTRACTOR SHALL ENSURE POSITIVE SITE DRAINAGE AT THE END OF EACH
WORKING DAY DURING CONSTRUCTION OPERATIONS. FAILURE TO PROVIDE ADEQUATE
DRAINAGE WILL PRECLUDE THE CONTRACTOR FROM ANY POSSIBLE COMPENSATION
REQUESTED DUE TO DELAYS OR UNSUITABLE MATERIALS CREATED AS A RESULT.

DRIVEWAYS SHALL BE CONSTRUCTED SO AS NOT TO IMPEDE THE SURFACE
DRAINAGE SYSTEM.

TRAFFIC CONTROL DEVICES SHALL BE IN CONFORMANCE WITH THE “WISDOT
STANDARD SPECIFICATIONS” AND SHALL BE FURNISHED AND INSTALLED WHENEVER
CONSTRUCTION ENCROACHES WITHIN STREET AREAS. APPLICABLE ORDINANCES OF
THE MUNICIPALITY, COUNTY OR STATE SHALL ALSO GOVERN THE TRAFFIC CONTROL
REQUIREMENTS.

STORM SEWER NOTES:

4.1.

4.2.

8.1.

8.

8.

10.

1.

12.

ALL STORM SEWER CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH
THE "STANDARD SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN
WISCONSIN™ SIXTH EDITION, DATED DECEMBER 22, 2003 AND ALL SUBSEQUENT
REVISIONS THERETO (“STANDARD SPECIFICATIONS’), THE NOTES IN THE PLANS AND
THE STANDARDS, SPECIFICATIONS, CODES AND ORDINANCES OF THE LOCAL

GOVERNING AUTHORITIES (CITY OF FITCHBURG). IN CASE OF CONFLICT, THE MORE
STRINGENT CODE SHALL TAKE PRECEDENCE.

STORM SEWER STRUCTURES SHALL BE PRECAST REINFORCED CONCRETE AND
SHALL BE FURNISHED AND INSTALLED IN ACCORDANCE WITH CHAPTERS 3.5.0 AND
3.6.0 OF THE "STANDARD SPECIFICATIONS” AND THE NOTES AND DETAILS SHOWN
ON THE PLANS.

STORM SEWER PIPE SHALL BE FURNISHED AND INSTALLED IN ACCORDANCE WITH
PART Il AND PART VIl OF THE "STANDARD SPECIFICATIONS.”

STORM SEWER PIPE AND END SECTION MATERIAL SHALL BE REINFORCED OR
NON—REINFORCED CONCRETE SEWER PIPE AS SHOWN ON THE PLANS CONFORMING
TO THE FOLLOWING:

REINFORCED CONCRETE SEWER PIPE (RCP) SHALL MEET THE REQUIREMENTS
OF ASTM C-76. JOINTS SHALL BE CEMENT MORTARED TYPE JOINTS, AS PER

SECTION 3.2.16 OF THE "STANDARD SPECIFICATIONS".

NONREINFORCED ~CONCRETE SEWER PIPE (NRCP) SHALL MEET THE
REQUIREMENTS OF ASTM C-507. JOINTS SHALL BE CEMENT MORTARED TYPE
JOINTS, AS PER SECTION 3.2.16 OF THE "STANDARD SPECIFICATIONS”.

HDPE STORM SEWER PIPE SHALL BE HIGH DENSITY POLYETHYLENE PIPE PER ASTM
F-2306 WITH WATERTIGHT JOINTS CONFORMING TO ASTM D-3212.

ALL JOINTS, FITTINGS, AND CONNECTIONS SHALL BE WATER TIGHT. SOIL TIGHT IS
NOT ACCEPTABLE.

PVC STORM SEWER PIPE SHALL BE POLYVINYL CHLORIDE (PVC) SDR 35 PIPE PER
ASTM D-3034 WITH WATERTIGHT JOINTS CONFORMING TO ASTM D-3212, UNLESS
OTHERWISE NOTED.

STORM SEWER TRENCH EXCAVATIONS AND PIPE FOUNDATION, BEDDING AND
HAUNCHING SHALL BE CONSTRUCTED IN ACCORDANCE WITH CHAPTERS 3.1.0 AND

3.2.0 OF THE "STANDARD SPECIFICATIONS."

STORM SEWER BEDDING AND COVER MATERIAL SHALL CONFORM TO THE
APPROPRIATE SECTIONS OF THE “STANDARD SPECIFICATIONS”, AS NOTED

BELOW. UNLESS OTHERWISE SPECIFIED ON THE PLANS, CLASS "C" BEDDING
SHALL BE USED.

1.1. CLASS "C” BEDDING — FILE NO. 3 AND SECTION 3.2.6(A).

1.2. BEDDING MATERIAL MAY BE SUBSTITUTED FOR COVER MATERIAL IN SEWER
INSTALLATION. COVER MATERIAL FOR STORM SEWER 36 INCHES AND
UNDER SHALL BE OF THE SAME MATERIAL AS THE BEDDING.

GRANULAR TRENCH BACKFILL MATERIAL SHALL BE PLACED AND COMPACTED TO A
MINIMUM OF 95% STANDARD PROCTOR DENSITY, PER ASTM D-698, OVER ALL
STORM SEWERS WHICH ARE CONSTRUCTED UNDER, OR WITHIN TEN (10) FEET OF,
ANY PROPOSED OR EXISTING PAVEMENT, PARKING LOTS OR SIDEWALKS. GRANULAR
BACKFILL MATERIALS SHALL CONFORM TO SECTION 8.43.4 OF THE "STANDARD
SPECIFICATIONS.” EXCAVATED MATERIAL CONFORMING TO SECTION 8.43.5 OF THE
"STANDARD SPECIFICATIONS” MAY BE USED AS BACKFILL IN OTHER AREAS.

REQUIRED STORM STRUCTURE RIM ADJUSTMENTS SHALL BE MADE WITH PRECAST
CONCRETE ADJUSTING RINGS. ADJUSTING RING HEIGHTS SHALL BE A MINIMUM OF
SIX (6) INCHES AND A MAXIMUM OF FIFTEEN (15) INCHES IN OVERALL HEIGHT.
BUTYL ROPE JOINT SEALANT SHALL BE USED ON ALL JOINTS BETWEEN THE
PRECAST ELEMENTS.

FIELD TILE ENCOUNTERED DURING CONSTRUCTION OPERATIONS SHALL BE
CONNECTED TO THE PROPOSED STORM SEWER SYSTEM OR EXTENDED TO OUTLET
INTO A PROPOSED DRAINAGE WAY. IF THIS CANNOT BE ACCOMPLISHED, THEN IT
SHALL BE REPAIRED WITH NEW PIPE OF SIMILAR SIZE AND MATERIAL TO THE
ORIGINAL LINE AND PUT IN ACCEPTABLE OPERATING CONDITION. A RECORD OF THE
LOCATION OF ALL FIELD TILE OR DRAIN PIPE ENCOUNTERED SHALL BE KEPT BY
THE CONTRACTOR AND TURNED OVER TO THE OWNER AND/OR ENGINEER UPON
COMPLETION OF THE PROJECT AND ACCURATELY SHOWN ON THE RECORD
DRAWINGS.

MANHOLE CHIMNEY RINGS AND FRAMES SHALL BE SET ON A BED OF MOTOR, 5/8
INCH MINIMUM THICKNESS, EXTENDING THE FULL WIDTH OF AND CONTINUOUSLY
AROUND THE TOP OF THE CHIMNEY. THE INNER AND OUTER FACES OF THE
MORTAR JOINT SHALL BE TROWEL FINISHED.

12.1.  THE ENTIRE OUTSIDE SURFACE OF THE MANHOLE CHIMNEY, INCLUDING ALL

13.

14.

ADJUSTING RINGS AND OVERLAPPING BOTH THE MANHOLE CONE OR FLAT-TOP

SLAB (A MINIMUM OF 2 INCHES) AND THE MANHOLE FRAME, SHALL BE
COVERED WITH MORTAR

THE ENTIRE OUTSIDE SURFACE OF THE MANHOLE CHIMNEY, INCLUDING ALL
ADJUSTING RINGS AND OVERLAPPING BOTH THE MANHOLE CONE OR FLAT-TOP
SLAB (A MINIMUM OF 2 INCHES) AND THE MANHOLE FRAME, SHALL BE COVERED
WITH MORTAR.

THE DEPTHS OF CATCH BASINS SHOWN ON THE PLANS ARE MEASURED FROM THE
INVERT OF THE LEAD TO THE FLOW LINE OF THE GRATE AND DO NOT INCLUDE
THE SUMP DEPTH. CATCH BASIN GRATES SHALL BE PLACED TO MATCH THE DITCH
OR GUTTER GRADE OR AT THE ELEVATION INDICATED ON THE PLANS. CATCH BASIN
FRAME AND GRATE SHALL BE ESUW 7065-M1 OR EQUAL FOR ROLLED CURB AND
GUTTER, ESUW 7045-M1 OR EQUAL FOR STRAIGHT CURB AND GUTTER, AND ESJW
6508 OR EQUAL FOR GRASS AREAS. THE STORM SEWER OUTLETS SHALL BE LINED
WITH GEOTEXTILE FABRIC AND COVERED WITH HEAVY RIP-RAP 24" DEEP, WISDOT
SECTION 606.21

14.1. GEOTEXTILE FABRIC SHALL BE NON-WOVEN NEEDLE PUNCHED POLYESTER,

POLYPROPYLENE OR APPROVED MATERIAL AND SHALL MEET THE FOLLOWING
MINIMUM REQUIREMENTS:

REQUIREMENTS (MIN.) FABRIC

IEST UNPROTECTED
GRAB TENSILE STRENGTH (ASTM D-1682) (LBS) 200
PUNCTURE STRENGTH (ASTM —751)(LBS) 80
MULLEN BURST STRENGTH (ASTM D-3786) (PSI) 300
ELONGATION AT FAILURE (ASTM D-1682 (%) (ANY DIRECTION) 10
ULTRA VIOLET RADIATION STABILITY (ASTM G-26/D-1682) (%) 90

14.2. THE GEOTEXTILE FABRIC SHALL BE INSECT, RODENT, MILDEW, AND ROT

RESISTANT. THE GEOTEXTILE FABRIC SHALL BE PLACED ON THE SPECIFIED
AREA AND COVERED WITH THE CRUSHED LIMESTONE. ALL STONES, ROQTS,
STICKS, OR OTHER FOREIGN MATERIAL WHICH WOULD INTERFERE WITH THE
FABRIC BEARING COMPLETELY ON THE SOIL SHALL BE REMOVED PRIOR TO
PLACING FABRIC. THE FABRIC SHALL EXTEND BEYOND THE CRUSHED STONE
LIMITS AND SHALL HAVE ITS LATERAL EDGES COVERED WITH SOIL A MINIMUM
DEPTH OF 6 INCHES.

SA

NITARY SEWER NOTES:

4.1.

4.2.

4.3.

4.4.

5.1.

6.

6.1.

6.2.

6.3.

7.

9.

9.1.

9.2.

9.3.

10.

1.

ALL SANITARY SEWER CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH
THE "STANDARD SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN
WISCONSIN™ SIXTH EDITION, DATED DECEMBER 22, 2003 AND ALL SUBSEQUENT
REVISIONS THERETO (“STANDARD SPECIFICATIONS’), THE NOTES IN THE PLANS AND
THE STANDARDS, SPECIFICATIONS, CODES AND ORDINANCES OF THE LOCAL

GOVERNING AUTHORITIES (CITY OF FITCHBURG). IN CASE OF CONFLICT, THE MORE
STRINGENT CODE SHALL TAKE PRECEDENCE.

SANITARY SEWER STRUCTURES SHALL BE PRECAST REINFORCED CONCRETE AND
SHALL BE FURNISHED AND INSTALLED IN ACCORDANCE WITH CHAPTER 3.5.0 AND
NOS. 12, 12A, 13 AND 15 OF THE "STANDARD SPECIFICATIONS” AND THE NOTES
AND DETAILS SHOWN ON THE PLANS.

SANITARY SEWER PIPE HALL BE FURNISHED AND INSTALLED IN ACCORDANCE WITH
PART Il AND PART VIl OF THE "STANDARD SPECIFICATIONS".

SANITARY SEWER PIPE MATERIAL SHALL BE POLYVINYL CHLORIDE (PVC),
REINFORCED CONCRETE, DUCTILE IRON, PRESTRESSED CONCRETE PRESSURE PIPE
OR NON-REINFORCED CONCRETE PIPE, AS SHOWN ON THE PLANS, AND
CONFORMING TO THE FOLLOWING:

POLYVINYL CHLORIDE (PVC) SEWER PIPE, 4 INCH THROUGH 15 INCH
DIAMETER, MEETING THE REQUIREMENTS OF ASTM D-3034, SDR-35, WITH
INTEGRAL ~ BELL ~ TYPE  FLEXIBLE ELASTOMERIC JOINTS MEETING THE
REQUIREMENTS OF ASTM D-3212.

POLYVINYL CHLORIDE (PVC) LARGE DIAMETER SOLID WALL SEWER PIPE, 18
INCH THROUGH 27 INCH DIAMETER, MEETING THE REQUIREMENTS OF ASTM
F-679, WITH A MINIMUM PIPE STIFFNESS OF 46 PSI AND HAVING INTEGRAL
BELL TYPE FLEXIBLE ELASTOMERIC JOINTS MEETING THE REQUIREMENTS OF
ASTM  D-3212. LATERAL PIPE MATERIAL SHALL CONFORM TO THE
REQUIREMENTS OF PARAGRAPH 1 ABOVE.

REINFORCED CONCRETE ~ SANITARY SEWER PIPE (RCP) MEETING THE
REQUIREMENTS OF ASTM C-76 WITH RUBBER GASKET JOINTS CONFORMING TO
ASTM C-443.

DUCTILE IRON PIPE MEETING THE REQUIREMENTS OF AWWA STANDARD C-151

(ANSI 21.51), CLASS 52 EQUAL TO CLOW SUPER BELL-TITE GASKET JOINT
PIPE, CEMENT MORTAR LINED WITH INTERNAL AND EXTERNAL BITUMINOUS
COATING AND FURNISHED WITH EITHER PUSH— ON RUBBER GASKET JOINTS.

a.DUCTILE IRON PIPE SHALL BE WRAPPED WITH POLYETHYLENE WRAP

MEETING THE REQUIREMENTS OF AWWA STANDARD C-105 (ANSI A21.5)
USING CLASS C (BLACK) POLYETHYLENE MATERIAL AND SHALL BE
INSTALLED AS SPECIFIED IN CHAPTER 4.44. OF THE "STANDARD
SPECIFICATIONS”.

SANITARY SEWER CONSTRUCTION SHALL COMMENCE AT THE EXISTING MANHOLE(S)
AND/OR CONNECTION POINT(S) INDICATED ON THE PLANS.

A WATERTIGHT PLUG SHALL BE INSTALLED AND LEFT IN PLACE AT THE POINT
OF COMMENCEMENT UNTIL THE REMAINDER OF THE PROPOSED SEWERS HAVE
BEEN CONSTRUCTED, PROPERLY TESTED AND DEEMED READY FOR FINAL
ACCEPTANCE.

SANITARY SEWER BEDDING AND COVER MATERIAL SHALL CONFORM TO THE
APPROPRIATE  SECTIONS OF THE "STANDARD SPECIFICATIONS”, AS SPECIFIED
AND/OR MODIFIED BELOW:

PVC PIPE - SECTIONS 3.2.6(B) AND 3.2.6(1). USE CRUSHED CHIPS AND
CLASS "B” BEDDING CONFORMING TO THE STANDARD SPECIFICATIONS.

REINFORCED CONCRETE, DUCTILE IRON, PRESTRESSED CONCRETE AND
NON-REINFORCED CONCRETE PIPE —CLASS “C” BEDDING CONFORMING TO
SECTION 3.2.6(A) AND FILE NO. 3, CLASS "B” BEDDING CONFORMING TO
SECTION 3.2.6(B) AND FILE NO. 4 OF CLASS "A” BEDDING CONFORMING TO
SECTION 3.2.6(C) AND FILE NO. 5 (CONCRETE CRADLE) OR SECTION 3.2.6(D)
AND FILE NO. 6 (CONCRETE CAP). UNLESS SPECIFIED OTHERWISE ON THE
PLANS, CLASS "C” BEDDING MAY BE USED.

GRANULAR TRENCH BACKFILL MATERIAL SHALL BE PLACED AND COMPACTED TO
A MINIMUM OF 95% STANDARD PROCTOR DENSITY, PER ASTM D-698, OVER
ALL SANITARY SEWERS WHICH ARE CONSTRUCTED UNDER, OR WITHIN TEN (10)
FEET OF, ANY PROPOSED OR EXISTING PAVEMENT, PARKING LOTS OR
SIDEWALKS. GRANULAR BACKFILL MATERIALS SHALL CONFORM TO SECTION
8.43.4 OF THE "STANDARD  SPECIFICATIONS.”  EXCAVATED  MATERIAL
CONFORMING TO SECTION 8.43.5 OF THE "STANDARD SPECIFICATIONS” MAY BE
USED AS BACKFILL IN OTHER AREAS.

THE CONTRACTOR IS REQUIRED TO RECORD THE LOCATION OF ALL SEWERS AND
FURNISH THE INFORMATION TO THE PROJECT ENGINEER AND/OR OWNER'S
REPRESENTATIVE IN  AUTOCAD FORMAT. THE CONTRACTOR SHALL LOCATE ALL
SEWERS BY MEASUREMENTS TO PROPERTY CORNERS OR OTHER PERMANENT SITE
FEATURE AND SHALL FURNISH A COPY OF SUCH LOCATIONS TO THE PROJECT
ENGINEER AND/OR OWNER'S REPRESENTATIVE UPON PROJECT COMPLETION. THIS
INFORMATION SHALL ALSO INCLUDE THE DEPTH OF EACH SEWER. IF THE
CONTRACTOR FAILS TO PROPERLY LOCATE ANY SEWER, HE SHALL BE RESPONSIBLE
FOR ALL COSTS WHICH ARE INCURRED AS A RESULT OF THE IMPROPERLY LOCATED
UTILITIES.

A FLEXIBLE TYPE JOINT SHALL BE FURNISHED AT POINTS OF ENTRY INTO
ANDEXITING FROM MANHOLE STRUCTURES AND SHALL CONFORM TO ASTM C-923
AND ASTM C-443. THIS FLEXIBLE JOINT MAY CONSIST OF A SLEEVE OF HIGH
QUALITY SYNTHETIC RUBBER WITH A SUBSTANTIAL SERRATED FLANGE WHICH IS
CAST DIRECTLY INTO THE WALL OF THE MANHOLE BASE TO FORM A WATERTIGHT
SEAL AND PROTRUDES OUTSIDE OF THE MANHOLE WALL TO CONNECT WITH THE
PIPE ENTERING/EXITING THE MANHOLE. WHEN THIS TYPE OF FLEXIBLE JOINT IS
USED, THE SLEEVE SHALL SLIP OVER THE END OF THE PIPE ADJACENT TO THE
MANHOLE BASE AND SHALL BE SECURED BY MEANS OF A STAINLESS STEEL STRAP
CLAMP EQUIPPED WITH A DRAW BOLT AND NUT.

MANHOLES SHALL BE PRECAST 48 INCH INSIDE DIAMETER WITH ECCENTRIC CONES.

A MINIMUM OF 6 INCHES TO A MAXIMUM OF 15 INCHES OF ADJUSTING RINGS
SHALL BE FURNISHED FOR EACH MANHOLE. PROVIDE TYPE Il MORTAR JOINTS
BETWEEN FRAME AND CHIMNEY RINGS. EXTENSIONS TO INTERNAL SEALS WILL
BE REQUIRED IF INITIAL SEAL WILL NOT COVER FROM FRAME TO CONE.

MANHOLE RIM GRADES SHALL BE ADJUSTED TO MATCH THE EXISTING AND/OR
PROPOSED FINAL PAVEMENT GRADES AFTER THE CURB AND GUTTER IS
COMPLETED. MANHOLES SHALL BE RAMPED WITHIN THE PLACEMENT OF BINDER

COURSE ASPHALT. EACH RAMP SHALL BE A MINIMUM 30’ DIAMETER, AND
SHALL BE INSTALLED 3/4" ABOVE THE MANHOLE FRAME. (SEE DETAIL).

BENCHES SHALL BE POURED TO SPRINGLINE WITH BENCH SLOPE ACCORDING

TO FILE #12—, UNLESS ENGINEER REQUESTS BENCHES BE POURED TO THE
TOP OF PIPE.

AFTER FINAL ADJUSTMENTS HAVE BEEN MADE, ALL JOINTS IN PRECAST STRUCTURES
SHALL BE MORTARED. THE MORTAR SHALL BE COMPOSED OF ONE (1) PART

CEMENT TO THREE (3) PARTS SAND, BY VOLUME, BASED ON DRY MATERIALS, AND
SHALL BE THOROUGHLY WETTED BEFORE LAYING.

MANHOLE PIPE CONNECTIONS

11.1. CONNECTIONS OF PIPES TO MANHOLES SHALL BE MADE IN ACCORDANCE WITH

SECTION 3.5.7. OF THE "STANDARD SPECIFICATIONS”. ALL FIELD TAPPED HOLES
FOR CONNECTING SEWER PIPE TO MANHOLES SHALL BE MADE BY CORING.

11.2.  FLEXIBLE PIPE CONNECTIONS SHALL BE MADE WITH FLEXIBLE WATERTIGHT

12.

13.

14.

CONNECTORS, KOR-N-SEAL, LINK SEAL OR EQUAL. ALL CLAMPS, BOLTS, ETC.
OF PIPE TO MANHOLE SEALS SHALL BE STAINLESS STEEL. IF LINK SEAL
CONNECTORS ARE USED, THE BOLT HEADS SHALL BE PLACED ON THE INSIDE
OF MANHOLES.

UPON COMPLETION OF THE SANITARY SEWER CONSTRUCTION, INCLUDING THE
SERVICE LINES, ALL SEWERS SHALL BE TESTED IN ACCORDANCE WITH PART Il
CHAPTER 3.7.0 OF THE "STANDARD SPECIFICATIONS” AND SHALL BE WITNESSED BY
THE LOCAL GOVERNING AUTHORITY OR AUTHORIZED REPRESENTATIVE.

MANHOLE FRAMES AND COVERS SHALL BE NEENAH R-1661 (NON—ROCKING),
CONCEALED PICK HOLE AND NO VENT HOLES. MANHOLE FRAMES SHALL BE
CENTERED ON THE TOP OF THE CONE.

MANHOLE PIPE CONNECTIONS

14.1.  CONNECTIONS OF PIPES TO MANHOLES SHALL BE MADE IN ACCORDANCE WITH

SECTION 3.5.7. OF THE "STANDARD SPECIFICATIONS™. ALL FIELD TAPPED HOLES
FOR CONNECTING SEWER PIPE TO MANHOLES SHALL BE MADE BY CORING.

14.2. FLEXIBLE PIPE CONNECTIONS SHALL BE MADE WITH FLEXIBLE WATERTIGHT

CONNECTORS, KOR- N-SEAL, LINK SEAL OR EQUAL. ALL CLAMPS, BOLTS,
ETC. OF PIPE TO MANHOLE SEALS SHALL BE STAINLESS STEEL. IF LINK SEAL
CONNECTORS ARE USED, THE BOLT HEADS SHALL BE PLACED ON THE INSIDE
OF MANHOLES.

WATER MAIN AND WATER SERVICE NOTES:

WATER MAIN AND WATER SERVICE NOTES: (CONT.)

3.1.

4,

4.1.

5.

5.1.

5.2.

6.

7.

7.1.

7.2.

8.

8.1.

9.

ALL WATER MAIN CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH THE
"STANDARD SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN WISCONSIN®
SIXTH EDITION, DATED DECEMBER 22, 2003 AND ALL SUBSEQUENT REVISIONS

THERETO ("STANDARD SPECIFICATIONS’), THE NOTES IN THE PLANS AND THE
STANDARDS, SPECIFICATIONS, CODES AND ORDINANCES OF THE LOCAL GOVERNING

AUTHORITIES (CITY OF FITCHBURG). IN CASE OF CONFLICT, THE MORE STRINGENT
CODE SHALL TAKE PRECEDENCE.

WATER MAIN PIPE AND STRUCTURES SHALL BE FURNISHED AND INSTALLED IN

ACCORDANCE WITH PART IV OF THE "STANDARD SPECIFICATIONS™ AND THE NOTES
AND DETAILS SHOWN ON THE PLANS.

WATER MAIN PIPE AND FITTINGS SHALL BE MEETING THE REQUIREMENTS OF CITY
OF FITCHBURG

ALL WATER MAIN TO BE AWWA C900 DR18 PVC BLUE BRUTE. ALL WATER MAIN
SHALL HAVE PUSH FITTINGS WITH THRUST BLOCKING, OR MECHANICAL JOINTS.

UNLESS OTHERWISE NOTED ON THE PLANS, ALL WATER MAIN PIPE SHALL BE LAID

WITH A MINIMUM COVER OF SIX AND A HALF (6.5") FEET FROM THE PROPOSED
FINISH GRADE INDICATED ON THE PLANS OR TO THE SPECIFIC TOP OF PIPE
ELEVATION INDICATED ON THE PLANS FOR THE WATER MAIN. NO BERMS ARE
ALLOWED OVER WATER MAINS EXCLUSIVELY FOR THE PURPOSE OF OBTAINING
ADEQUATE GROUND COVER.

WATER MAIN PIPE SHALL BE INSULATED IN ACCORDANCE WITH CHAPTER 4.17.0
OF THE "STANDARD SPECIFICATIONS™ WHEREVER THE DEPTH OF COVER IS LESS
THAN SIX (6) FEET.

WATER MAIN TRENCH EXCAVATIONS AND PIPE FOUNDATION, BEDDING AND
HAUNCHING SHALL BE CONSTRUCTED IN ACCORDANCE WITH CHAPTERS 4.2.0 AND

4.3.0. OF THE "STANDARD SPECIFICATIONS".

WATER MAIN MUST BE PLACED ON PROPERLY COMPACTED BEDDING SAND IN
ACCORDANCE WITH SECTION 4.3.3 OF THE “STANDARD SPECIFICATIONS™. PIPE
BEDDING MATERIAL SHALL CONFORM TO SECTION 8.43.2 OF THE “STANDARD

SPECIFICATIONS” AND SHALL BE A MINIMUM OF FOUR (4) INCHES THICK
UNDER THE BARREL OF THE PIPE.

CRUSHED CONCRETE BACKFILL MATERIAL SHALL BE PLACED AND COMPACTED
TO A MINIMUM OF 95% STANDARD PROCTOR DENSITY, PER ASTM D-698, OVER

ALL WATER MAINS WHICH ARE CONSTRUCTED UNDER, OR WITHIN TEN (10)
FEET OF, ANY PROPOSED OR EXISTING PAVEMENT, PARKING LOTS OR
SIDEWALKS. GRANULAR BACKFILL MATERIALS SHALL CONFORM TO SECTION

8.43.4 OF THE "STANDARD SPECIFICATIONS.” EXCAVATED MATERIAL CONFORMING

TO SECTION 8.43.5 OF THE "STANDARD SPECIFICATIONS” MAY BE USED AS
BACKFILL IN OTHER AREAS.

A WATERTIGHT PLUG SHALL BE PLACED IN THE END OF THE WATER MAIN PIPE AT
THE END OF EACH CONSTRUCTION DAY.

UPON COMPLETION OF THE WATER MAN CONSTRUCTION, ALL WATER MAIN SHALL BE
TESTED IN ACCORDANCE WITH THE FOLLOWING MINIMUM STANDARDS:

HYDROSTATIC PRESSURE AND LEAKAGE TESTS IN ACCORDANCE WITH CHAPTER

4.15.0 OF THE "STANDARD SPECIFICATIONS” AND SHALL BE WITNESSED BY THE
LOCAL GOVERNING AUTHORITY.

DISINFECTION AND BACTERIOLOGICAL TEST IN ACCORDANCE WITH CHAPTER
4.16.0 OF THE "STANDARD SPECIFICATIONS” AND THE METHODS STATED IN
AWWA STANDARD C651 AND SHALL BE WITNESSED BY THE LOCAL GOVERNING
AUTHORITY.

WATER SERVICE PIPING AND APPURTENANCES SHALL BE FURNISHED AND INSTALLED
IN ACCORDANCE WITH CHAPTER 5.5.0 OF THE "STANDARD SPECIFICATIONS.”

WARNING TAPE:

a. "TERRA TAPE EXTRA STRENGTH 540" BY REED

INDUSTRIES, INC. OR "SHIELDTEC" BY EMPIRE LEVEL
MANUFACTURING CORPORATION.

TAPE SHALL READ: "CAUTION — WATER LINE BURIED BELOW".
COLOR: BLUE.

WIDTH: 3 INCHES.

PLACE ABOVE CENTERLINE OF PIPE AND 12" BELOW
FINISHED GRADE.

o

~o a0

8.2 DETECTOR WIRE:

a. SHALL BE COPPER CLAD STEEL, 14 GAGE, 30 VOLT,
MAGNETIC DETECTABLE CONDUCTOR WIRE WITH A BRIGHTLY
COVERED HDPE COVERING, BLUE FOR WATER. COPPERHEAD
INDUSTRIES "#14 CCS HIGH STRENGTH SOF DRAWN 250#”
OR EQUAL

b. WIRE SPLICES SHALL BE COPPERHEAD INDUSTRIES
"LOCKABLE SNAKEBITE"

c. BOX SHALL BE VALVCO TRACER WIRE BOX

d. EXTENSION SHALL BE 2" SCHEDULE 40 PVC PIPE

WATER SERVICE LINES 2" IN DIAMETER OR SMALLER SHALL BE POLYETHYLENE PIPE.

10. WATER SERVICE FITTINGS AND APPURTENANCES INCLUDING CORPORATION STOPS,

CURB BOXES AND SERVICE BOXES SHALL BE FURNISHED AND INSTALLED IN

ACCORDANCE WITH LOCAL REQUIREMENTS AND PART VIl OF THE “STANDARD
SPECIFICATIONS.

10.1.  CORPORATION STOPS SHALL BE MUELLER B25008, AY MCDONALD 4701BQ, OR

FORD FB1000-4, FB1000-45, FB1000-5, FB1000-6. CORPORATION STOPS

LARGER THAN ONE (1) INCH SHALL BE SMITH BLAR 317 OR APPROVED
EQUAL. A SERVICE SADDLE SHALL BE INSTALLED ON ANY TAP LARGER THEN

ONE (1) INCH.

10.2. CURB BOXES SHALL BE MUELLER H-10300 (MINNEAPOLIS PATTERN), AY

MCDONALD 5614 OR 5615, OR APPROVED EQUAL WITH EXTENDED LENGTH OF
SIX AND ONE—HALF (6—1/2) FEET.

10.3. SERVICE BOXES SHALL BE OF SUFFICIENT LENGTH TO PERMIT THE TOP TO BE

INSTALLED FLUSH WITH THE FINISHED GRADE. EACH SERVICE BOX SHALL BE
PROVIDED WITH A CAP WITH THE WORD "WATER" CAST IN THE TOP.

11.

VALVES, VALVE BOXES OR VAULTS, AND FIRE HYDRANTS SHALL BE FURNISHED AND
INSTALLED IN ACCORDANCE WITH LOCAL REQUIREMENTS AND PART VIl OF THE
"STANDARD SPECIFICATIONS.” ALL VALVES, HYDRANTS, AND SPECIAL FITTINGS SHALL
BE SUPPORTED IN A VERTICAL POSITION ON A SOLID CONCRETE BLOCK OR
CONCRETE SUPPORT.

11.1.  GATE VALVES SHALL BE RESILIENT WEDGE CONFORMING TO AMERICAN WATER

WORKS ASSOCIATION (AWWA) C515 AND SHALL BE BRONZED TRIM OPEN
COUNTER—-CLOCKWISE, WITH SQUARE NUT. GATE VALVES SHALL BE USED FOR

VALVE SIZES OF FOUR (4) INCH TO TEN (36) INCH. BUTTERFLY VALVES
SHALL BE USED FOR VALVES TWELVE (36) INCHES AND LARGER.

11.2. VALVE BOXES SHALL BE TYLER 6860 WITH GATE VALVE ADAPTOR,

MANUFACTURED BY ADAPTOR, INC. OR APPROVED EQUAL.

11.3.  VALVE VAULTS SHALL HAVE A MINIMUM DIAMETER OF FOUR (4) FEET BELOW

THE PRECAST CONCRETE CONE SECTION AND SHALL BE FURNISHED AND
INSTALLED IN ACCORDANCE WITH CHAPTER 4.11.0 OF THE "STANDARD
SPECIFICATIONS.” VAULTS SHALL BE CONSTRUCTED OF PRECAST REINFORCED
CONCRETE SECTIONS CONFORMING TO SECTION 3.5.4 OF THE "STANDARD

SPECIFICATIONS” AND THE DETAILS SPECIFIED ON THE PLANS. ALL VALVE
VAULTS SHALL BE WATER PROOF.

11.4. FIRE HYDRANTS SHALL BE WATEROUS PACER WB-67 OR CLOW MEDALLION

AND SHALL BE INSTALLED IN ACCORDANCE WITH SECTION 4.8.5 OF THE
"STANDARD  SPECIFICATIONS”™. HYDRANTS SHALL BE FULL HEIGHT HYDRANTS
AND FURNISHED FOR THE BURY DEPTH OF 6'-6". THE DISTANCE FROM THE
GROUND LINE TO THE CENTERLINE OF THE LOWEST NOZZLE SHALL BE FROM
18 TO 24 INCHES.

11.5.  GATE VALVES (HYDRANTS ONLY).

12.

13.

14.

a. GATE VALVES SHALL MEET THE REQUIREMENTS OF AWWA C-315.
b. SWS 8.27.0.

c. GATE VALVES SHALL CONSIST OF CAST IRON BODY, MECHANICAL JOINTS,
O-RING STEM SEALS AND COUNTER CLOCKWISE OPENING DESIGN.

d. VALVES SHALL BE MUELLER A-2360-20, CLOW F6100 OR Mé&H
4067-01, EQUIPPED WITH APPROPRIATE VALVE BOX ADAPTER.

VALVES WILL HAVE NON-RISING STEM.

12.1. VALVES WILL HAVE EPOXY INTERIOR AND EXTERIOR COATING PER
ANSI/AWWA C550

PRESSURE CONNECTIONS TO THE EXISTING WATER MAINS SHALL BE CONSTRUCTED
IN ACCORDANCE WITH LOCAL REQUIREMENTS AND SPECIFICATIONS AND SHALL
INCLUDE THE INSTALLATION OF A FULL STAINLESS STEEL TAPPING SADDLE.

TEMPORARY CONNECTIONS FOR CONSTRUCTION PURPOSES TO NEWLY INSTALLED OR
EXISTING WATER MAINS SHALL BE MADE AND METERED IN ACCORDANCE WITH
LOCAL REQUIREMENTS.

14.2.  WATER SHALL NOT BE TAKEN FROM ANY PUBLIC HYDRANT WITHOUT A PERMIT

FROM THE CITY OF FITCHBURG WATER AND WASTEWATER UTILITY.

14.3. REQUIRED RIM ADJUSTMENTS SHALL BE MADE WITH PRECAST CONCRETE

15.

ADJUSTING RINGS. ADJUSTING RING HEIGHTS SHALL BE A MINIMUM OF SIX (6)

INCHES AND A MAXIMUM OF FIFTEEN (15) INCHES IN OVERALL HEIGHT.
BUTYLROPE JOINT SEALANT SHALL BE USED ON ALL JOINTS BETWEEN THE
PRECAST ELEMENTS.

RESTRAINED JOINTS

15.1.  MEGALUG AND/OR TIE ALL DEAD ENDS SO CONNECTIONS CAN BE MADE IN

THE FUTURE WITHOUT SHUTTING MAINS OFF.

15.2. EBAA IRON MEGALUG, STAR PIPE PRODUCTS ALLGRIP 3600 OR MJ FIELD LOK

16.

GLAND AND GASKET. ALL DEAD ENDS, BENDS, TEES, CAPS AND PLUGS SHALL
BE RESTRAINED. CLOW SUPER- LOCK JOINT PIPE SHALL BE USED UNDER
WATER CROSSINGS.

SERVICES SHALL BE INSULATED WHERE NOTED ON PLANS AND WHEREVER THE

DEPTH OF COVER IS LESS THAN 5-1/2 FEET. INSULATION IS ALSO REQUIRED
WHEN WATER SERVICES ARE INSTALLED BENEATH STORM SEWER PIPES.

WATER AND SEWER SEPARATION NOTES:

& GreenbergFarrow

21 S. Evergreen Ave., Suite 200
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1.

WATER MAINS SHALL BE LOCATED AT LEAST EIGHT (8) FEET HORIZONTALLY FROM
ANY EXISTING OR PROPOSED DRAIN, STORM SEWER, SANITARY SEWER, COMBINED
SEWER, OR SEWER SERVICE CONNECTION.

WATER MAINS MAY BE LOCATED CLOSER THAN EIGHT (8) FEET TO A SEWER LINE
WHEN:

2.1. LOCAL CONDITIONS PREVENT A LATERAL SEPARATION OF TEN (10) FEET; AND
2.2.  THE WATER MAIN INVERT IS AT LEAST SIX (6) INCHES ABOVE THE CROWN OF

THE SEWER; AND

2.3.  THE WATER MAIN IS EITHER IN A SEPARATE TRENCH OR IN THE SAME TRENCH

ON AN UNDISTURBED EARTH SHELF LOCATED TO ONE SIDE OF THE SEWER.

WHEN IT IS IMPOSSIBLE TO MEET 1) OR 2) ABOVE, BOTH THE WATER MAIN AND
DRAIN OR SEWER SHALL BE CONSTRUCTED OF SLIP-ON OR MECHANICAL JOINT
CAST OR DUCTILE IRON PIPE, PRE-STRESSED CONCRETE PIPE, OR PVC PIPE
EQUIVALENT TO WATER MAIN STANDARDS OF CONSTRUCTION. THE DRAIN OR SEWER
SHALL BE PRESSURE TESTED FOR THE MAXIMUM EXPECTED SURCHARGE HEAD
PRIOR TO BACKFILLING.

WATER MAINS SHALL BE SEPARATED FROM A SEWER SO THAT [TS INVERT IS A
MINIMUM OF EIGHTEEN (18) INCHES ABOVE THE CROWN OF THE DRAIN OR SEWER
WHENEVER WATER MAINS CROSS STORM SEWERS, SANITARY SEWERS, OR SEWER
SERVICE CONNECTIONS. THE VERTICAL SEPARATION SHALL BE MAINTAINED FOR THAT
PORTION OF THE WATER MAIN LOCATED WITHIN TEN (10) FEET HORIZONTALLY OF
ANY SEWER OR DRAIN CROSSED. A LENGTH OF WATER MAIN PIPE SHALL BE
CENTERED OVER THE SEWER TO BE CROSSED WITH JOINTS EQUIDISTANT FROM THE
SEWER OR DRAIN.

A VERTICAL SEPARATION OF EIGHTEEN (18) INCHES BETWEEN THE INVERT OF THE
SEWER OR DRAIN AND THE CROWN OF THE WATER MAIN SHALL BE MAINTAINED
WHERE A WATER MAIN CROSSES UNDER A SEWER. THE SEWER OR DRAIN LINES
SHALL BE SUPPORTED TO PREVENT SETTLING AND BREAKING OF THE WATER MAIN,
AS SHOWN ON THE PLANS OR AS APPROVED BY THE ENGINEER.

CONSTRUCTION SHALL EXTEND ON EACH SIDE OF THE CROSSING UNTIL THE
PERPENDICULAR DISTANCE FROM THE WATER MAIN TO THE SEWER OR DRAIN LINE

IS AT LEAST TEN (10) FEET.

WHEN WATER PASSES UNDER ANY SEWER, ONE FULL PIPE LENGTH SHALL BE
INSTALLED IN ACCORDANCE WITH STANDARD SPECIFICATION. INSULATION IS ALSO
REQUIRED WHEN WATER SERVICES ARE INSTALLED BENEATH STORM SEWER PIPES.

MEIJER STORE #FTB
MCKEE ROAD & FITCHRONA ROAD
CITY OF FITCHBURG, WI 53719
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GENERAL DEMOLITION NOTES:

GENERAL SITE NOTES:

10.

1.

12.

13.

14.

15.

16.

17.

CONTRACTOR SHALL CONTACT DIGGERS HOTLINE (811 OR 1-800-242-8511)
AND/OR PRIVATE LOCATING SERVICE TO LOCATE ALL UNDERGROUND UTILITY LINES

PRIOR TO STARTING ANY DEMOLITION AND/OR EXCAVATION. EXACT LOCATIONS OF
ANY EXISTING ELECTRIC, GAS, TELEPHONE, ETC. LINES ARE UNKNOWN.

CONTRACTOR SHALL PERFORM ALL DEMOLITION WORK IN ACCORDANCE WITH ALL
APPLICABLE FEDERAL, STATE, AND LOCAL REQUIREMENTS.

CONTRACTOR SHALL OBTAIN ALL NECESSARY DEMOLITION PERMITS AND COORDINATE
ALL DEMOLITION WORK WITH THE MUNICIPALITY AND OWNERS REPRESENTATIVE TO
ENSURE PROTECTION AND MAINTENANCE OF EXISTING SITE FEATURES NOT NOTED
FOR REMOVAL.

ALL EROSION AND SEDIMENTATION CONTROL MEASURES AND DEVICES SHALL BE
INSTALLED AND FUNCTIONAL BEFORE THE SITE IS OTHERWISE DISTURBED. THEY
SHALL BE KEPT OPERATIONAL AND MAINTAINED CONTINUOUSLY THROUGHOUT THE
PERIOD OF LAND DISTURBANCE UNTIL PERMANENT SITE STABILIZATION HAS BEEN
ACHIEVED.

THE PURPOSE OF THE DEMOLITION PLANS IS TO CONVEY THE OVERALL SCOPE OF
DEMOLITION WORK AND [T IS NOT INTENDED TO COVER ALL DETALS OR
SPECIFICATIONS REQUIRED TO COMPLY WITH GENERALLY ACCEPTED DEMOLITION
PRACTICES. CONTRACTOR SHALL THOROUGHLY FAMILIARIZE HIMSELF WITH THE SITE,
SCOPE OF WORK, AND ALL EXISTING CONDITIONS AT THE JOB SITE PRIOR TO
BIDDING AND COMMENCING THE WORK. THE DEMOLITION CONTRACTOR SHALL BE
SOLELY RESPONSIBLE FOR MEANS, METHODS, TECHNIQUES, OR PROCEDURES USED
TO COMPLETE THE WORK IN ACCORDANCE WITH THE CONSTRUCTION DOCUMENTS
AND IS LIABLE FOR THE SAFETY OF THE PUBLIC AND CONTRACTOR'S EMPLOYEES
DURING THE COURSE OF THE PROJECT.

THE DEMOLITION PLANS ARE INTENDED TO SHOW REMOVAL OF KNOWN SITE
FEATURES AND UTILITIES AS SHOWN ON THE SURVEY PROVIDED TO THE ENGINEER
FOR DESIGN. THERE MAY BE OTHER SITE FEATURES, UTILITIES, STRUCTURES, AND
MISCELLANEOUS [TEMS BOTH BURIED AND ABOVE GROUND THAT ARE WITHIN THE
LIMTS OF WORK THAT MAY REQUIRE REMOVAL FOR THE PROPOSED SITE
IMPROVEMENTS BUT THAT ARE NOT SHOWN HEREON. THE CONTRACTOR IS
RESPONSIBLE FOR THE REMOVAL OF SUCH [TEMS AT NO ADDITIONAL COST TO THE
OWNER.

THE CONTRACTOR SHALL CONTACT THE RESPECTIVE UTILITY COMPANIES PRIOR TO
COMMENCING ANY SITE DEMOLITION OPERATIONS TO COORDINATE DISCONNECTION
AND REMOVAL OF EXISTING UTILITIES WITHIN THE PROPOSED AREA OF WORK.

CONTRACTOR SHALL COORDINATE ANY SHUT DOWNS OF EXISTING ROADWAYS AND
UTILITIES WITH THE NECESSARY GOVERNING AUTHORITIES.

ALL EXISTING BUILDINGS, FOUNDATIONS, CONCRETE OR ASPHALT PAVEMENT OR
WALKS, CURB AND GUTTER AND MISCELLANEOUS STRUCTURES (INCLUDING, BUT
NOT LIMITED TO FENCES, POLES, YARD LIGHTS, ELECTRICAL PANELS, WHEEL STOPS
AND MISCELLANEOUS DEBRIS) NOTED TO BE REMOVED SHALL BE DEMOLISHED,
REMOVED FROM THE SITE AND LEGALLY DISPOSED OF BY THE CONTRACTOR.

VOIDS LEFT BY ANY ITEM REMOVED UNDER ANY PROPOSED BUILDINGS, PAVEMENTS,

OR WALKS OR WITHIN TEN (10) FEET THEREOF SHALL BE BACKFILLED IN
ACCORDANCE WITH THE PROJECT SPECIFICATIONS AND GEOTECHNICAL REPORT.

AS SOON AS DEMOLITION WORK HAS BEEN COMPLETED, FINAL GRADE OF BACKFILL
IN DEMOLITION AREAS SHALL BE COMPACTED PER THE GEOTECHNICAL REPORT TO
PRESENT A NEAT, WELL DRAINED APPEARANCE, AND TO PREVENT WATER FROM
DRAINING  UNNECESSARILY ONTO ADJACENT PROPERTIES. CONTRACTOR  SHALL
PROVIDE TEMPORARY DIVERSION SWALES OR OTHER MEANS OF MAINTAINING
ADEQUATE SITE DRAINAGE.

ALL EXISTING TREES SHOWN ARE TO REMAIN UNLESS OTHERWISE NOTED (REFER
TO LANDSCAPE PLANS FOR ALL LANDSCAPING REMOVAL REQUIREMENTS).

ALL EXISTING TREES, BRUSH AND MISCELLANEOUS VEGETATION NOTED TO BE
REMOVED SHALL BE REMOVED FROM THE SITE AND DISPOSED OF BY THE

CONTRACTOR (REFER TO LANDSCAPE PLANS FOR ALL LANDSCAPING REMOVAL
REQUIREMENTS).

CONTRACTOR SHALL UTILIZE CARE WHEN WORKING NEAR EXISTING UTILITIES TO
REMAIN. ANY DAMAGE TO EXISTING UTILITIES NOT NOTED TO BE REMOVED SHALL
BE REPAIRED AT CONTRACTOR'S EXPENSE AND TO THE SATISFACTION OF THE
OWNER AND/OR ENGINEER.

CONTRACTOR SHALL REPAIR AT HIS EXPENSE ANY DAMAGE TO EXISTING ASPHALT,
CONCRETE, CURBS, SIDEWALKS, ETC. RESULTING FROM CONSTRUCTION TRAFFIC
AND/OR OPERATIONS. REPAIRS SHALL BE MADE TO THE SATISFACTION OF THE
OWNER AND/OR ENGINEER.

ALL FIRE ACCESS LANES WITHIN THE PROJECT AREA SHALL REMAIN IN SERVICE,
CLEAN OF DEBRIS, AND ACCESSIBLE FOR USE BY EMERGENCY VEHICLES.

ALL EXISTING SANITARY SEWERS, STORM SEWERS, WATER MAINS OR IRRIGATION
LINES AND APPURTENANCES NOTED FOR REMOVAL WITHIN THE AREA OF THE
PROPOSED CONSTRUCTION SHALL BE REMOVED FROM THE SITE AND DISPOSED OF
BY THE CONTRACTOR. ALL ABANDONED SEWER LINES SHALL BE PLUGGED AT BOTH
ENDS WITH A MINIMUM OF TWO (2) FEET LONG NON-SHRINK CONCRETE MORTAR
PLUGS.
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NO DIMENSION MAY BE SCALED. REFER UNCLEAR ITEMS TO THE ENGINEER FOR
INTERPRETATION.

DIMENSIONS AND/OR COORDINATES ARE TO FACE OF CURB, UNLESS OTHERWISE
NOTED, CENTERLINE OF BUILDING COLUMN LINE (INSIDE FACE OF PRECAST), EDGE
OF PAVEMENT OR CENTER OF STRUCTURE OR SIGN. VERIFY BUILDING DIMENSIONS
WITH ARCHITECTURAL DRAWINGS.

BUILDING  SLABS, UNDERBED THICKNESS AND LOCATIONS ARE SHOWN FOR
REFERENCE. VERIFY WITH STRUCTURAL DRAWING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR DEWATERING TO ACCOMPLISH ALL
WORK INDICATED ON PLANS AND PERFORM REQUIRED COMPACTION OPERATIONS.

PROVIDE ADEQUATE BARRICADES AT DRIVES, ENTRANCES, EXCAVATIONS AND OTHER
OPENINGS TO KEEP OUT UNAUTHORIZED PERSONS AND FOR PUBLIC SAFETY AND
TRAFFIC CONTROL. SAFETY PROVISIONS OF APPLICABLE LAWS SHALL BE OBSERVED
AT ALL TIMES. BARRICADES LEFT IN PLACE AT NIGHT SHALL BE LIGHTED.

NO EQUIPMENT OR MATERIAL STORAGE IS PERMITTED IN THE RIGHT—OF—WAY.

WORK SHALL CONFORM TO THE REQUIREMENTS OF MEWER  STANDARD
SPECIFICATIONS, GOVERNING AGENCIES HAVING JURISDICTION. GRADING, PAVING AND
MATERIALS SHALL COMPLY WITH THE STATE DEPARTMENT OF TRANSPORTATION
STANDARD ~ SPECIFICATIONS ~ FOR  CONSTRUCTION AS  WELL AS  PROJECT
SPECIFICATIONS  AND  DRAWINGS. IN  CASE OF  DISCREPANCIES  BETWEEN
REQUIREMENTS, THE MORE STRINGENT SHALL APPLY.

EXTERIOR CONCRETE SLABS ADJACENT TO BUILDING SHALL BE PLACED ON FOUR

(4) INCH STRUCTURAL CUSHION, UNLESS NOTED OTHERWISE ON THE STRUCTURAL
DRAWINGS.

AGGREGATE TO EXTEND TWELVE (12) INCHES BEYOND BACK OF CURB OR EDGE OF
PAVEMENT UNLESS OTHERWISE NOTED. SEE DETAIL SHEETS.

ALL PAVEMENT MARKINGS SHALL BE YELLOW IN COLOR UNLESS NOTED OTHERWISE.

CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS PRIOR TO COMMENCEMENT
OF CONSTRUCTION.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING SAFE AND ADEQUATE
WORKING CONDITIONS THROUGHOUT THE DURATION OF CONSTRUCTION OF THE
PROPOSED SITE IMPROVEMENTS.

CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL SITE SETBACKS,
EASEMENTS AND DIMENSIONS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

ALL HANDICAP ACCESSIBLE SITE IMPROVEMENTS SHALL BE CONSTRUCTED IN
ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL CODES AND REQUIREMENTS.

IF DURING THE COURSE OF CONSTRUCTION THE CONTRACTOR FINDS ANY
DISCREPANCIES OR CONFLICTS BETWEEN THE PROPOSED SITE IMPROVEMENTS
INDICATED ON THE PLANS AND THE PHYSICAL CONDITIONS OF THE SITE, OR ANY
ERRORS OR OMISSIONS WITHIN THE PLANS OR IN THE SITE LAYOUT AS PROVIDED
BY THE ENGINEER, IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
IMMEDIATELY NOTIFY THE ENGINEER. UNTIL AUTHORIZED TO PROCEED, ANY WORK
PERFORMED BY THE CONTRACTOR AFTER SUCH A DISCOVERY WILL BE AT THE
CONTRACTOR'S SOLE RISK AND EXPENSE.

CONTRACTOR SHALL COORDINATE ALL SITE IMPROVEMENTS WITH ARCHITECTURAL
PLANS. ARCHITECTURAL PLANS SHALL BE USED FOR BUILDING STAKEOUT.

CONTRACTOR SHALL COORDINATE ALL LANDSCAPE IMPROVEMENTS, INCLUDING NEW
PLANTINGS AND TURF AREA RESTORATION REQUIREMENTS, WITH LANDSCAPE PLANS.

CONSTRUCTION SURVEY AND STAKEOUT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

ALL DIMENSIONS SHOWN ARE MEASURED FROM FACE OF CURB TO FACE OF CURB
OR EDGE OF PAVEMENT TO EDGE OF PAVEMENT UNLESS OTHERWISE NOTED.

ALL CURB RADII ARE MEASURED AT THE FACE OF CURB UNLESS OTHERWISE
NOTED.

ALL NEW ASPHALT AND/OR CONCRETE PAVING SHALL MATCH EXISTING PAVEMENTS
FLUSH.

CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS OUTSIDE OF CONSTRUCTION
LIMITS TO ORIGINAL CONDITION OR BETTER.

ALL DETECTIBLE WARNING PLATES SHALL BE PREFORMED PLASTIC INSERTS UNLESS
OTHERWISE NOTED.

ALL PROPOSED ASPHALT AND CONCRETE PAVEMENT SECTIONS SHALL FOLLOW THE
RECOMMENDATIONS AND SPECIFICATIONS CONTAINED WITHIN C-200 AND SHALL
MEET OR EXCEED MINIMUM STANDARDS SPECIFIED BY THE LOCAL GOVERNING
AUTHORITY.
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ALL SPOT ELEVATIONS SHOWN ON THE PLANS ARE TO:
TOP OF PAVEMENT — (TP)
TOP OF SIDEWALK/SLAB — (TS)
TOP OF CURB — (TC)
TOP OF WALL ELEVATION @ FINISHED GRADE — (TW)
BOTTOM OF WALL ELEVATION @ FINISHED GRADE — (BW)

UNLESS NOTED OTHERWISE.
CONTOURS SHOWN ARE FOR REFERENCE ONLY.

PROVIDE POSITIVE DRAINAGE AT ALL TIMES TO ENSURE NO STANDING WATER WITHIN
PAVEMENT, BUILDING PAD, OR GREEN AREAS.

FOR ALL CURB ISLANDS, CENTER OF ISLANDS TO BE A MINIMUM OF 6" HIGHER
THAN TOP OF CURB TO PROVIDE POSITIVE DRAINAGE.

SEE "TYPICAL PAVEMENT AT MH AND CB” DETAIL ON SHEET C-701 FOR SPECIAL
GRADING REQUIREMENTS AROUND STRUCTURES.

RESTORE ALL STREET SURFACES, DRIVEWAYS, CULVERTS, ROADSIDE DRAINAGE
DITCHES, AND OTHER PUBLIC OR PRIVATE STRUCTURES THAT ARE DISTURBED OR
DAMAGED AS A RESULT OF CONSTRUCTION ACTIVITIES TO MATCH AT A MINIMUM
EXISTING CONDITIONS.

CONTRACTOR'S MANNER AND METHOD OF INGRESS AND EGRESS WITH RESPECT TO
THE PROJECT AREAS SHALL IN NO WAY PROHIBIT OR DISTURB NORMAL PEDESTRIAN
OR VEHICULAR TRAFFIC IN THE VICINITY AND IS SUBJECT TO REGULATION AND
WRITTEN APPROVAL OF APPROPRIATE GOVERNING AGENCIES.

FINISHED SUBGRADE SURFACE SHALL NOT BE MORE THAN 0.1 FEET ABOVE OR
BELOW ESTABLISHED FINISHED SUBGRADE ELEVATIONS AND ALL GROUND SURFACES
SHALL VARY UNIFORMLY BETWEEN INDICATED ELEVATIONS. FINISHED DITCHES SHALL
BE GRADED TO ALLOW FOR PROPER DRAINAGE WITHOUT PONDING AND IN A
MANNER THAT WILL MINIMIZE EROSION.

ALL GRADING AND SITE PREPARATION WORK SHALL CONFORM WITH THE
RECOMMENDATIONS AND CIVIL SPECIFICATIONS.

CONTRACTOR SHALL CAREFULLY PRESERVE ALL SITE BENCHMARKS AND REFERENCE
POINTS DURING CONSTRUCTION OPERATIONS.

CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION
OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF
THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN
THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR
COMPLETE. THE CONTRACTOR SHALL CONTACT DIGGERS HOTLINE (811 OR
1-800-242-8511) AND/OR PRIVATE LOCATING SERVICE AT LEAST FORTY—EIGHT
(48) HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
THE UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED SITE
IMPROVEMENTS SHOWN ON THE PLANS.

CONTRACTOR SHALL INSTALL APPROPRIATE TREE PROTECTION MEASURES PRIOR TO
COMMENCEMENT OF SITE GRADING OPERATIONS.

ALL PROPOSED GRADING, PAVEMENT, APRONS, CURBS, WALKS, ETC. SHALL MATCH
EXISTING GRADES FLUSH.

PAVEMENT SUBGRADES AND STONE BASE COURSE MATERIALS SHALL BE INSTALLED
AND COMPACTED IN ACCORDANCE WITH THE CIVIL SPECIFICATIONS AND SHALL BE
INSPECTED AND APPROVED BY THE ENGINEER OR OWNER REPRESENTATIVE PRIOR

TO INSTALLATION OF THE PROPOSED PAVEMENT SURFACE AND/OR BASE COURSES.
CUT AND FILL SLOPES SHALL HAVE A MAXIMUM SLOPE OF 3:1.

CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE TO ALL STORM DRAINAGE
STRUCTURES. AREAS OF SURFACE PONDING SHALL BE CORRECTED BY THE
CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE OWNER.

ALL EXISTING AND PROPOSED TOP OF FRAME ELEVATIONS FOR STORM, SANITARY,
WATER AND OTHER UTILITY STRUCTURES SHALL BE ADJUSTED TO MEET FINISHED
GRADE WITHIN THE PROJECT LIMITS.

MAXIMUM CROSS SLOPES AND LONGITUDINAL SLOPES FOR ALL CONCRETE
SIDEWALKS AND HANDICAP ACCESSIBLE ROUTES SHALL NOT EXCEED 2% AND 5%,
RESPECTIVELY.

MAXIMUM SLOPES WITHIN THE HANDICAP ACCESSIBLE PARKING AREAS SHALL NOT
EXCEED 2% IN ANY DIRECTION.

MAXIMUM GRADE DIFFERENCE BETWEEN PAVEMENT SURFACES AND ADJACENT
CONCRETE SIDEWALKS FOR THE ACCESSIBLE ROUTE TO THE BUILDING SHALL NOT

EXCEED 1/4" VERTICAL OR 1/2" WHEN BEVELED.

ALL HANDICAP ACCESSIBLE EXTERIOR DOORWAY LOCATIONS REQUIRE AN EXTERIOR

LANDING THAT IS A MINIMUM OF FIVE (5) FEET IN LENGTH WITH A SLOPE NOT
EXCEEDING 2% IN ANY DIRECTION.

EXCAVATION SHORING SHALL BE DONE AS NECESSARY FOR THE PROTECTION OF
THE WORK AND FOR THE SAFETY OF PERSONNEL. SHORING SHALL BE IN
ACCORDANCE WITH ALL O.S.H.AA AND LOCAL REGULATIONS.
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CONTRACTOR SHALL FIELD VERIFY THE HORIZONTAL AND VERTICAL LOCATION OF
ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND ENSURE NO CONFLICTS EXIST
WITH THE PROPOSED IMPROVEMENTS. CONTRACTOR SHALL NOTIFY ENGINEER
IMMEDIATELY IF UTILITIES ARE LOCATED DIFFERENTLY THAN SHOWN. IF UTILITY
CONFLICTS ARE ENCOUNTERED, CONTRACTOR SHALL COORDINATE WITH EACH
RESPECTIVE  UTILITY COMPANY IN ORDER TO RELOCATE EXISTING UTILITIES IN
CONFORMANCE WITH THEIR GUIDELINES.

PROTECT AND MAINTAIN CROSSINGS OF OTHER UTILITIES.

ALL DIMENSIONS ARE TO COLUMN LINE, CENTERLINE OF PIPE, CENTER OF
MANHOLE, EDGE OF PAVEMENT OR FACE OF CURB WHERE APPLICABLE.

REFER TO ALTA/ACSM LAND TITLE SURVEY FOR BENCHMARK INFORMATION.

ALL MATERIALS, SPECIFICATIONS, AND CONSTRUCTION METHODS SHALL BE IN
CONFORMANCE WITH THE FOLLOWING:

MEIJER STANDARD SPECIFICATIONS AND DETAILS

STATE OF WISCONSIN  DEPARTMENT ~OF  TRANSPORTATION  "STANDARD
SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION,” AS ADOPTED
JANUARY 1, 2013 AND ALL SUBSEQUENT REVISIONS THERETO.

"STANDARD ~ SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN

WISCONSIN™ SIXTH EDITION, DATED DECEMBER 22, 2003 AND ALL SUBSEQUENT
REVISIONS THERETO.

REFER TO DETAIL D4 ON SHEET C-700 FOR TYPICAL PIPE TRENCH DETAIL.

CONTRACTOR SHALL EXCAVATE AND FIELD VERIFY ALL EXISTING UTILITY LOCATIONS,
SIZES, CONDITIONS AND ELEVATIONS AT PROPOSED POINTS OF CONNECTION PRIOR
TO COMMENCING ANY UNDERGROUND CONSTRUCTION. CONTRACTOR SHALL NOTIFY
THE OWNER AND ENGINEER OF ANY DISCREPANCIES OR CONFLICTS PRIOR TO
PROCEEDING WITH CONSTRUCTION.

ALL PROPOSED CONNECTIONS TO EXISTING UTILITY STRUCTURES OR PIPING SHALL
BE IN ACCORDANCE WITH THE APPLICABLE GOVERNING AUTHORITY REQUIREMENTS
AND SPECIFICATIONS.

CONTRACTOR SHALL CONTINUOUSLY MAINTAIN ALL EXISTING SEWER SYSTEMS DURING
CONSTRUCTION  OPERATIONS AS NECESSARY TO PREVENT SILT OR DEBRIS
ACCUMULATION.

BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE GAS
COMPANY FOR THE CONSTRUCTION OF THE GAS LINE BETWEEN PROPOSED
BUILDING METER AND EXISTING GAS MAIN.

BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE
POWER COMPANY FOR THE CONSTRUCTION OF ELECTRICAL CONDUIT TO PROVIDE
SERVICE TO THE PROPOSED TRANSFORMER.

UNDERGROUND  CONTRACTOR SHALL COORDINATE ~ WITH ARCHITECTURAL AND
BUILDING MEP PLANS TO ENSURE ACCURACY OF THE PROPOSED UTILITY
CONNECTIONS AND COMPLIANCE WITH LOCAL CODES.

GENERAL SWPPP NOTES:
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CITY OF FITCHBURG ENGINEERING DEPARTMENT SHALL BE NOTIFIED 48 HOURS
PRIOR TO COMMENCEMENT OF ANY LAND DISTURBING ACTIVITIES ON SITE.

COPIES OF THE APPROVED STORM WATER POLLUTION PREVENTION PLANS SHALL BE
MAINTAINED ON THE SITE AT ALL TIMES ALONG WITH ALL NECESSARY PERMITS AND
INSPECTION FORMS.

ALL EROSION AND SEDIMENTATION CONTROL MEASURES AND DEVICES SHALL BE
INSTALLED AND FUNCTIONAL BEFORE THE SITE IS OTHERWISE DISTURBED. THEY
SHALL BE KEPT OPERATIONAL AND MAINTAINED CONTINUOUSLY THROUGHOUT THE
PERIOD OF LAND DISTURBANCE UNTIL PERMANENT SITE STABILIZATION HAS BEEN
ACHIEVED.

CONTRACTOR  SHALL IMPLEMENT SITE SPECIFIC BEST MANAGEMENT PRACTICES
(BMPS) AS SHOWN AND REQUIRED BY THE SWPPP. ADDITIONAL BEST MANAGEMENT
PRACTICES SHALL BE IMPLEMENTED BY THE CONTRACTOR AS DICTATED BY SITE
CONDITIONS OR THE PROJECT GOVERNING AUTHORITIES AT NO ADDITIONAL COST TO
THE OWNER THROUGHOUT ALL PHASES OF CONSTRUCTION.

ALL BEST MANAGEMENT PRACTICES AND CONTROLS SHALL CONFORM TO THE
APPLICABLE FEDERAL, STATE, OR LOCAL REQUIREMENTS, STANDARDS, AND
SPECIFICATIONS OR MANUAL OF PRACTICE.

IF AFTER REPEATED FAILURE ON THE PART OF THE CONTRACTOR TO PROPERLY
CONTROL SOIL EROSION, SEDIMENT AND/OR POLLUTION FROM THE PROJECT SITE,
THE GOVERNING AUTHORITIES RESERVE THE RIGHT TO EFFECT NECESSARY
CORRECTIVE MEASURES AND CHARGE ANY COSTS TO THE CONTRACTOR.

INLET PROTECTION SHALL BE INSTALLED AROUND EACH INLET OR CATCH BASIN
WITHIN THE VICINITY OF THE DISTURBED AREA LIMITS AS SHOWN ON THE PLANS.
THESE SHALL BE MAINTAINED UNTIL THE TRIBUTARY DRAINAGE AREAS HAVE

ADEQUATE GRASS COVER AND/OR APPROPRIATE GROUND STABILIZATION.

ALL STREETS ADJACENT TO THE PROJECT SITE SHALL BE KEPT FREE OF DIRT, MUD
AND DEBRIS. CONTRACTOR SHALL CLEAN ADJACENT PAVEMENTS AT THE END OF
EACH WORKING DAY WHEN NECESSARY.

CONTRACTORS SHALL MINIMIZE BARE EARTH SURFACES DURING CONSTRUCTION TO
THE EXTENT PRACTICABLE.

ALL DISTURBED AREAS SHALL BE SEEDED OR SODDED AS SOON AS IS
PRACTICABLE.

IF DURING CONSTRUCTION OPERATIONS ANY LOOSE MATERIALS ARE DEPOSITED IN
THE FLOW LINE OF GUTTERS, DRAINAGE STRUCTURES, OR DITCHES SUCH THAT THE
NATURAL FLOW LINE OF WATER IS OBSTRUCTED, THIS LOOSE MATERIAL SHALL BE
REMOVED.

ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING ANY EXISTING STORM
DRAINAGE SYSTEMS BY THE USE OF INLET PROTECTION OR OTHER APPROVED
FUNCTIONAL METHODS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING
SEDIMENT  RESULTING FROM CONSTRUCTION ACTIVITIES ASSOCIATED WITH THIS
PROJECT.

CONSTRUCTION ACCESS POINTS TO THE SITE SHALL BE PROTECTED IN SUCH A
WAY AS TO PREVENT TRACKING OF MUD OR SOIL ONTO PUBLIC THOROUGHFARES.
ALL  SEDIMENT  SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC
RIGHTS—OF-WAY MUST BE REMOVED IMMEDIATELY BY THE CONTRACTOR.

SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION BOOMS SHALL
BE MAINTAINED ON SITE OR READILY AVAILABLE TO CONTAIN AND CLEAN-UP FUEL
OR CHEMICAL SPILLS AND LEAKS.

DUST SHALL BE ADEQUATELY CONTROLLED ON THE PROJECT SITE AT ALL TIMES
DURING CONSTRUCTION.

RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS SHALL BE
DEPOSITED INTO SEALED TRASH CONTAINERS. MATERIALS SHALL BE PREVENTED
FROM LEAVING THE PREMISES THROUGH THE ACTION OF WIND OR STORMWATER
DISCHARGE INTO DRAINAGE DITCHES OR WATERS OF THE STATE.

DURING DEWATERING OPERATIONS, WATER SHALL BE PUMPED OR OTHERWISE
DISCHARGED FROM THE SITE INTO SEDIMENT BASINS, SILT TRAPS, DEWATERING
BAGS OR POLYMER MIXING SWALES. DEWATERING DIRECTLY INTO FIELD TILES OR
STORMWATER SYSTEMS IS PROHIBITED.

ALL DISTURBED AREAS SHALL BE SEEDED OR SODDED WITHIN THREE (3) DAYS OF
FINAL DISTURBANCE.

ALL SOIL STOCKPILES SHALL BE STABILIZED WITHIN THREE (3) DAYS OF FORMING
THE STOCKPILE.

STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE IN
PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIMITIES HAVE TEMPORARILY OR
PERMANENTLY CEASED, BUT IN NO CASE MORE THAN FOURTEEN (14) DAYS AFTER
THE CONSTRUCTION ACTIVITY IN THAT PORTION OF THE SITE HAS TEMPORARILY OR
PERMANENTLY CEASED AS FOLLOWS:

WHEN THE INITIATION OF STABILIZATION MEASURES BY THE 7TH DAY AFTER
CONSTRUCTION ACTIVITY TEMPORARILY OR PERMANENTLY CEASES IS PRECLUDED BY
SNOW  COVER, STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS
PRACTICABLE.

21.1. WHEN CONSTRUCTION ACTIVITY WILL RESUME ON A PORTION OF THE SITE

22.

23.

24,

25.

26.

WITHIN 14 DAYS FROM WHEN ACTIITIES CEASED (LE. THE TOTAL TIME PERIOD

THAT CONSTRUCTION ACTIVITY IS TEMPORARILY CEASED IS LESS THAN 14 DAYS),
THEN STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED ON THAT
PORTION OF THE SITE BY THE 7TH DAY AFTER CONSTRUCTION ACTIVITY
TEMPORARILY CEASES.

PRE—QUALIFIED PERSONNEL (PROVIDED BY THE CONTRACTOR) SHALL INSPECT
DISTURBED AREAS OF THE CONSTRUCTION SITE THAT HAVE NOT BEEN FINALLY
STABILIZED, STRUCTURAL CONTROL MEASURES, AND LOCATIONS WHERE VEHICLES
ENTER OR EXIT THE SITE AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND
WITHIN TWENTY-FOUR (24) HOURS OF THE END OF A RAINFALL EVENT THAT IS
0.5 INCH OR GREATER (OR EQUIVALENT SNOWFALL). REQUIRED REPAIRS SHOULD
BE COMPLETED WITHIN FORTY-EIGHT (48) HOURS OF THE INSPECTION.

EROSION CONTROL BLANKETS SHALL BE USED IN AREAS OF 4:1 SLOPE OR
STEEPER.

ALL TEMPORARY EROSION CONTROL AND SEDIMENT CONTROL MEASURES SHALL BE
REMOVED THIRTY (30) DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED OR
AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED. TRAPPED SEDIMENT
SHALL BE PROPERLY STABILIZED OR DISPOSED OF OFF SITE BY THE CONTRACTOR.

PRIOR TO COMMENCING LAND DISTURBING ACTIVITIES IN AREAS OTHER THAN THOSE
INDICATED ON THESE PLANS (INCLUDING BUT NOT LIMITED TO ADDITIONAL PHASES
OF DEVELOPMENT AND OFF-SITE BORROW OR WASTE AREAS) A SUPPLEMENTARY
STORM WATER POLLUTION PREVENTION PLAN SHALL BE SUBMITTED TO THE OWNER
AND ENGINEER FOR REVIEW.

CONTRACTOR SHALL MODIFY OR ADD TO THE IDENTIFIED EROSION CONTROL
MEASURES AS NEEDED DURING CONSTRUCTION IN CONSULTATION WITH THE CITY OF
FITCHBURG FIELD ENGINEER TO MEET THE EROSION CONTROL NEEDS OF THE SITE.
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= SCREEN WALLS ] PROPOSED FLARED END SECTION
T / PEDESTRIAN LIGHT POLE j CART CORRAL / / V) h
: CROSSWALK ~ &
> RUCK DOCK (TYP.) (TYP.) | GENERAL SITE NOTES:
<
o0 RECEIVING AREA Lot 1 ‘ ‘ ‘ ‘ ‘% ‘ ‘ ‘ J\ ‘ ‘ ‘ ‘ ‘ ‘ S I 1. CONTRACTOR MUST SECURE ALL NECESSARY PERMITS PRIOR TO STARTING WORK. @ 0
CANOPY —f L ] O I 2. IF THE CONTRACTOR, IN THE COURSE OF THE WORK, FINDS ANY DISCREPANCIES BETWEEN THE PLANS AND THE PHYSICAL CONDITIONS
o, 5 ‘A OF THE LOCALITY, OR ANY ERRORS OR OMISSIONS IN THE PLANS OR IN THE LAYOUT AS GIVEN BY THE ENGINEER, IT SHALL BE HIS ’ —
: u | < DUTY TO IMMEDIATELY INFORM THE ENGINEER, IN WRITING, AND THE ENGINEER WILL PROMPTLY VERIFY THE SAME. ANY WORK DONE — LL
‘ ‘ j o AFTER SUCH A DISCOVERY, UNTIL AUTHORIZED, WILL BE AT THE CONTRACTOR'S RISK. ’ . 3+
_ 339 49" N X 3. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS, AND DIMENSIONS SHOWN HEREON BEFORE LL]
o | N BEGINNING CONSTRUCTION. oY
S [] [] u"j’ < 4. ALL CONSTRUCTION MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE TO THE STATE AND LOCAL GOVERNMENT AGENCY LATEST O
IR % % | > | CONSTRUCTION SPECIFICATIONS AND DETAILS. =
© B2.74 — COMPACTOR W H = ! 5. ALL HANDICAP SITE FEATURES SHALL BE CONSTRUCTED TO MEET ALL FEDERAL, STATE AND LOCAL CODE. N
S L WITH SCREENING O O N @)
S b2y ] ] S X 6. NOTIFY THE TOWN ENGINEER FORTY-EIGHT (48) HOURS BEFORE BEGINNING EACH PHASE OF CONSTRUCTION.
N) b
TOY g "QUICK TRIP —] ) i} = T 7. THE CONTRACTOR SHALL CAREFULLY PRESERVE BENCHMARKS, REFERENCE POINTS, AND STAKES.
n L(j
S I [ GRADE LEVEL RECEIVING AREA 159 264 SQ FT PASRTKAHEILGS T s o Q \ 8. ARCHITECTURAL PLANS ARE TO BE USED FOR BUILDING STAKE OUT.
= '~~::'—SV(|DTI\|/I_|P£~(C:IFIS§N|NG ! ' ] 28.33" — 3\ 9. ALL DIMENSIONS ARE FROM FACE OF BUILDING, CURB, AND WALL UNLESS OTHERWISE SPECIFIED ON PLANS.
PROPOSED |g| | LL 10. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND THE PUBLIC SHALL BE PROTECTED FROM INJURY, AND
| _— TRUCK DOCK PLANTERS (8) O ADJOINING PROPERTY PROTECTED FROM DAMAGE. REV.] DATE | DESCRIPTION
5 RECEIVING AREA I\ ‘ ’ ‘ ‘ ‘ |% ‘ ’ ‘ ‘ ‘ ‘ } 11, CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL INSIDE OR OUTSIDE CONTRACT LIMITS DUE TO 07/21/2020]  ADR SUBMITTAL
CONSTRUCTION OPERATION.
—}——— SCREEN WALLS \
12. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, CURB AND GUTTERS, ROADSIDE DRAINAGE DITCHES AND OTHER STRUCTURES THAT ARE
: ] g 5 \ DISTURBED OR DAMAGED IN ANY MANNER AS A RESULT OF CONSTRUCTION SHALL BE REPLACED OR REPAIRED IN ACCORDANCE WITH
CANOPY ] ] THE SPECIFICATIONS.
] — GRADE LEVEL RECEIVING PARKING N? H ‘ ‘ T ‘ EE ‘ O ‘ ‘ ‘ ‘ ‘ ‘ 13. ALL ROAD WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE STATE AND LOCAL GOVERNMENT AGENCY SPECIFICATIONS.
| ] 3 , 14, PAVEMENT AND CONCRETE SECTIONS SHALL FOLLOW THE RECOMMENDATIONS OF THE GEOTECHNICAL REPORT.
- PEDESTRIAN : Ne ‘D| ‘ ‘ i } 4 ‘ ‘ ‘ } ‘ ‘ ‘ } ‘
51— PROPOSED 6' HIGH WOODEN FENCE CROSSWALK L] i ~ \
: BIKE RACK -] LIGHT POLE PAVEMENT SECTION DETAIL
(TYP.) PROPOSED STANDARD DUTY BITUMINOUS PAVEMENT
| NN 9 ] « 1.75" HMA SURFACE COURSE SITE ZONING
18 Il " « 1.75" HMA BINDER COURSE
Eo = ] \ 2-, * 6.0° BASE COURSE CURRENT ZONE: R-D RURAL DEVELOPMENT
2 PHARMACY ENN &N &, ‘ ‘ ‘ ‘ ‘% ‘ ‘ ’ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 1 R PROPOSED HEAVY DUTY BITUMINOUS PAVEMENT PROPOSED ZONE: B-G GENERAL BUSINESS
= DRIVE-UP " * 1.75" HMA SURFACE COURSE
183 3 « 2.75" HMA BINDER COURSE
. : CANOPY NP S * 10.0" BASE COURSE ACREAGE SUMMARY
y. Q
2 A O \ T MAN STORE § FUEL STORE LOT )~ £1435
] 2 PROPOSED CONCRETE PAVEMENT L0T 2 N
El g ‘ TOTAL OVERALL ACREAGE 116.92 A,
O] & \
l I;I - PROPOSED HEAVY BROOM FINISH CONCRETE PAVEMENT
£ PHARMACY DRIVE-THRU LANE
44,24’ — CART CORRAL = ( ) PARKING SUMMARY
TYP. @
(TYP") - | MAIN STORE
‘ l ‘ ‘ ‘ ‘ ‘ ‘ L ‘\‘2 -.7.".7.".".| PROPOSED LANDSCAPING
: ; i || """" TOTAL BUILDING SQUARE FOOTAGE 159,264
LA L LR L= —= ! : Ny e IS LN Z R, : PARKING REQUIRED PER CITY 4T
" - L g \ IMPERVIOUS SURFACE RATIO: ('SP PER 300 SF RETAIL SPACE (134,089 SF))
............................................................................................................. OO s b B o - e A AR '.'.'.'.'.'.'.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.'.'é\',:f':f::::::::::::::::::::':fff':':f:::::::::::::::::::::::::::' ::::::::::::::::::::::::::::::::" ARl KRR PROPOSED IMPERVIOUS AREA: +12.15 ACRES / 1529,283 SF PARKING REQUIRED PER MEIJER
............................................................................................................ _ PR SRR T _Q@USTVENTRBER N RURURRRUREE PRRUUUURNURIRRE > NGRS SR (72%) (3 SP/1000 SF) 478
_A.?:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:Qf '''''''' = | PROPOSED PERVIOUS AREA: t+ 4.77 ACRES / 1207,972 SF
o > ] N G N@R s ] (28%) PARKING PROVIDED 441
l T Ny s T S s S S N - ——— S < L | p 5 P \! THHTHHTI ARC 291,15 BARRIER FREE PARKING (HC) @
l o] - L s (L DS, VAN RAD 253000 TOTAL PARKING 41
LT T N o : CHB N02'33°29"W
SRR R T T e Ty CHD 29098’
g SO0 Y e N R L UL B R 5 CONVENIENCE STORE
ROt ‘ it R = SR A AN AR CRRRR R 1 PARKING PROVIDED 17 ~~
------------------ ——__ PROPOSED S A E 12
__________________ > = BARRIER FREE PARKING 1 —
B | . GUARDRAIL IRV PRV R A 5‘\. ; B A PR Rt T A TR Tt L :\;\l ' EXIST'NG 5| & TOTAL PARKlNG 18 D
e i800 I_F PROPOSED ....... T a :\ / CONCRETE A g‘ O Z
L RETAINING WALL TR SR ooy | RS ¢ m I~
! et Lot 2 [ L0 R R ksyq 217 soEwak OVERALL DEVELOPHENT -S|l =<
L Y R 1 ; 3 ' PARKING PROVIDED 459 L <= <
| S 1.97 AC = I o R oo S S | l BARRIER FREE PARKING 21 no-l 4
L . e A LAl e T L TOTAL PARKING 47—9 h YO |_
Vo S P FUTURE =1 0. OARES AREA - N I R S nd (I_) x LL] =
o 3 DEVELOPMENT L T N | Qo 2157~ E = 2 =
........ ~N N L —
R PROPANE - NN 1 s | ' N =5 ns
.................. R R v 2F°
N - r3r| JiL
g | NEEE ] PITRHIIIIID =Rl P~
Sy /5' SIDEWALK % | BENCHMARK % szl Ta
AR DR B TRASH :_/ CONVENIENCE = |: |_|J
SRR SR ‘ _"_ o
g0 g |- 'ENCLOSURE ICE CHEST_f SToaE | 5 N33°24°52"W NORTHWEST FLANGE BOLT ON HYDRANT LOCATED APPROXIMATELY 370 NORTH OF McKEE >
N IO RN | A 08 B ' , ) ROAD ON THE EAST SIDE OF FITCHRONA ROAD. O
( (D RITITICIIINIRIROROROPORIPRRY 1 | OteS St | 0915 40.42 ELEVATION= 1059.38
-j-j-j-j- -j-j-'-j- — 15" BUILDING. SETBACK RN Bt | I £ = L | M '
L ] :-:-f:-: Ve[ T\ 1\ 271.64 - 3 7 ﬂ /A _ FLOOD ZONE:
— TR e 589°47°50"W " 209.06° e , R W g 149.57° ==
- 4_ w1000 R N88°12°32"W 255:12 R NN $89°03°48°W 421.217 |- TRANSFORMER — /e 149.57 - ACCORDING TO FIRM (FLOOD INSURANCE RATE MAP) COMMUNITY PANEL NUMBER
S NN~ e s e e e A M R0 N NN - PAD. Y $13°52°50”W ; 55025C0413G, DATED JANUARY 2, 2009, THIS SITE FALLS IN ZONE X (AREAS
[ = T RSN S o '/ ORI S o a A RENNARERANRNARANY LTHATEER S N N T A P D T O D T R R T T T RHRC AR IR ’ 78 08’ S G DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN)
T AR s TN - : EXISTIN
— / ISSUED FOR:
/ PROPOSED \_wmewer pricE JOF TRAFFIC
/ 3.5' HIGH POINT SIGN K O 7 LIGHT REFERENCE PLANS: PERMIT
PROPOSED 5' WIDE —/ SCREEN WALL OV THE EXISTING CONDITIONS PLANS ARE BASED ON THE PRELIMINARY ALTA/ACSM BIb
MCKEE ROAD SIDEWALK LAND TITLE SURVEY PREPARED BY CHAPUT LAND SURVEYS DATED MARCH 20, CONSTRUCTION
— — - . - - 2020 (PROJECT NO. 20200330AL3476—FAR). GENERAL CONTRACTOR SHALL FIELD
‘ — — — . - - VERIFY EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND SHALL IMMEDIATELY ROUECT MANAGER | DESIGNER
T — — — . o o NOTIFY GREENBERGFARROW AND CLIENT IN WRITING OF ANY DIFFERING
* — — — . - - - B CONDITIONS. W i
GRAPHIC SCALE JOBNO.
PRELIMINARY PLANS e — _
(NOT FOR CONSTRUCTION) o
X 7 1 inch = 40 ft.
MILWAUKEE AREA: 414—259—1181 -
TDD: 1-800—542—2289
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1 2 3 4 5 6
| ?Rﬁ[S)IJOIT\IISEVATll;I\JSOAIEETOS - - 21 S. Evergreen Ave., Suite 200
. : Arlington Heights, lllinois 60005
o6 TOP OF PAVEMENT - (TP) == PROPERTY LINE t: 847 788 9200 f: 847 788 9536
i / J 7068 — TOP OF SLAB - (TS) PROPOSED CURB AND GUTTER
TOP OF CURB — (TC
I 06— —_ TOP OF WALL — ((ng PROPOSED RETAINING WALL
—0 BOTTOM OF WALL - (BW) PROPOSED GARDEN CENTER FENCE
TOES UNLESS NOTED OTHERWISE. SN PROPOSED MONUMENT SIGN
| / 2. CONTOURS SHOWN ARE FOR REFERENCE ONLY. a8 PROPOSED SUPPORT COLUMN
| 3. PROVIDE POSITIVE DRAINAGE AT ALL TIMES TO ENSURE NO STANDING WATER WITHIN o PROPOSED SIGN
PAVEMENT, BUILDING PAD, OR GREEN AREAS.
TEMPORARY POND . —— PROPOSED ACCESSIBLE RAMP
k 4. FOR ALL CURB ISLANDS, CENTER OF ISLANDS TO BE A MINIMUM OF 6" HIGHER THAN
3 TOP OF CURB. OOOoc PROPOSED CART CORRAL
| O / \ \ 5. SEE "TYPICAL PAVEMENT AT MH AND CB"” DETAIL ON C701 FOR SPECIAL GRADING o PROPOSED LIGHT POLE
| & 1055 056 REQUIREMENTS AROUND STRUCTURES. B
AN 1057 ) PROPOSED TRANSFORMER
106100 Wi\ 20}00 Fw 07 1059 T0%0 6. RESTORE ALL STREET SURFACES, DRIVEWAYS, CULVERTS, ROADSIDE DRAINAGE DITCHES,
104850 BWN ) 1081 OB \5\\ : o AND OTHER PUBLIC OR PRIVATE STRUCTURES OR AREAS THAT ARE DISTURBED OR ® PROPOSED SANITARY SEWER STRUCTURE
' ' 107, 1074 2 107 — 1070—— Q0 A DAMAGED AS A RESULT OF CONSTRUCTION ACTIVITES TO MATCH AT A MINIMUM
1070 ——(06 e —— o PROPOSED OPEN GRATE STORM SEWER
— — 1069 068 g - K C 7. CONTRACTOR’S MANNER AND METHOD OF INGRESS AND EGRESS WITH RESPECT TO THE STRUCTURE
© _ B I o S e AN W W VEHICULAR TRAFFIC IN THE MCINITY AND IS SUBJECT TO REGULATION AND WRITTEN © STRUCTURE
-0 = @ == ' APPROVAL OF APPROPRIATE GOVERNING AGENCIES.
e s -9 = oS~ © de ® PROPOSED FIRE HYDRANT W/AUXILLARY
1061.00 TW — S e éo 8. FINISHED SUBGRADE SURFACE SHALL NOT BE MORE THAN 0.1 FEET ABOVE OR BELOW ® VALVE
1039.50 BW E E O ESTABLISHED FINISHED SUBGRADE ELEVATIONS AND ALL GROUND SURFACES SHALL PROPOSED FIRE DEPARTMENT
[ ] TR B = 5 VARY UNIFORMLY BETWEEN INDICATED ELEVATIONS. = CONNECTION (FDC)
T s = S
ll N\ T c§ - 9. ALL HANDICAP ACCESSIBLE ROUTES (SIDEWALKS, WALKWAYS, PAVEMENTS, ETC.) SHALL ® PROPOSED WATER VALVE
0] S HAVE A MAXIMUM CROSS SLOPE OF NO GREATER THAN 2.00%. o
B T o0 PROPOSED CONTOUR
10. ALL HANDICAP ACCESSIBLE STALLS PARKING STALLS SHALL HAVE A MAXIMUM SLOPE OF PROPOSED RIDGE LINE
] ’ ‘ ‘ T ‘ ‘ ‘ ‘ ‘ ‘ NO GREATER THAN 2.00% IN ANY DIRECTION - — —
L] -~ PROPOSED DRAINAGE DIRECTION M
/
® N N —
— 2 / O I L¢tL
?—O <
| EINEIN E‘ ‘ ‘ q ‘ ‘ ‘ ‘ ‘ ‘ EW ‘ ‘ EXISTING LEGEND: ommm
| _L D D o INDICATES FND. 17 IRON PIPE TELEPHONE PEDESTAL
1063.00 W | L] L | O INDICATES SET 1”7 IRON PIPE CABLE PEDESTAL D:
1035.00 BW ] ] + INDICATES FOUND CHISELED '+ CONTROL BOX O
—| | dol1Ss é‘ é’ D |:| ' © SANITARY MANHOLE FIBER OPTIC SIGN
e — .|. - 0 SANITARY CLEANOUT OR VENT <« TRAFFIC LIGHT I—
M.1.S. MANHOLE © COMMUNICATION MANHOLE (D
©  UNKNOWN MANHOLE O BOLLARD
& STORM MANHOLE 4 SOIL BORING/MONITORING WELL
© & INLET (ROUND) X WATER SURFACE
- a@§ ] m INLET (SQUARE) ¢ WETLANDS FLAG
1064.50 TW |T TOP ] S [ ~ STORM SEWER END SECTION % MARSH
1033.00 BW H - b GAS VALVE > FLAGPOLE
| | e ' O GAS METER @ PARKING METER
— HYDRANT
_1j é’l El © @ WATER MANHOLE ¥ RAILROAD CROSSING SIGNAL
106600 Y REV.| DATE | _DESCRIPTION
' O J &  STAND PIPE ("3 DECIDUOUS TREE 07/21/2020 ADR SUBMITTAL
= & WALL INDICATOR VALVE
S Q 5 POST INDICATOR VALVE — S SANITARY SEVER
] ] = < o LIGHT POLE — —— —sTo— STORM SEWER
= L] [ \ % SPOT/YARD LIGHT —— — — — —w— WATERLINE
|:| |:| O < UTILITY POLE —— — ——6—— MARKED GAS MAIN
0 ] L] ‘ k. GUY POLE S E— MARKED ELECTRIC
IRR=ARRTARRRERR: 1 NARY > AT - — e oo
’ - 7 < ELECTRIC PEDESTAL L o osr e
EEEE;E%NEME&iiHOLE [ Fo MARKED FIBER OPTIC
« 159,264 SQ. FT. ° I & . o
103500 BW 0 ‘ ‘ ‘ ‘ l ‘ 3 X 3\ GRAPHIC SCALE
1062.00 TW F.F.ES = 1066.00 O T 0 20 4 80 160
300 o e O T e e —
R Gy /My I ITr I NN N NV G | O 1
J |: ( IN FEET )
: LL | 1inch = 40 ft.
— S \
: | BENCHMARK
1062.00 -TW dofs
1033.00 BW & S, / NORTHWEST FLANGE BOLT ON HYDRANT LOCATED APPROXIMATELY 370° NORTH OF McKEE
2 i iL’I X ROAD ON THE EAST SIDE OF FITCHRONA ROAD.
1 S | ELEVATION= 1059.38
\
1 svor FLOOD ZONE:
i | ACCORDING TO FIRM (FLOOD INSURANCE RATE MAP) COMMUNITY PANEL NUMBER
1 l 55025C0413G, DATED JANUARY 2, 2009, THIS SITE FALLS IN ZONE X (AREAS
il ® \ DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN).
N \
J} REFERENCE PLANS:
— - § THE EXISTING CONDITIONS PLANS ARE BASED ON THE PRELIMINARY ALTA/ACSM
- — LAND TITLE SURVEY PREPARED BY CHAPUT LAND SURVEYS DATED MARCH 20,
| — 2020 (PROJECT NO. 20200330AL3476—FAR). GENERAL CONTRACTOR SHALL FIELD
\
1062.00 TW L ] —> - VERIFY EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND SHALL IMMEDIATELY
1036.00 BW IRV | NOTIFY GREENBERGFARROW AND CLIENT IN WRITING OF ANY DIFFERING
. I R I P ‘ CONDITIONS.
1062.00 TW 1/
1038.00 BW
Z
S
rrrrrrt
‘ PRELIMINARY PLANS
] — ® | Z
1062.50 TW OH \ ( <
o c NOT FOR CONSTRUCTION
1043.00 BW S
= /} N o MILWAUKEE AREA: 414—259—-1181 o i
= S TDD: 1—800—542-2289 N ¢ a
= = 0 =5
= s e8| O
- ] 064 N R ¥ 22 Z
1062.00=TW p w @
1048.50-BW /\ o0 % 8 A
\ N\ O 22 <
N M N i 0 nd
- ﬂ § v, — O O
Q, N < I 0 <= 1
1063.00°TW 1\ Q 1080 Vo 26 HIGH WOODEN - BOARD 1080 LLI 8 LL ]
1053.50, BW X 1 - Comnsinsngh s/ ON CBOARD: FENCE . Ly % <
© g 1075 — o- SRR GUARD RAIL- = 1075 L P . D:
2 - z -~ GUARD: S o
i do g =0 LLI
0 1070 — 1070 >
1 E O
éo 1065 — 1065
1061.00 TW | -
1060.00 BW /‘/\ 1060 — 1060
10585 — 1055
& I S e g b s [ 14 ofs ] ISSUED FOR:
S 2 1050 — 1050 PERMIT
o° 1 CONVENIENCE-STORE c’io’ . BID
= — 2 1045 — 1045
— F-F.E. = 1062.00 S, . — CONSTRUCTION
| _\ So NS 1040 — 1040 PROJECT MANAGER DESIGNER
— © ]
( * < | {3’\ |:| / L - - KW JC
- 7 / / — = 1035 — 1035
o J - : 7067@ . JOB NO.
jl””l””””HHHIHH \ ] 1030 1030 -
/ pa—
MCKEE ROAD PROPOSED Yoy 1025 1025
3.5 HIGH E_I?(Iéiplf_\llg _/Y 07 _ SRR PR PR PR
SCREEN WALL i VOl 1000 3 R | 1020 ( - 3 O O
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/’gfg 581.50 >/ G EN ERAL UTl Ll | ! N OTES > 21 S. Evergreen Ave., Suite 200
B ggi'oo’ N Arlington Heights, lllinois 60005
608'43W PA 1. CONTRACTOR IS TO VERIFY THE LOCATION OF ALL EXISTNG UTILTIES PRIOR TO - 847 788 9200 1 847 788 9536
| CHD 521.29° / CONSTRUCTION AND ENSURE NO CONFLICTS EXIST WITH ~ PROPOSED IMPROVEMENTS. ' '
- NOTIFY ENGINEER IMMEDIATELY IF UTILITIES ARE LOCATED DIFFERENTLY THAN SHOWN.
| . THE CONTRACTOR SHALL COORDINATE WITH EACH RESPECTIVE UTILITY COMPANY IN ORDER
. S / TO RELOCATE IF NEEDED IN CONFORMANCE WITH THEIR GUIDELINES.
\° ARC 520.11
NV 10600 o s 30 Wen g / RAD 36300 2. CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE APPROPRIATE UTILITY COMPANY
IV 1059.70 IV 1058.00 VALVE VAULT y . CHB 425142 PRIOR TO THE REMOVAL OF ANY UTILITIES ON SITE. CONTRACTOR SHALL BE RESPONSIBLE
: IV 1057.90 W 458.57 FOR OBTAINING ANY PERMITS REQUIRED FOR DEMOLITION AND HAUL OFF FROM THE
| / g APPROPRIATE. AUTHORITIES.
A ——— — —— N N — — o — — — — — N—————— N —————— P — — eIy — Mg g g gy I e gy — — — — g — — — — — — nE—————— 1AM —— 3
l______________________________::_________ 127 ETECTRIC EASEMENT——— TO"'W TO"'W s TO/'W 10w TO™W O™ ) 3. AUTHORIZATION MUST BE OBTAINED FROM THE GOVERNING AUTHORITY TO CONSTRUCT,
n : @x » £ » ,/ ALTER OR MODIFY A WATER OR SEWER LINE. CONSTRUCTION OF WATER AND SEWER
8 . 8 o2 Sl AN @RIy STM2 INFRASTRUCTURE WILL BE AUTHORIZED BY THE WATER SYSTEM UPON:
| ~ / © ~ SAN> SAN> SAN> «  APPROVAL OF SUBMITTED PLANS.
10”°W S P-l p G —— G- o o NOTIFICATON OF THE WATER SYSTEM AT LEAST 48 HOURS PRIOR TO STARTING
| Lol | DvinfimaE T moLr & P E CONSTRUCTION.
' / (| - ' o 4. AT THE COMPLETION OF THE WATER AND/OR SEWER CONSTRUCTION THE CONTRACTOR
10"W / ] / WILL FURNISH THE WATER SYSTEM INSPECTOR RECORD DRAWINGS OF THE PROJECT.
[]
NTERSRETOR 0 M. (] O-n | / 5. BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE GAS
Y. 1051.00 z m i / COMPANY FOR THE CONSTRUCTION OF THE GAS LINE BETWEEN METER AND MAIN.
. . |:|
! M [ drvls - STl 6. BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE POWER
| — STM’~> STM—>——STM—> — STM=>—"7STM—> / COMPANY FOR THE CONSTRUCTION OF ELECTRICAL CONDUIT TO PROVIDE SERVICE TO THE
<STM —— <STM — 122 LF. 8" PVC / TRANSFORMER.
@ 1.00%
. 55 LF. 6" PVC—~_| A 9 SAN MH A - 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING, PRIOR TO CONSTRUCTION, ALL
.= 0 1.00% o 9250 N s I - = EXISTING LOCATIONS AND INVERT ELEVATIONS OF  SANITARY SEWERS, STORM DRAINAGE,
Oo NV 1059.75 = W Joaeres = = ; AND WATER MAINS. IF ANY INVERT ELEVATION VARIES MORE THAN 0.1 FT. FROM RECORD
| SE - INY = = & u ELEVATIONS, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY. WORK SHALL
| = M SEN> ) ~ . = l B | | NOT PROCEED UNTIL THE CONTRACTOR IS NOTIFIED BY THE ENGINEER.
= | & & SAN MH SANITARY MH - |
LA RIM 1065.35 A - o RIM 1061.00 }/ / ! 8. CONNECT TO EXISTING UTILITES AND INSTALL UTILITES IN COMPLIANCE WITH
= - IBREA S. INV 1059.38 I 297 LF. 8" PVC bl W. INV 1050.19 . ,
E 5 LF 8 PG o i . INv 1050.38 i 5 e < v or0p i 10i032 ) REQUIREMENTS OF APPROPRIATE JURISDICTIONAL AGENCIES.
© 1.00% U B E. INV 1056.13 [ [ E. INV 1040.42
<STM <ETM b ¢ SAN> SAN> —— BAN> SAN> \—— SAN> —— SAN> ¥—— SAN> i 9. COORDINATE WITH BUILDING PLANS TO ASSURE ACCURACY OF UTILITY CONNECTIONS AND
g COMPLIANCE WITH LOCAL CODES.
| BN o 7
!
| | O L4 ) W) O-n r ’ 10. ALL SEWERS TO BE MAINTAINED THROUGHOUT CONSTRUCTION AND SEDIMENT SHALL BE al
2 | | PREVENTED FROM ENTERING THE SEWER. IF ANY SILT OR DEBRIS HAS ACCUMULATED IN —
o 2 = A TH THE CONTRACTOR SH PONSIBLE Fi .
S ! = 526N &  COMNECT To - | E SEWER THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL () — LL
_ ‘ ‘ » = [ . 11. ALL SURPLUS EXCAVATED MATERIAL FROM THE TRENCH SHALL BE DISPOSED OFF SITE BY ‘ I +
n 42 LF. 12° PVC CONTRACTOR.
-':0 ' O \Y ASSUMED @ 1.00% } %
o) - - 3 12. COORDINATE EXACT TRENCHING, ROUTING, AND POINT OF TERMINATION WITH ALL UTILITY
s | A . COMPANIES.
Q o [ ] [] I T ‘ O
N <z( ] ] I %’
. — - = | ﬁ 0 \ 13. PRIOR TO ISSUANCE OF AN OCCUPANCY PERMIT, CONTRACTOR SHALL SUBMIT FOUR (4) (|7)
3 COPIES OF A FINAL AS—BUILT SURVEY.
R = —— uC TieP——— UCP UCP UCP—‘—DUCP UCP uc UCP——! <
3 o 0 - - sl O
3| i ; 2 g : 8|
st 159,264 SQ. FT. 55 : 3 . EXISTING LEGEND:
|
e . T—197 LF. 8" PVC | < Al 1" IRON PIPE FOUND
E:< F.F.E.=1066.00 © 1.00% \ | “ Z. ) SANITARY MANHOLE
e O T o o I! = [ O 1" IRON PIPE SET SEPTIC TANK REV.| DATE | DESCRIPTION
: T 3 O % 3 STy N - i Y IRON ROP FOUND CATCH BASIN 07/21/2020] _ ADR SUBMITTAL
i x é 5 LF. 6 PVC\ \ vV j 1 I ‘ MONUMENT FOUND CULVERT
X[]ﬁ 0 1.00% SN W YN — / al ®) \ FLAG POLE INLET
b — RIM 1065.35
i INV 1062.00 : Sl [ o - \®H |: I: |:® ,‘ |: CABLE PEDESTAL STORM CLEANOUT
| 8 SAN i i ‘\% H D | | : | : | : | ; LL ELECTRIC MANHOLE STORM MANHOLE
| P 1 —C)-m=C) o Iy ELECTRIC METER SIGN
| . $<S1E,n:5/I 1<ST™ | } % O || : | : | : | ;’“ ELECTRIC PEDESTAL
¢ SAN MH i &, &, c I | / \ TRAFFIC SIGNAL
RIM 1062.00 ol [] AR I ok GUY WIRE
- | RIM 1062.00 4 = || | l | I | = / | EVERGREEN SHRUB
= INV 1053.79 - = UNDERGROUND DETENTION. -~ | I !l S LIGHT POLE
| Z z v SYSTEM INVERT @ 1052.95' \ﬁ\ :I :I H Z 3/ o o EVERGREEN TREE
< 245 LF. 8" PVC — YN I TREE
x 4 © 1.55% |
I / T EANN C\% % : ] : =ik . VARD LIGHT TREE SHRUB
[ . | | . S;M 1 :| :\ :lf\ g,’\/: \ © GAS METER Sroe
: D— STM—>=— SiM—>—— STM—> STM—>—— STM—>— o i )
- i 12'Z— j_ll g 2 0 (] : : | : | : | :\ 7 ::;IU_)/ | § GASVALVE FIRE HYDRANT
x —S;S'?M — <STM © © “ D | | : ! : | : | ‘—," / BOLLARD WATER SHUT OFF
— IRRIGATION STUB / 5 I - I | = © FENCEPOST WATER VALVE
K | n ] ! 2
| ! : IR : ‘ { ~ MAILBOX WATER SPIGOT
| \ S I ] ] | | | | | | l s MISCELLANEOUS MANHOLE
Q v | | | | 1 & AIR HANDLING UNIT
RV, /7 ] (] I | S
e = = 22172"W / | m% V SIL [ ] | : | : | | { ‘II | I ROCK UNDERGROUND CABLE
o S R A S S U S / { =] ] T L SANITARY CLEANOUT
et 5 / \ L] ] | || || I | 3’ ‘ OVERHEAD WIRES
X%.-a % | | [] ] | : | : | : Il i CENTERLINE UNDERGROUND ELECTRIC
“ vV 3V IR | CURB oas
| 8 = | \ % S | BRI | INV.=1052.95 ! GRAVEL LANDSCAPE
XD > \\ T ] > : | : | : | : : i %’ l CULVERT FENCE
< \ ST [ ! BACKFLOW
)4 ¢ A ] M—7 SR AN { ‘ VALVE IN WOOD LINE GUARDRAIL
\ \ st \
' D“% 3 | % \\\\ | Ola —] - O A Om | ’ VALVE VAULT ) RETAINING WALL
M |
I = N o N A ), 9 RIM 105050 ! / g ¥ NO ACCESS LINE WATERMAIN
[ Hinkes - — = ——— ~ = ¥ g Mo Wiam N g -
12,27 ) A ' : 2 =
NV 10 e 10”"W 10”'W 10"'W 4107w 10”"W 10" W 10”"'W 10”"W 10”W 10”W oy 10”W. 10w 1" W 10”W 10" WS 10”Wi7[—®@é f‘ i
= ] /20 o S VI
ulid > —— SAN> —— SANb —— FAN> SAN> SAN> SAN> —— SAN> T S SAN> —— SAN> ——&SA AN> ——— Sk \ i ‘ | PROPOSED LEGEND:
D |
i 0 [] S L
| ( STMX —— STM> ) s> = stu> STM> Z N STM> o> O svs £ 24D \ DAL ‘ - PROPERTY" LINE
' N = * | / [/ * < N _/ STM | ARC 291.15
v % ~ X 5 ) | RAD 2530.00 FUTURE RIGHT—OF-WAY LINE
. NG CHB N02'33'29"W
371 LF. 8" PVC SAN MH | é ' CHD 290.98" PROPOSED CURB
| [ /. \-gﬁ? 1’&2'80 " / Trl:\‘/ :822‘62 = / :AN/MH A F i % B 0’98
INV 1049.87 ) i A 39 LF. 8 0 37 LF. 8" 5 PROPOSED RETAINING WALL
IV 1049.97 STORM STUB 5. DROP INV 108100 25 L PVC © 1.15% R 10950 % Lé i 1 PVC @ 0.40% | “ -
= INV 104221 . ~ PROPOSED GARDEN CENTER FENCE
“ INV 1051.4 Ql ) ) ) ) S. DROP IV 1050.00 ) \‘, " 3 ~
I T 0 LF. & pic = 2"W 2"W 2"W 2"W 2"W 2 ﬁlbvm g N PROPOSED MONUMENT SIGN o )
. o x w1 N EmEFEEmEYemee e e e e e = A —
= \ ;_ . _i A o O=OsO  PROPOSED LIGHT POLE m % > 2l
0] - Z U (-
O o /;'g | % 2 | PROPOSED TRANSFORMER E o o >
L m===== = === = | #* 22 —
' 1.97 AC . 171 LF. & o | ® PROPOSED SANITARY SEWER STRUCTURE 5~
\ : 1 | | PVC © 3.79% = W & ]
| 0 I PN | | N ) I ood o PROPOSED GREASE INTERCEPTOR ¥ T —
E I KD . <STM—= <STM——<STM——&) & ! | O 2 =
+ Z | | R E 2 | | 50 PROPOSED OPEN GRATE STORM SEWER STRUCTURE - QO B
P ~ : )
| i e iR\ | , N 25
! \ | 2Lr s o E ® PROPOSED CLOSED LID STORM SEWER STRUCTURE x 2F 1
| A . —
. = N . | ! | ] O —
| L, -\ syt e s sk L S !l H® PROPOSED FIRE HYDRANT W/AUXILLARY VALVE ~ T L <C
| ; =z [ —
| D . g 0 CONVENIENCE STORE o E m‘ = PROPOSED FIRE DEPARTMENT CONNECTION (FDC) % S > %
| N | IV 1058.00 E\H—— =E
i L g F.F.E.=1062.00 SAN> | i N33 24’527 W ® PROPOSED WATER VALVE © >
| il —] i 10.42" ® PROPOSED BACKFLOW VALVE IN VALVE VAULT O
| [ S— — — — .
12’ ELECTRIC_EASEMENT . T SMT ST <SS <STM— | )
"""""""""""" 0FE —UF U Ty T e e M LK _______EL@K%L};«_s_EM_Q_J‘L —— UCT—— UCT—— = v PROPOSED FLARED END SECTION
-GD G CGEEEEEEE—— D aED F - -’ CEI— D D I G D e—— e - U_E UE UE g T N N P UE il UE UE UE — 1 Ut U - e - e - W PROPOSED WATER LINE
SB9U7S0TW 205,06 52" - Wiz - T ) 149.57° —— STM> —— PROPOSED STORM SEWER LINE
S89°03°48"W 421. - : .
= A5 S1 3;22029 W 5 <SAN ——— PROPOSED SANITARY SEWER LINE
. ' 1oy E PROPOSED ELECTRIC LINE ISSUED FOR.
GAS PROPOSED GAS LINE PERMIT
OV
VOU — T PROPOSED TELEPHONE LINE BID
B MCKEE ROAD CONSTRUCTION
o - o o — — o - o PROJECT MANAGER DESIGNER
- Sviuiovwooo.oo————  BENCHMARK o °
NORTHWEST FLANGE BOLT ON HYDRANT LOCATED APPROXIMATELY 370° NORTH OF McKEE REFERENCE PLANS: JOB NO.
ROAD ON THE EAST SIDE OF FITCHRONA ROAD.
GRAPHIC SCALE P R E |_| M | N ARY P |_ AN S ELEVATION= 1050.38 THE EXISTING CONDITIONS PLANS ARE BASED ON THE PRELIMINARY ALTA/ACSM -
o 0w w0 50 LAND TITLE SURVEY PREPARED BY CHAPUT LAND SURVEYS DATED MARCH 20,
FLOOD ZONE: 2020 (PROJECT NO. 20200330AL3476—FAR). GENERAL CONTRACTOR SHALL FIELD
( N OT I—_O R C O N STR U CT| O N ) VERIFY EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND SHALL IMMEDIATELY
( IN FEET ) . y ACCORDING TO FIRM (FLOOD INSURANCE RATE MAP) COMMUNITY PANEL NUMBER NOTIFY GREENBERGFARROW AND CLIENT IN WRITING OF ANY DIFFERING
L inch = 40 ft MILWAUKEE AREA. 414—259—1181 55025C0413G, DATED JANUARY 2, 2009, THIS SITE FALLS IN ZONE X (AREAS CONDITIONS. —
TDD: 1-800—542—2289 DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN).
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GENERAL NOTES & GreenbergFarrow

21 S. Evergreen Ave., Suite 200

1. SIGNAGE DETAILS ARE NOT TO SCALE. SIGNAGE VENDOR Arlington Heights, lllinois 60005
SHALL FABRICATE ALL SIGNAGE ACCORDING TO THE t: 847 788 9200 f: 847 788 9536
DIMENSIONS AND SQUARE FOOTAGE VALUES PROVIDED ON
SHEETS C501 AND C502 FOR THE RESPECTIVE SIGNS.

CHE

@ 2. ALL WIRING FOR EXTERIOR SIGNAGE SHALL BE INSTALLED
@ / WITHIN CONDUIT PER SPECIFICATIONS.
O A O
@ § 0 \ 3. FOR BUILDING SIGNAGE INSTALLATION INFORMATION, REFER
53 ad O TO ARCHITECTURAL PLANS.
D i / 0
Eh% PER FOURTH ADDITION TO JAMESTOWN \ Owner: *DEBORMH A CRAWLEY
0o % S Lor 278 Lot 277 OWNER: STEPHEN W HRUSKA OWNER: PAUL NORSY OUNER: TSERING D KHARITSANG OWNER: GUOXIAN PANHIIAO OU OUNER: WILLIAM J HOEBEL \ Co~Ourer: *TODD M. CRAVEY C O N V E N | E N C E S T O R E S | G N AG E
ILIJ—I IN OWNER: RINGEISEN TR, CAROL A LaT 275 LOT 273 LoT 272 ’ ' SéVHN/ERAZmELE& AZMULLA CO-OWNER: DIANE K HOEBEL
N ] OWNER: CHRIS R WOPAT LOT 274
' OWNER: HAN NGO,CUONG DUONG LoT 271 ot 20 o1 25 LT 267 E, ]
% i%"\ (Y88'22'35°C PER FOURTH ADDITION TO A ESTOWN) OWNER: TRAVIS J STIEREN, Lor 268
'A'F-_- —— — 7 U - . JENNIFER P STIEREN MEIJER
L e — —— — S— — a— —~— — L ' os gIzom B
@ % iy L e R 5 -—-——_i;' S — 588 ,4 32 E 7,857 DETA”_ NO DESCR'PT'ON SQ
L S p— ——— — .
— — e i — L L=
D ﬂ 1155.03’ f O S — G — C——— &t 7 1
- -— ; n L 23.
/ 1150.10 (DEeD)’ | x T - e . B4 Canopy Logo 3.8
/ E4 1 Express Sign (Front) 33.1
E4 EXPRESS SIGN (FRONT)  ssisr E5 EXPRESS SIGN (REAR) 33.1SF
NTS NTS E5 1 Express Sign (Rear) 33.1
A4 1 Gas Price Point Sign 60.0
Total 150.0

STORE SIGNAGE

ner: *JASON THOMAS LAWNICZAK

PRAIRIE HILLS ADDITION TO MEADOWOOD, LOT 62.
Co—Owner: *

CAITLIN MARIE VOGEL
D - D - D G D - GEED - D

5 L MEIJER
, 8-27 DETAIL NO. DESCRIPTION SQ
t 725 1 . D5 1 fresh 21.83
o - | i =
w @ A D — B5 1 meijer 230.0 h
| "2 2 ] E{I
© 7 D4 1 home 19.31
2, _
= — L. aanbasirn
Oéﬁ%@ - 19.31 SF 5" DEEP INTERNALLY ILLUMINATED WI%I']-I-.|83 > cs 1 pharmacy drive up 28.86 m
' 2@M ED E)BD @ Ok}%‘o"/éo 5" DEEP INTERNALLY ILEUMINATED WITH WHITE LED'S. SIDES OF LETTERS PAINTED l_
Y] e ad L t 3 %% WHITE LED'S. SIDES OF LETTERS PAINTED WHITE. Total 300.00 ’ —
s = - | O e - =
3 g2 .00 ]
5 S s - HOME FRESH O I
(o | D4 D5 LL]
@ ; 38 NTS NTS m
% P4 ARC 520.11
oo I , / v, O
IEI . 868.80 42" W CHD 456.57" I_
; g
____________________________________________________ 10 BULDING SETBACK - - - - e e el et et e et e e e e e e e e e e e e e e e e e e e e e e e )
(S ' ! AN
] 0 0 IR 73
\\
g - 4' = . B
| AL L E L 7 M i@ 1ir
Owner: *AURELIA SALAS FLORES El
Co—Owner: *CONSTANTINO M LOPEZ I_I D / /
PHARMACY DRIVE-UP—""| O / / [@ @ ﬂﬁm @ @y WHW@ Uﬂ
SIGN DETAIL C5 J ‘ 5 ‘ N REV.| DATE | DESCRIPTION
Owner: MONICA LEE WHITMIRE : /// i \ I 2886 SF 07/21/2020 ADR SUBMITTAL
[ | ~ / "’ pharmacy drive up WALL LETTERS COLOR - LOYAL BLUE
i ?T?s % ‘ E // / NON -ILLUMINATED 1"
| | - / DEEP EXTERIOR QUALITY
.!. H ‘ H I/ FOAM LETTERS.
—[ Tous &‘L &‘k O O -’ II / ,
Owner: *PAMELA L CONNER l
Ca—0wner: HOME SlGN D4 E ‘ H‘H l,’ / ' C5 PHARMACY DRIVE UP
f Lot 1 |' STOP ?Y?s?s E () l' S NTS
- K RARY o4 Ofs| | J
o0 P | slNaeN a g |
%] Iv\
o 8 o N
5 = ) O 0 ) I8 l
% TE o [l ‘ O :Ni
—— : ] TTTE ‘
= SEPS
é - [m] 9 D D 9 h?) ‘
2 n |
S 24.25'
. 159,264 SQ. FT. ° _ B 23 ‘
S o ) I 5 SEE CANOPY DRAWINGS FOR
= E'r | ORIENTATION AND LOCATION BLUE DOTS
\ = o D _| : [OF LOGO
~ Q . L) o L \ — ii/ RED LETTERS T
o U AEE \ (X
0 s | g
10 | NN [H 0 — 3
FRESH SIGN D5 T o0 ? ?\ H ‘ i (] ‘ ‘
. 1 B N [H \% Ny
- i }[’5 sNaN |5 ‘ H S - J
@ 2 q & !
Ey=) I~
\ %5 . ! | sTop ;ﬁ/ D ‘ INTERNALLY ILLUMINATED "MEIJER" CHANNEL LETTERS TO MATCH CORPORATE LOGO & COLORS.
’,'D_ £ 0 I?’O < SIDES OF LETTERS & RETAINERS TO BE PAINTED TO MATCH RESPECTIVE FACE COLORS.
NE B — CINATNEIN H S )
=/ ] N O &
= 11 0O IS S
\ R ! SNENEN - | [ § 54 ) CANOPY a5 ) MELJER
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: E | ¥ <=S LLJ
= n l R _ | | | LL| S O
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: L t 2 | CONVENIENCE STORE ] ¥ I 8 <C
O ! ¢ EXPRESS WALL SIGN | O 35
197 AC I‘:// = : (FRONT) . | | A — T 0 Z
|i : : | ' SEE DETAIL E4 | ~ | o~ e g LI) (D
I - —
L | ! - [ ] @ <t N
! | l N =
N A% i i | TRAn
| | A | | ] D —
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PROPOSED i
CONVENIENCE STORE 3.5 HIGH [ N N N R e
EXPRESS WALL SIGN (REAR) SCREEN WALL OV o o
ST o — — — - SEE DETAIL E5 VOV 9-0 2-4 SIGN CABINET: 20.00 SQ.FT. ISSUED FOR:
- MCKEE R@AD — — — ‘ - Ll o PRICE CABINET: 40.00 SQ.FT. PERMIT
GAS STATION = o ‘ — — TOTAL: 60.00 SQ.FT. -
PRICE POINT SIGN
SEE DETAIL A4 CONSTRUCTION
Ad GAS STATION PRICE POINT SIGN
NTS PROJECT MANAGER DESIGNER
KW Jc
JOB NO.
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Owner: *AURELIA SALAS FLORES
Co—Owner: *CONSTANTINO M LOPEZ
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STORE
3,376 SF 3
e e L = - = s
- OO PROPOSED’J
‘ 3.5' HIGH
SCREEN WALL ‘ O 7
STARTING BENCIIARG 105830 1y
CH : .
BRASS CAP MONUME/vaRK 1058 30 - e - . ‘07
SW COR. OF SW 1/4 -— Y
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GRAPHIC SCALE (NOT FOR CONSTRUCTION)
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\ PRAIRIE HILLS ADDITION TO MEADOWOOD, LOT 63.

LOT 16

j

Owner: *MICHAEL B ALIOTO
Co—Owner: *DAWN C ALIOTO

1

*\—SITE BENCHMARK: 105¢
NW FLANGE BOLT ON HYDRANT

_—
_—
_—

PERMANENT SEEDING CHART

SYMBOL

ACREAGE

VARIETY

SEEDING RATE

LAWN GRASSES

o0 3.98 AC
1 173,361 SF

287% KENTUCKY BLUEGRASS
6% NEWPORT KENTUCKY BLUEGRASS
6% KENBLUE KENTUCKY BLUEGRASS
25% CREEPING RED FESCUE
15% QUEBEC PERENNIAL RYEGRASS

NEW SEEDING:
ROTARY OR DROP
(150-200 LBS/ACRE)

OVERSEEDING:
SLICER /SEEDER

20%—50% EXISTING COVER, 100-125 LBS/ACRE

20% ANNUAL RYEGRASS

SEEDING DEPTH:
1/8" 10 1/2"

50%—-75% EXISTING COVER, 75-100 LBS/ACRE

SLOPE STABILIZATION SEED MIX

T
v v v
vvvvv
v v v
vvvvv

*.] 0.98 AC
v | 42,877 SF

v

v

SLOPE STABILIZATION MIX BY CARDNOJFNEW

APPLY AT 59.5 PLS POUNDS PER ACRE

SODDED LAWN AREAS

.| 173,361 SF |BLACK BEAUTY BLUEGRASS BLEND SOD*

* CONTRACTOR TO PROVIDE ALTERNATE BID PRICE FOR SODDING ALL TURF LAWN AREAS

GRASS SEED CHART

E4

NOT TO SCALE

REFERENCE NOTES SCHEDULE

DESCRIPTION

4" DEPTH SPADE CUT BEDLINE

WASHED GRAVEL (AMERICAN HERITAGE-LARGE) ON WEED BARRIER. 3-INCH DEPTH.

MULCH ALL LANDSCAPE BEDS WITH 3" DEPTH OF SHREDDED HARD WOOD MULCH, DOUBLE SHRED TO A

DEPTH OF 3"

SEPARATE LAWN AREAS FROM GRAVEL MAINTENANCE STRIP WITH 4" DEPTH METAL EDGING.

MASONRY SCREEN WALL BY OTHERS

REFERENCE NOTE SCHEDULE

NOT TO SCALE

PLANT SCHEDULE

A& GreenbergFarrow

21 S. Evergreen Ave., Suite 200
Arlington Heights, lllinois 60005
t: 847 788 9200 f: 847 788 9536

TREES CODE  QTY BOTANICAL NAME
AA 9 ACER RUBRUM "AUTUMN BLAZE"
STRONG LEADER
Q AGA 2 AMELANCHIER X GRANDIFLORA "AUTUMN BRILLIANCE’
GTS 12 GLEDITSIA TRIACANTHOS INERMIS "SKYCOLE™ TM
STRONG LEADER
GDE 5 GYMNOCLADUS DIOICA "ESPRESSO
STRONG CENTRAL LEADER
PGD 6 PICEA GLAUCA 'DENSATA’
FULL BRANCHING
TAR 6 TILIA AMERICANA "'REDMOND’
STRONG CENTRAL LEADER
UXA 3 ULMUS X "ACCOLADE'
STRONG CENTRAL LEADER
ORNAMENTAL TREES CODE  QTY BOTANICAL NAME
AG 4 AMELANCHIER X GRANDIFLORA "AUTUMN BRILLIANCE’
MULTI STEM
SHRUBS CODE  QTY BOTANICAL NAME
Q BXG 20 BUXUS X "GLENCOE" TM
Q HAN 76 HYDRANGEA ARBORESCENS "INCREDIBALL
O JCK 44 JUNIPERUS CHINENSIS "KALLAYS COMPACT
Q RAG 69 RHUS AROMATICA "GRO-LOW
@ SBA 31 SPIRAEA X BUMALDA "ANTHONY WATERER"
@ SMK 17 SYRINGA PATULA "MISS KIM®
{:} T™T 29 TAXUS X MEDIA "TAUNTONII
GRASSES CODE  QTY BOTANICAL NAME
{::} PS3 48 PANICUM VIRGATUM "SHENANDOAH
ORNAMENTAL GRASSES CODE  QTY BOTANICAL NAME
% PVN 10 PANICUM VIRGATUM "NORTH WIND*
@ SH 8 SPOROBOLUS HETEROLEPIS
PERENNIALS CODE  QTY BOTANICAL NAME
{:Z} PSW 8 PHLOX SUBULATA "WHITE DELIGHT
SHRUB AREAS CODE  QTY BOTANICAL NAME
CAK 31 CALAMAGROSTIS X ACUTIFLORA "KARL FOERSTER
HS 42 HEMEROCALLIS X 'STELLA DE ORO
GROUND COVERS CODE  QTY BOTANICAL NAME
v v v Y SSM 42,877 SF SLOPE STABILIZATION MIX
SEED / SOD CODE  QTY BOTANICAL NAME
LG 173,361 SF LAWN GRASSES

3" DEPTH SHREDDED BARK MULCH

PLANT SCHEDULE

A4

NOT TO SCALE

COMMON NAME

AUTUMN BLAZE RED MAPLE

AUTUMN BRILLIANCE SERVICEBERRY

SKYLINE HONEY LOCUST

KENTUCKY COFFEETREE

BLACK HILLS SPRUCE

REDMOND AMERICAN LINDEN

ACCOLADE ELM

COMMON NAME

AUTUMN BRILLIANCE SERVICEBERRY

COMMON NAME

CHICAGOLAND GREEN BOXWEED

INCREDIBALL WHITE HYDRANGEA

KALLAY COMPACT PFITZER JUNIPER

GRO-LOW FRAGRANT SUMAC

ANTHONY WATERER SPIRAEA

MISS KIM LILAC

TAUNTON'S YEW

COMMON NAME

SWITCH GRASS

COMMON NAME

NORTHWIND SWITCH GRASS

PRAIRIE DROPSEED

COMMON NAME

WHITE DELIGHT MOSS PHLOX

COMMON NAME

FEATHER REED GRASS

STELLA DE ORO DAYLILY

COMMON NAME

SEE PERMANENT GRASSES CHART

COMMON NAME

KENTUCKY BLUEGRASS BLEND

CONT

B&B

B&B

B&B

B&B

B&B

B&B

B&B

CONT

B&B

CONT

CAL

2.5"CAL

2.5"CAL

2.5"CAL

2.5"CAL

2.5"CAL

CAL

HEIGHT

SIZE

8" HT. MIN.

6'-8" HT. MIN.

SIZE

6'-8" HT. MIN.

SPACING

3 GAL

5 GAL

5 GAL

3 GAL

5 GAL

B&B

5 GAL

CONT

18" HT. MIN

30" HT.

HEIGHT

SPACING

3 GAL

CONT

HEIGHT

SPACING

2 GAL

2 GAL

CONT

HEIGHT

SPACING

1 GAL

CONT

SEED

CONT

SEED

” af
) f
B
ommm
LLI
@ 5
I_
E ’
REV.| DATE DESCRIPTION
07/21/2020 ADR SUBMITTAL
=
m I =
o
¥ 3=
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X <k
w Su N
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ISSUED FOR;
PERMIT -
BID -
CONSTRUCTION -
PROJECT MANAGER DESIGNER
KW JC

JOB NO.

C600

JOB NO. 20200104.0




1 2 3 4 5 6

Drawing Name: P:\2020\202001040\800 Civil\_Current Drawings\_CD\C-700-FTB.dwg

July 16, 2020 11:43 AM - ecarran

WALL THICKNESS AND
CONSTRUCTION NOTED
ELSEWHERE

— /—EDGE OF DOOR OPENING

3-0"

1]

MAXIMUM TRENCH WIDTH G h F
EJIW 7065 M1 IN ROLLED CURB feﬂﬂ Br ﬂrrﬂw
TOP AT FINISH GRADE UNLESS 24" DIA. CASTING, SEE SPEC. EJIW 7045 M1 IN STRAIGHT CURB PIPE SIZE TRENCH WIDTH
NOTED OTHERWISE ON PLANS "STORM" CAST ON COVER 6" - 12" 30" P R E I_ | M | N A RY P I_/A\ N S | 21 S. Evergreen Ave., Site 200
15" - 30" O.D. +16" . Arlington Heights, lllinois 60005
36" - 60" 0.D. +24" t: 847 788 9200 f: 847 788 9536
PRECAST CONC. CONE RISERS. ADJUSTING SECTION EMBEDMENT ZONE SIHALL BE CLEAN SITE
PRECAST CONC. RISERS - HEIGHT 4" MIN. TO SUBSOIL IF OVER 10' FROM ROAD . y
ADJUSTING HEIGHT 2 OR FLAT TOP SECTION 12" MAX. WITH SURFACES, DRIVES, PAVED AREAS, ETC.
MIN. TO 12" MAX. WITH NON-HARDENING, USE APPROVED GRANULAR MATERIAL
NON-HARDENING PREFORMED, BUTYL ’J 60" PRECAST CONC. WHEN EXCAVATED AREA IS WITHIN A 10'
PREFORMED, BUTYL - MANHOLE STEPS MASTIC MATERIAL. MANHOLE SECTIONS MIFL. DISTANCE FROM ROAD SURFACES, PAVEMENT
MASTIC MATERIAL. 16" 0.C. BOTTOM ASTM C-478, WITH DRIVES, PAVED AREAS, ETC. SURFACE RESTORATION TO
= STEP MAX. 2' ABOVE MODIFIED TONGUE MATCH EXISTING CONDITIONS
a N\ FLOOR JOINT AND RUBBER BASE
- GASKET /
PRECAST CONC. MANHOLE MINIMUM WIDTH OF \ MINIMUM WIDTH OF
TRENCH PER TRENCH PER
-  — |
,\SAI(E)%THI:CI)ENS TAoSNTguCE ‘ﬁmfs AND ANTI-SIPHON DEVICE MANUFACTURER'S MANUFACTURER'S
RUBBER GASKET = I T OIL AND DEBRIS FUEL TANK UNDER DRAIN: RECOMMENDATIONS. RECOMMENDATIONS.
SNOUT OIL-DEBRIS HOOD 4" SOLVENT WELDED PVC SCH. 40
L CONC. FLOW CHANNEL SEE SPECIFICATIONS PIPE AND FITTINGS INSIDE
FROM PIPE INVERT TO STRUCTURE, EXTEND PIPE TO
GROUTED OR L TOP OF PIPE ELEVATION TO MATCH BOTTOM
\ "
GASKETED SEAL || = - OF TEE OUTLET 12" MINIMUM — ]
SEWER PIPE 7 / i N b
| I / * PIPE EMBEDMENT BACKFILL
=18 8
!—' '—‘ STORM SEWER oPE | .—  ZONE BACKFILL
= /_ OUTLET TRANSITION FROM 4" HDPE | Q ‘
SAME PERF. PIPE TO PVC PIPE — —
GROUTED OR ELEV OUTSIDE STRUCTURE
GASKETED SEAL :
UNDISTURBED EARTH 4" 4 4" PERFORATED
3'-0" MINIMUM SUMP DEPTH / PIPE (AS NEEDED)
- /_\_/\/
SET INTEGRAL BASE 3" MIN. CLEARANCE 3 1 | SOLIDS SETTLE ON BOTTOM
ON 4" MIN. COMPACTED BETWEEN PIPE & BASE FOR OUTLET PIPES < 15". opE
AGGREGATE BASE SUMP DEPTH 2-6"xOUTLET PIPE .
DIA. FOR PIPES > 15".
PRECAST CONC. MANHOLE UNPAVED AREAS PAVED AREAS
BASE SET ON 4" MIN.
AGGREGATE BASE.
D 1 NTS D3 NTS NTS l
TOTAL OPENING 220 SQ. INCHES TOTAL OPENING 440 SQ. INCHES - EIDNCEEOSFng_NDICNRGETOg m |—
PRECAST CONCRETE ADJUSTING —_— - SLAB ‘
N PAROMING, PRELOAMED A P Q )i » : o CONGRETE FiLLED STEEL PIPE LL
- s , BOLLARD, PRIMED. :|:|:
BUTYL MASTIC MATERIAL. EJIW 7065 M1 IN ROLLED CURB ~ | " ‘ _
EJIW 7045 M1 IN STRAIGHT CURB || - REMOVE PAVEMENT AS =)
EJIW 6508 IN GRASS AREAS J0o0uogo Sleslnlees O00000uU SLEEVE, PER REQUIRED TO INSTALL BOLLARD LLI
L TABLE BELOW « LD
4" PERF. RISER WRAPPED IN — \A\ D:
FILTER FABRIC, EXTEND TO 7 X O00004gd O000000Q|o00booo TS pipe posT
TOP OF STONE. — SEALANT TOP OF w > GUARD
— 12" MAX. O00004gd O000000Q|o00booo 2 =
: PRECAST CONE OR s PAVEMENT 2z
S T 86868888 0000000000000 i GRAE = AT CORNES )
- Ll
= | 6 = || 3 7 AT CORNER OF BUILDING
Oy T (16'0.C) INTEGRALLY CAST 00000 ud O0oU0Oo0ud 1818 i
\E// (16" O.C.) INTEGRALLY CAST

00
. bl somoy DO00000 NDOCDOO0|||00
e A MIN: _\_\ PRECAST CONCRETE SECTIONS D D D D D D D D D D [I:D D D D D D

\

|| L i
SHALL CONFORM TO ASTM \ / \ :
S C-478 W/MODIFIED TONGUE \) / \ © 1"
JOINT AND RUBBER GASKET 18" DIA. CONCRETE BASE & - REV.| DATE DESCRIPTION
— =/ \\ 07/21/2020]  ADR SUBMITTAL
I— NOTES: B @
[ 20" MINIMUM SUMP DUCTILE IRON _‘_\ )
DEPTH (IF REQ'D) 1. ALL GRATES SHALL BE BICYCLE SAFE. SAFETY BAR NOTES: N y
—| (2) TYP. 1. SEAL BOTTOM OF SLEEVE TO CONCRETE WITH SONOLASTIC -
CLEAR 25 ADHESIVE AND WATERPROOF SEALANT.
K 7 / DUCTILE IRON [ Tt I LI T i iU 1] 2. FOR INFORMATION ON BOLLARDS LOCATED AT THE FUEL PLAN VIEW
SAFETY BAR ~— || — | | || \/ | || | NOTES: ISLANDS, REFER TO FUEL PLANS BY DIAMOND Z.
SET INTEGRAL BASE [ ] 3. CONCRETE BASE SHALL BE CROWNED WHEN LOCATED IN
ON 4" MIN. N ] i:‘ EF i:‘ 1. THE 5236 GRATE REQUIRES A UNPAVED AREAS FOR DRAINAGE PURPOSES.
30' OF 4" PERFORATED AGGREGATE BASE. — L ( \1 7l MINIMUM 5' DIAMETER MANHOLE
WRAPPED IN FILTER FABRIC. S SECTION.
(RE: B2/C-700) BOLLARD TYPE* | SLEEVE HEIGHT | SLEEVE SIZE | SLEEVE TYPE MODEL NO.
2. USE THIS GRATE IN PARKING LOT
34" SQ. 59 3/8" AREAS. GUARD POST 42" 6" IDEAL SHIELD 1/4" DOME TOP, YELLOW BPD-YL-6-42-S
| . APPROVED ALT: MCCUE POST COVER,
YELLOW 307 CSPC-6R-54
EAST JORDAN IRON WORKS MODEL #5235 EAST JORDAN IRON WORKS MODEL #5236 DECORATIVE 48" 10" IDEAL SHIELD 10" DECORATIVE RIBBED, GRAY | RIBB-GY-10-48-S
* - BOLLARD TYPE AS NOTED ON PLANS
NTS NTS 1/2"=1'-0" DETAIL REFERENCED IN B2/C-702
UNDERDRAIN TO BE LOCATED AT ALL CATCH
CONC. FLOW CHANNEL BASINS AND CURB INLETS =
FULL PIPE DIA. DEPTH 20" DIA. x 12" THICK
e UNDERDRAIN CURB INLET CONCRETE PAD 1 v
STRUCTURE (4' 1.D., 5' 0.D.)
SEWER PIPE BLIND FLANGE, FLANGE FACE TO
(PARTIAL SECTION) . BE LEVEL AND HOLE PATTERN TO
_——UNDERDRAIN CURB CAST IRON CLEANOUT 3-0 EXTERIOR WALL ~ r:f-] BE SQUARE WITH EXTERIOR WALL
RISERS. ADJUSTING | .
HEIGHT 4" MIN. TO 12" === APPROVED EQUAL - N
MAX. WITH CATCH BASIN [ EXTERIOR j\f INTERIOR FINISH FLOOR
NON-HARDENING, BUILDING WALL e ! $
PREFORMED, BUTYL FLOW CHANNEL DETAIL N GRADE OR PAVING B ' el see sTrucT.
MASTIC MATERIAL. \ :
NO SCALE PAVEMENT OR TOPSOIL 10 © FIRE PROTECTION
24" DIAMETER CASTING, SEE /
SPECIFICATIONS, TOP AT FINISH ‘ ] 1 SEE STRUCTURAL PLAN —————— | / SUPPLY PIPE
GRADE UNLESS NOTED |
OTHERWISE ON PLANS (LETTER / —— NOTCH FOOTING AROUND FIRE
EXTERNAL CHIMNEY SEAL "S" CAST ON COVER) STONE BACKFILL IF PIPE AND PROTECTION SUPPY PIPE SEE
(WHEN REQUIRED BY MUNICIPALITY) L 6" ABOVE FINISH FLOOR CONCRETE ENCASEMENT ARE STRUCTURAL
FOR DOMESTIC WATER PLACED PRIOR TO FOOTING
EXTEND COARSE — POUR, OTHERWISE BACKFILL
AGGREGATE DRAIN ~ |— WITH CONCRETE TOP OF FOOTING
STONE TO AGGREGATE @z ° — $
PRECAST CONC. MANHOLE BASE |2 g O 2 4 EL. SEE STRUCTURAL
SECTIONS ASTM C-478 n <l & O z RETAINER GLAND A
MANHOLE STEPS >3 Q S
W/ MODIFIED TONGUE JOINTS B SPACED PER OSHA p COMPACTED GRANULAR DOMESTIC WATER y N I_
AND RUBBER GASKET —————— || REQUIREMENTS i SEWER MAT'L & SIZE MATERIAL = & | CONCRETE THRUST BLOCK
AS SPECIFIED - [ 7 | .~ SEEDETALL A3IC-700
L 3 S —
CONC. FLOW CHANNEL 5 _ _
MECHANICALLY COMPRESSED L FROM PIPE INVERT TO TOP 4" PERFORATED 90 DEG. BEND (MJ) L '
FLEXIBLE JOINT //% OF PIPE PIPE W/ FILTER SOCK —— | \
T % RETAINER GLAND 90° RESTRAINED LONG RADIUS
SEWER PIPE / / - BEND
SET INTEGRAL BASE ON 4" F )
MIN. COMPACTED \.’,ﬁ f CONCRETE THRUST BLOCK, 1" MIN. THICKNESS PIPE
AGGREGATE BASE. T COARSE AGGREGATE ~ SEE DETAIL A3/C-700 INSULATION AROUND PIPE —
DRAIN STONE ————— RE: MECH FOR & CONG cas
6" 6" " CONCRETE ENCASEMENT o))
BOLT CONNECTION UNDER FOOTING o U)
/ 3" MIN. CLEARANCE m <™~ I
UNDISTURBED EARTH BETWEEN PIPE & BASE MIN SLOPE 0.50% — &) g —
LL <= <
e =
B1 TYP SANITARY MANHOLE (PRIVATE SANITARY SEWER) B2 PERFORATED UNDERDRAIN B3 TYP. CLEANOUT DETAIL B4 TYP. DOMESTIC WATER RISER B5S FIRE RISER DETAIL w 2o W
NTS NTS NTS NTS NTS % (:5 o N
P |
et e
90" TYP. 18" DIA. x 4" THICK PIPEDIA. + 2 . ) 3 O D:
CONCRETE PAD A A — - L _ B L N O O
56" \_> A | UNDISTURBED —— - nd EE) T <
EARTH
e L . =3 e
GUARD POST, Lo L
2'-9 4REQD WATER _ \ - X u
P VALVE BOX M ) A A A L § Z
\ \ /1 : . / g) A A i A = 2 O >
ol % | — 2N\ u ! ' Se| <
BACKING FOR BENDS s * O \\\ \ * 2|5 ol
/M /] 4" THICK CONCRETE . (HORIZONTAL AND VERTICAL SAG) < . ) S =z £5 4, (D
N U W/ 6XBW2.9XW2.9 WWF - NTS - O A cs|F T
2 M A PROVIDE CRACK STANDALONE WATER 3 5 (
% S CONTROL JOINTS VALVE (ALL AREAS) - NOTES: u ! | I ~~
b —_ SECTION A -A Y )
E(GB)EI Y 1.  BACKER DESIGNED FOR Y ~_ Y
— NOTES:
I 3000 PSF SOIL BEARING. NOTES:
——— FIRE HYDRANT FIRE HYDRANT s CONCRETE TO BE PLACED -— A 1. BACKER DESIGNED FOR 3000 PSF SOIL BEARING. A A UNDISTURBED
s> 49 ORP.LV. ORP.LV. - L o : 2. CONCRETE TO BE PLACED AGAINST EARTH
/ S o \ ® ~ -— AGAINST UNDISTURBED L UNDISTURBED EARTH. STEP BACKER IF
N N EARTH. " 3. PROVIDE CLEARANCE FOR REMOVAL OF BOLTS. @ NECESSARY TO OBTAIN
Qy Qy BENDS LESS THAN 90 DEGREE HORIZONTAL BEARING
N /\ /\ 90 DEGREE BENDS BENDS LESS THAN 90 DEGREE PLAN VIEW SECTION A A ISSUED FOR:
(N N STEEL WILL BE USED AS REQUIRED BY THE ENGINEER PERMIT -
L/ 1 R BRANCH
VALVE S ARD POST. DEGREE OF BEND U DEGREE OF BEND
__ WATERMAIN T 2REQD SIZE 4" MAX. N 3 8" 12" 16" 20" 24" SIZE BID -
OF | 1114 22112 45 90 Y | o"|ve.t| 1| o*|vet| | o*|vef| | D"|vet| 1| D*|vet| 1| | ve.r| L| D] vet.| L | D ve.t. NOTES: OF 111/4 22112 45 90
HYDRANT AND VALVE PIPE E— PIPE CONSTRUCTION -
L"| D"|Vve.f.|| L"| D*|Ve.f || L"| D"|Ve.f.| L"| D"| Ve.f. w12 1. VOLUMES GIVEN IN CUBIC FEET. L" | W[ H"|Voi. || L"|w"|[ H"| Voi. L" | w"| H"| Voi. L" | w" | H"| Voi.
IN PAVED AREAS FDGE OF PAVEMENT r ! & > 105 2. BACKER TO BE CENTERED
WATERMAIN : .
L DIA x4 THICK . 2 lalzloilelaloz lolal osliola los ? /f\ w1016 los l12ls los ORZONTALLY ON BEND, 3" |12 | 18|12 | 1.5 |13 |25 (16 | 3.0 [ 18|30 (19|59 [ 25|30 (24| 104 PROJECT MANAGER DESIGNER
NCRETE PAD —— ] .
NOTES: CONC 2 4 |5|4]02]9|5]04 J14]|5 | 06]14]5 |06 P 6|9 7|05 11| 8|08 [18[12] 1.9 3. STEEL WILL BE USED AS REQUIRED 4" |12 | 24|16 | 2.6 |16 |30 |18 | 5.0 | 22|36 |24 | 11.0 |27 |48 [25]| 18.7 " o
4 6 86|05 (12| 7 (0.7 2018 |14 18 9 | 1.7 KJ/ g'l8l8a |05 |10/9 |07 18|12 19 [[23]16]| 35 BY THE ENGINEER. 6" |12 | 48|18 6.0 |15 |43 |36| 13.4 30 |55(24 (229 37 |54 |36|41.6
PROVIDE POSITIVE DRAINAGE (1% MIN) AWAY FROM THE VALVE BOX : : : :
FIRE HYDRANT. 8" 9|8 |07 |16 |9 |14 [[24]12|27 |25|11] 40 I 12l 6 112106 | 8112108 l18l12| 19 [ 2316 35 [ 38]22| 87 8" |12 | 63|24 | 105 || 18 |57 |34 [ 20.2 | 36|57 |33 |39.2 | 47|60 |46 | 75.0
GUARD POSTS NOT REQUIRED WHERE FH IS BEHIND CURB. HYDRANT AND VALVE IN 12" |14 |12 | 18 |24 (14| 3.6 || 36 |18 | 6.9 |[ 32|18 (10.7 16" 6 (16 | 0.8 6 16| 0.8 |14 (16| 2.0 20118 | 3.3 36 (23| 8.7 49 | 30 |13.6 12" ||20 |54 |36 [22.6 || 37 |62 |37 | 49.0 48 |62 |51 | 87.9 66 (66 |66 | 166.4 JOB NO.
FIRE HYDRANTS LOCATED IN LOADING DOCK AREAS WILL NON-PAVED AREAS " .
20" |[25]120 | 6.4 (30|30 (115 |49 |36 |20.5 || 50 |32 |46.5 24" 6 |24 | 1.2 6124 |12 9124119 (15124133 ||30]128]| 87 |l42]136|14.0 |54 |42|26.3 || 68 | 48 |45.4 (OVER BENDS ONLY) 20" ||45|70 |40 |72.8 |[56 |70 |60 |136.2 || 72|76 |78 [247.0 || 86 |108 |84 |451.8
24" 127124 1 9.0 |[39|34|18.4 || 60 |42 [35.0 |[58 |40 |77.7 STEEL WILL BE USED AS REQUIRED BY THE ENGINEER NTS 24" 1141 (72 |54 [92.3 |[ 67 |74 |69 |198.0 || 88 |84 |84 |359.1 || 96 | 120 |96 |640.0
Al FH AND WATER VALVE LAYOUT A2 THRUST BLOCK DETAIL - SEE SPECIFICATIONS. USE ONLY WHEN REQUIRED BY MUNICIPALITY ( :_ 700
NTS NTS

JOB NO. 20200104.0
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1 2 3 4 5 6
4 GreenbergFarrow
1-6" PRELIMINARY PLANS! 21 S. Evergreen Ave., Suite 200
1.75" MIN. WIS DOT SECTION 460 LIGHT DUTY HEAVY DUTY . \ HOT BITUMINOUS ASPHALT SEALANT Arlington Heights, lllinois 60005
ASPHALTIC CONCRETE WEARIN 1.75" MIN. WIS DOT SECTION 460 1-0 111/8 TO BE APPLIED ALONG JOINT
7 (NOT FOR CONSTRUCTION) || [ toe7 7es 5200 t 8a 766 o536
ASPHALTIC CONCRETE WEARING COARSE 1 5 12" WIDE x 8" DEEP ASPHALT \ y
& &
12" 12" FINISH GRADE ) o PAVEMENT .
J y S P TURN DOWN CONC. SLAB PAVING - REFER TO PVMT
7 ‘ ’ COMPACTED EARTH o STRUCTURE LEGEND ON SITE
" PROVIDE THICKNESS & PAVING DWG
w @% N REINFORCING PER PLAN :
@ ]
/ 4 1 X \ < 3 | & COARSE AGGREGATE DRAIN STONE
= <= > = R = EXTEND TO BOTTOM OF ASPHALT PVMT.
4 o X COMPACTED AGG.
/ / : . WELL DRAINED MATERIAL / COMPACTED AGG.
= \
/ ' 5\ > AGGREGATE
APPROVED COMPACTED SITE SUBGRADE APPROVED COMPACTED SITE SUBGRADE hl NEGATIVE / \
- BASE
6" WIS DOT SECTION 305 - AGGREGATE BASE 2.75" WIS DOT SECTION 460 - AGGREGATE BASE / © \ \ %
INCLUDING UNDER AND 1' BEYOND CURB INCLUDING UNDER AND 1' BEYOND CURB \
1.75" WIS DOT SECTION 460 10" MIN. WIS DOT SECTION 305 : /
ASPHALTIC CONCRETE LEVELING COARSE ASPHALTIC CONCRETE LEVELING COARSE T /
TACK COAT @ 0.10 GAL/SY (TYP.) TACK COAT @ 0.10 GAL/SY ig\;EERQSUEI F?IE_(D)PE B x\ /
N
= N
S PAVEMENT o X
FINISH d \
GRADE 6" 6"
NOTES: GRADE /II/
1. ALLITEM NUMBERS REFER TO STATE OF WISCONSIN DEPARTMENT OF 4 %ﬁ
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE i = N
CONSTRUCTION. 24 , BACKFILL < S{BEE
N
2. THE SURFACE FOR BOTH TYPES CAN BE COMPLETED AT THE SAME TIME. ALL GRADE N
PAVEMENT JOINTS SHOULD BE SQUARE WITHOUT FEATHERING. = \\ S J
3. SEE SPECIFICATIONS FOR MODIFICATIONS TO STANDARD BITUMINOUS D.O.T. o N SLOPE R SUB-BASE SN \ / AGGREGATE 1 / Z
MIXES. N i
% BASE / 19" "
4" PERFORATED UNDERDRAIN
w / b L MAX AT 0% SLOPE W/ FILTER FABRIC AT
SITE SUBBASE g
PEDESTRIAN WALK AS
% FOR USE WITHIN THE MEIJER PROPERTY LIMITS. SHOWN ON SITE DRAINAGE DWG.
NTS NTS 3 NTS NTS
" 3-0" - m
n
\ TRANSITION 2 BITUMINOUS PAVEMENT
- . N TYP. ALL T BITUMINOUS PAVING EOP PER PLAN
60'-0" AROUND
30" BACKGROUND WIDTH \ \ LL
30" 96 o, 96 ., 96 , 96 ., 96 , 96 96" , 20" SYMBOL WIDTH,, V4 | \ | -
y,
(S y | 1 ? | oOmmm
B 9 9 —{ ) 2l 12 ¢
STANDARD = L z D:
PARKING S| 5 L DIMENSION VARIES , 3 , 3 5 s O
> VAN VAN VAN SPACE 9| = RE: C-500 " q S 12"
< ] ACCESSIBLE ACCESSIBLE ACCESSIBLE § 2 SUBBASE I_
E g PARKING PARKING PARKING % g O‘ e N —¥ 4" WIDE YELLOW BOTTOM OF AGGREGRATE BASE (/)
2 - SPACE SPACE SPACE é > > % PAVEMENT MARKING _ GRADE RINGS COURSE
@ ACCESSIBLE 3| % w — © 5 REQUIRED AT ALL JUNCTIONS WITH LAWN AREAS
5 PARKING SIGNS 2l 0 <o 3 /\/
- RE: B1/C-701 x
by N <
©
N j 2 N CONE TOP MANHOLE DETAIL BITUMINOUS PAVING
® 5 : === TURN DOWN CONC. SLAB
I 2'-0" TYP. s L 3-0" I &
" " EE PLAN FOR REINFORCEMENT
4 WIDE PARKING STRIPES, € PARKING STALL > PAINT 4 WIbE FREE-STANDING TRANSITION 2 | S OR REINFORC
YELLOW OR BLUE PER 5 | ——— STRIPES @ 24" O.C. TRAFFIC 2 BITUMINOUS PAVEMENT <
- TUBULAR STEEL CART TYP. ALL o
MUNICIPAL STANDARDS N KEYEDNOTES w €2 YELLOW (TYPICAL) CORRAL ARGUND S REV. | DATE SESCRIPTION
i VAN VAN VAN A PAINT BACKGROUND BENJAMIN MOORE M58 _\q PRE-PURCHASED BY §> @ // =\ | SC O
Q ACCESSIBLE ACCESSIBLE ACCESSIBLE SAFETY & ZONE MARKING LATEX M58-30 - BLUE MEIJER InN S ) = / : 07/21/2020 ADR SUBMITTAL
[e)]
3 PARKING PARKING PARKING 3-0" TALL X <
PAINT SYMBOL BENJAMIN MOORE M58 SAFETY S
SPACE SPACE SPACE ZONE I\S/IARKI(l)\lG LATJEX M58 (())10 WHI'?é i" WIDTH& 6" SOLID STOP SIGN — P Ak A
> 01- RE: B1/C-701 - . ) { I SUBBASE —A
> .
TANDARD S
3 SPARKING (3) BOTTOM EDGE OF SYMBOL BOX SHALL MATCH . ) ,EQ.\, 4-10" |,EQ. >
= SPACE END OF STALL STRIPE AT DRIVE AISLE END OF PAINT "STOP | 7 THICKEN BASE MATERIALS
> G G G STALL TRAFFIC YELLOW P -~ )
3 = ' (TYPICAL) 12 WITH BITUMINOUS PAVEMENT
: L PARKING AGGREGATE
o 4
& 5w INTERNATIONAL SYMBOL OF STALL BASE COARSE REQUIRED AT ALL JUNCTIONS WITH CONCRETE
5| 7 ACCESSIBILITY TO BE BLUE NOTE.
N | = —_—
2 PER MUNICIPAL STANDARDS SEE SPECIFICATIONS FOR SLIP RESISTANT — N
- <
ADDITIVE TO PAINT FOR CROSSWALKS. /\/
{ LAYOUT FOR STANDARD & ACCESSIBLE PARKING SPACES cs | BITUMINOUS PAVEMENT EDGE DETAILS
FLAT TOP CATCH BASIN DETAIL NTS
CENTER OF ~
LANE
39" 40"
c1 STD & ACCESSIBLE PARK SPACES C2 PEDESTRIAN CROSSWALK STRIPING PLAN C3 CART CORRAL PLAN Q NTS
NTS NTS NTS
ALL SIGN MATERIAL: WRONG WAY SIGNS: %
ALLSTATE SIGN AND PLAQUE CORP., 70 BURT DRIVE DEER PARK, N.Y. NO. 5-NYR53A 30"x18". fp—— % ALL SPECIAL SIGNS TO BE WHITE
11729, 1-800-645-6330, OR APPROVED EQUAL UV SCREEN PRINTED ALUMINUM BACK SIDE OF PHARMACY SIGN BACKGROUND WITH BLACK TRUCK TRUCK
NO (NOT USED FOR DS1.56 STORE) LETTERING AND BORDER. o
ACCESSIBLE PARKING SIGNS: -
. STOP SIGNS: . ‘ RIGHT ROUTE ROUTE N )
S NO. 5-NYR2 REFLECTIVE 30", .080" ALUMINUM WITH y NO. 5-HA7-8, REFLECTIVE 0.080: ALUMINUM WITH SCOTCHLITE, 12" ’| RIGHT" TURN ARROW
N OR APPROVED EQUAL. \
— SCOTCHLITE, OR APPROVED EQUAL — TURN N P CENTER OF
—> 16" . LANE
SUPPLEMENTAL VAN ACCESSIBLE SIGNS: 4
& NO PARKING - FIRE LANE SIGNS: NO. 5-PR127, REFLECTIVE 0.080: ALUMINUM WITH SCOTCHLITE, ADDITIONAL —— 40 39
“ NO. W-GR-53, 12" X 18" SERIES 100, NON-REFLECTIVE, OR i OR APPROVED EQUAL. PHARMACY SIGN SIGN (19 SIGN 20
& APPROVED EQUAL 0w 3 (USED FOR DS1.56
Z212 STORE ONLY) 24" 12 -
S P / /
200 * * Y :
INSTALLATION IN LAWN AREAS: 2 oo g . 18" _ . N )
Z|x ( \ T ®
POSTS ARE TO BE LOCATED 5'-0" FROM EDGE OF CURB. x 215 7 N !
UNPAINTED BURY POST 3-0" DEEP AND AS SHOWN ON TRAFFIC Q x|t GREEN (e PHARMACY PHARMACY qumk * TRUCK
GALVANIZED CONTROL PLAN. MOUNT SIGN TO POST PER zalo RESERVED Tl f )
STEEL MANUFACTURER'S RECOMMENDATIONS. su g UNPAINTED GALVANIZED NO PARKING DRIVE-UP DRIVE-UP . tﬂp . RAIN GARDEN ROUTE .
@ - > m o i [ee} <
g U-CHANNEL =™ / 2" SQUARE TUBE POST PARKING FIRE LANE @ parking - ° —k 1 16" o
g i POST = 0|0 SIGN: STATE MANUAL o HELPING TO | ©
w = o minutes H
> (%] NSl / [e} _ —
ol z¢ ~QlE UNPAINTED GALVANIZED WHITE ACCESSIBLE PARKING or less PROTECT OUR - < % |« NUMBER N\ N
c| =8 INSTALLATION IN PAVED AREAS: <|o A N SIGN 12"x18" — —J —) —) © | ONPOST
L <& POSTS ARE TO BE LOCATED AS SHOWN ON SIGNAGE —/ 2-1/4" SQUARE TUBE ENVIRONMENT ~ & —| PERMENER J 6-0 ) 6-7"
= & PLAN AND SET IN PRECAST REINFORCED CONCRETE BASE POST SUPPORT N_ BLUE L \ ) 2|5 " " " "
2= SIGN POST BASE AS MANUFACTURED BY BUSH WITH 3/8" BOLT/NUT 5 5 ~ — o| Ui N ONLY" SYMBOL LEFT" TURN ARROW
CONCRETE PRODUCTS, MUSKEGON, MI., OR APPROVED CRADE i UNPAINTED GALVANIZED & UNPAINTED GALVANIZED \ | 20 UNPAINTED <
EQUAL. MOUNT SIGN TO POST PER MANUFACTURER'S SIGN: STATE MANUAL 2" SQUARE TUBE POST 2" SQUARE TUBE POST SIGN BOTH SIDES Kl =0 GALVANIZED UNPAINTED
>l <z STEEL |+~ GALVANIZED 2" CENTER OF
RECOMMENDATIONS. SUPPLEMENTAL SIGN OF POST Eo) / LANE
6'x12" INSTALL ONLY 2l & U-CHANNEL SQUARE TUBE POST  NOTES:
AT VAN ACCESSIBLE UNPAINTED GALVANIZED UNPAINTED GALVANIZED < POST UNPAINTED CENTER OF
) SPACES. | | | | | | / 2-1/4" SQUARE TUBE 2-1/4" SQUARE TUBE 5 GALVANIZED 2-1/4" 1.  MARKINGS SHALL BE LANE
s STOP SIGNS AT DRIVE ENTRANCES SHALL BE LOCATED BASE POST SUPPORT BASE POST SUPPORT ¥ SOoT SUPPORT Wi gg{geﬁ&é
™ POST SUPPORT WITH
OF WITH 3/8" BOLT/NUT WITH 3/8" BOLT/NUT 5 :
J 120" FROM R.O.W. LINE. THIS DETAIL IS FOR ALL SITE REGULATORY 3/8" BOLT/NUT SURFACES. 3 )
SIGNAGE (I.E. STOP SIGNS, ACCESSIBLE GRADE GRADE GRADE ) N (Q\|
SIGNS, FIRE LANE SIGNS, ECT.) o 2. PAINT MATERIALS PER % ] & o
NOTE: SIGN, POLE AND BASE FURNISHED AND SPECIFICATIONS > = A - U)
INSTALLED BY CONTRACTOR. "
LAWN AREAS PAVED AREAS SEE TRAFFIC CONTROL SIGNAGE DETALL SIGN(8) SIGN @D SIGN @D SIGN (@6) SiGN @) SIGN @9 SIGN @9 EXCEPT FOR WITHIN tu m<i| 2]
STOP SIGNS SHALL BE PLACED ABOVE "TRUCK ROUTE" FOR MOUNTING REQUIREMENTS. ] ' — 8 e} —
SIGNS. - - 3. MARKINGS WITHIN LL <= <
HIGHWAY o ) H == —
N | RIGHT-OF-WAY SHALL 5°.
TRAFFIC CONTROL SIGNAGE N BE PER LOCAL 38" 80" W 0| W
Bl NTS DETAIL REFERENCED IN C1/C-701 CRITERIA ‘ X Tx N
DETAIL REFERENCED IN C2/C-701 THROUGH ARROW COMBINED ARROW O ©35
' L e
L
ALL PLANTS TO BE LOCAL NURSERY
GROWN STOCK IN SOIL SIMILAR TO SITE B5 PAVEMENT MARKING DETAILS ) o3 5 T
CONDITIONS. FLEXIBLE 2° TO 3" ALL PLANTS TO BE LOCAL NURSERY FLEXIBLE 2" TO 3" IF SOILS AT PLANTING LOCATION ARE NOT NTS e <DE =
GROWN STOCK IN SOIL SIMILAR TO SITE WIDE NYLON, PLASTIC WELL DRAINED, INSTALL ROOT BALL AS Lu (@) LL <
AL PLANTS TO BE NURSERY GROWN gﬁgi;\ls\%g\lizpléiigg e CONDITIONS. A STRAPS OR 12 GAUGE WIRE SHOWN. ALL PLANTS TO BE LOCAL NURSERY — o D
STOCK IN SOIL SIMILAR TO SITE e AN e TS /1 WITH PLANT PROTECTORS GROWN STOCK IN SOIL SIMILAR TO SITE = WS
CONDITIONS. 2" X 2 HARDWOOD / CONDITIONS. & Z
STAKES, CEDAR POSTS OR 2" X 2" HARDWOOD T A > O i
_ FLEXIBLE 2" TO 3 =
GALVANIZED STEEL POSTS; STAKES, CEDAR POSTS OR ' —
3 PER TREE GALVANIZED STEEL POSTS; 3 HARDWOOD MULCH WIDE NYLON, PLASTIC STRAPS OR 12 @) |—
3 PER TREE ' FORM SAUCER GAUGE WIRE WITH PLANT PROTECTORS
TREE WRAP
THIN BRANCHES AND WITH WEED BARRIER FABRIC AROUND PLANT PIT (4" )
TAPER TO 1" DEPTH WITHIN 12" WIDE x 6" HIGH)
FOLIAGE (NOT ALL END TIPS) 4” OF TRUNK P 3" HARDWOOD MULCH,
BY 1/3. RETAIN NORMAL PLANT ‘ — "y "
\ SHAPE REMOVE WIRE BASKET \ AA\H, [\ — ] 2" X 2" HARDWOOD — WITH WEED BARRIER FABRIC
BACKFILL PLANTING PIT WITH N STAKES, CEDAR POSTS TAPER TO 1" DEPTH WITHIN 12" OF TRUNK
. 7iN -
AND BURLAP AND LASHING 3" HARDWOOD MULCH, A FORM SAUCER PLANTING SOIL MIX PER = 2 OR GALVANIZED STEEL .
. giﬂ‘" UPPER 1/3 OF ROOT WITH WEED BARRIER FABRIC AROUND PLANT PIT (4" SPECIFICATION SECTION 32 < e POSTS; 3 PER TREE REMOVE TOP 35 OF BURLAP, TWINE,
3" HARDWOOD MULCH, TAPER TO 1" DEPTH WITHIN 12" WIDE x 6" HIGH) 90 00 - LANDSCAPING, PART o ROPE AND BASKET FROM ROOTBALL
) < WITH WEED BARRIER FABRIC OF TRUNK 3.3 PLANT MATERIAL,
3" HARDWOOD MULCH, TAPER TO 1" DEPTH WITHIN 12" FORM SAUCER N
WITH WEED BARRIER FABRIC N FORM SAUCER AROUND OF TRUNK BACKFILL PLANTING PIT AROUND PLANT PIT (4 BACKFILL PLANTING PIT WITH PLANTING
TAPER TO 1" DEPTH WITHIN 12" ) PLANT PIT (4" WIDE x 6" HIGH) WITH PLANTING SOIL MIX N WIDE x 6" HIGH) SOIL MIX PER SPECIFICATION SECTION 32 ISSUED FOR:
OF TRUNK - BACKFILL PLANTING PIT PER SPECIFICATION " g 7 90 00 - LANDSCAPING, PART 3.3 PLANT
WITH PLANTING SOIL MIX 2 4" PERF. UNDERDRAIN =
FORM SAUCER SECTION 32 90 00 - < T~ - FINISHED GRADE MATERIAL. PERMIT -
PER SPECIFICATION - LANDSCAPING. PART 3.3 i Y CONNECT TO NEAREST CB ) A |
SECTION 32 90 00 - AROUND PLANT PIT (4 ’ ' (AS NEEDED) o | SCARIFY SIDES OF PLANTING HOLE
WIDE x 6" HIGH) PLANT MATERIAL. o BID -
LANDSCAPING, PART 3.3 o P
SCORE ROOTBALL IF PLANT MATERIAL. . BREAK 6" SUB-SOIL AS NECESSARY
SVAI'?IE Etkl\F:TLl?\ll\(lzﬂs’\(l)Glel\l/ﬁx CONTAINER GROWN OR UNDISTURBED \\ / UNDISTURBED 3X-4X ROOT BALL CONSTRUCTION -
PER SPECIFICATION REMOVE BURLAP AND STAKES TO EXTEND SUBGRADE REMOVE WIRE BASKET SUBGRADE DIAMETER REMOVE WIRE BASKET i Il ]
SECTION 32 90 00 - LASHING FROM UPPER 1/3 OF 12" BELOW PLANT PIT IN UNDISTURBED V AND REMOVE BURLAP AND AND REMOVE BURLAP AND ' UNDISTURBED PROJECT MANAGER DESIGNER
LANDSCAPING, PART 3.3 12" 12" ROOT BALL UNDISTURBED SOIL LASHING FROM UPPER 1/3 OF LASHING FROM UPPER 1/3 OF 9, 9
PLANT MATERIAL. N A W SUBGRADE STAKES TO EXTEND 2% T0 3% ROOT BALL ROOT BALL ROOT BALL STAKES TO EXTEND SUBGRADE
' ' UNDISTURBED \ V 12" BELOW PLANT PIT IN 1 DIAMETER 71 12" BELOW PLANT PIT IN KW JC
SUBGRADE 2X TO 3X ROOT BALL UNDISTURBED SOIL UNDISTURBED SOIL 2X TO 3X ROOT BALL
DIAMETER /1 1 DIAMETER 7
JOB NO.
NOTE: CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE NOTE: CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE
NOTE: CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE ’ ' ’ ' -
WATERING DEVICES PER THE PROJECT SPECIFICATIONS WATERING DEVICES PER THE PROJECT SPECIFICATIONS WATERING DEVICES PER THE PROJECT SPECIFICATIONS
NTS NTS NTS NTS NTS < - ; O I
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m [ 1 [ 1 [ 1 [ 1 [ 1 [ 1 m 1
: : . : . : . : . : . : . ] P R E |—| M | NARY P I—AN S | 21 S. Evergreen Ave., Suite 200
. Arlington Heights, lllinois 60005
PLAN VIEW t: 847 788 9200 f: 847 788 9536
- 24" INLET CASTING
. . | NOT FOR CONSTRUCTION
2" O.D. GALVANIZED STEEL PIPE FRAME WITH EJIW 7045 M1 IN STRAIGHT CURBS

FINISHED GRADE
MOISTURE EXCLUDING CAP WELDED CORNERS. FABRIC FASTENED AS PER \ EJIW 6508 IN LAWNS AND DITCHES ) ’

STANDARD CHAIN LINK FENCE DETAIL

3" MAX.
Whhhhhhhhhhhﬂ - 4"x2" PRESSED STEEL HINGE, s x CASTING SET IN MORTAR
|| || #1681 BY SEMMERLING, OR L | LS55 1 1 1
—N
s _—> 1] o N EQUAL -— FOR FENCE/GATE FABRIC 2-6 ROWS OF BRICKS T ]
2'x4" RAIL (TYP x3) | || SEE SPECIFICATIONS OR GRADE RINGS W/ I I
| || 4 0.b. GALVANIZED 002 1/2" PLASTER COAT
D. L1 = = INSIDE & OUTSIDE
4"X4" POST (8' LENGTH) —/ || || STEEL POST —/ .
|- B 2
1"%6" PLANK I || N 3/4"x3/16" TENSION BAR-9 GAUGE TIE | | ngni :
ALTERNATING SIDES jl/{' | | WIRES TO BE 12" O.C. MAX . z PRECAST RISER SECTION \ -
| | | | FROST-FREE DROP LATCH
|| || N | L[ L WITH PADLOCK HOLE TO BE
[] APPROVED
L] o - b i 3/4"x1/4" STRETCHER BAR (TYP.) \ 8 ] 2-3/8" OD STEEL
S TUBING
2 PER RAIL (6 PER PLANK) | | | | 00 000 000 020 0200202002020 2020 %8
R,
| | | | GREREIREIREIREIRELGLLLLEAR 15/8" 0.D. GALVANIZED STEEL PIPE RAILS ALL
: LSRR GATES TO HAVE TOP, MIDDLE AND BOTTOM |
| | 1| B Lssssssssssssssssscdiaacdl | L el MADRAX DIVISION
& 0000000002000 00 0020000000000 0 0. 00 0% | GRABER MANUFACTURING, INC
|| || 0202020202020 0 0 200 202 ; INC.
BEARING WASHER, #1731 BY ""0‘0‘0’0&“"0’0"“0‘0""“”’ DEAD BOLT CENTERED BEHIND 1080 UNIEK DRIVE WAUNAKEE, WI 53597
| | | | SEMMERLING MFG. CO. OR ’0‘0’0’0‘0‘0’0’0‘0’0’0’0’0’0’0’0’0’0’0’ P(800) 448-7931, P(608) 849-1080, F(608) 849-1081
EQUAL; EXTEND BOTTOM OF I %000 %0 %0 %0 %0 2020 20 %0 %0 20 %0 2 %0 %0 20 %0 %% L] L GATE FRAME, EACH HALF OF R i WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM
| | | | R RRRRS GATE TO BE APPROVED 6" SAND OR STONE
POST BELOW FRAME AND 202020202020 %0 0 0 0 0% LEVELING
|| || ATTACH HINGE OGEHIRERLHHIGRLHHIKLAIHHL
. .- - 0000 0.0.0.9.0:0.9.0:0.0:9:0.9:0 3/8" PLUNGER ROD
|1 |1 0000002020202 %% %% % % % 20 20 20 20%
L_Li 0000%%00&“0@.0“0&.0&0,0 L L GROUT CHANNEL IN 6" PRECAST 100"+1"
|1 |1 2 N . BOTTOM TO DIRECT FLOW BASE SLAB e
I I I I " =
© @ J
[N =
|| || | - ’\ 3 1" O.D. PIPE SLEEVE, SET FLUSH
| l B 5l o N WITH FINISHED GRADE
|| || || -y \ 11/2" O.D. PIPE SILT TRAP,
|l o I B o WELD TO PIPE SLEEVE s
CONCRETE / & TYPICAL POST SUM ® 12" o " S SURFACE FLANGE
FOUNDATION | | o DETAIL [ SET SLEEVES INTO 6"x6"x12 D4 24 DIA. CATCH BASI N / MOUNT BIKE RACK
CONCRETE SLAB NTS
| ] | | | | 9/16"@ HOLE IN
L L || || = 7o / FLANGE
7 NOTE: 2|
BOTH SIDES OF DOUBLE SWINGING I T I
GATES TO HAVE IDENTICAL 97 /241" 3/8" STAINLESS STEEL
10" DIA. NOTE: 18" DIA. CONSTRUCTION 00 - WEDGE ANCHOR BOLTS Ll
: . 5 LOOP - 7 BIKE
POSTS AND RAILS SHALL BE PRESSURE TREATED 8 18" BY 5/8" DIA. REROD CONCRETE :|:|:
SOUTHERN YELLOW PINE, PLANKS SHALL BE CEDAR. - PAVEMENT ‘ _
6 1/2" PREDRILL PAVEMENT
SURFACE Ll I
MADRAX BIKE RACK NOTES:
4" PRODUCT: CHP-7-IG(SF) 1. INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S D:
’1 " DESCRIPTION:  CHALLENGER PLUS BIKE RACK 7 BIKE, SPECIFICATIONS. O
) SURFACE MOUNT 2. FINISH TO BE GALVANIZED UNLESS OTHERWISE
& DIRECTED BY OWNER
. N
D1 6' BOARD ON BOARD FENCE DETAIL D2 DOUBLE GATE CHAIN LINK FENCE DETAIL o . 3. SEE SITE PLAN FOR LOCATION OR CONSULT OWNER. (f)l_
NTS NTS DETAIL REFERENCED IN A6/C-703 1
b
— 2 #3 BAR
ELEVATION
SECTION 55 ) BIKE RACK DETAIL
NTS
STANDING SEAM METAL HIP /l/ /l/
ROOF (COLOR: SANDSTONE) CENTER PARKING REV.| DATE DESCRIPTION
BLOCK BETWEEN
END VIEW 1 FRONT VIEW 1 END VIEW 1 STRIPES 07/21/2020]  ADR SUBMITTAL
~]6 ' . ~]6 ~]6
%\ //‘ ’\r\ © %\ : INLET = &'
| | | | | | hd ° N ] OUTLET =L
~
GLASS (TYP) ~ RIPRAP MIN. 12"
' \\\/ / ALUMINUM TUBE / / / / / ~ THICK
/ / PRAMING / / / / e PAINT STRIPE =75 5
FRAMING / / / / / E ~ ] 4
/ / T~ N I
3|0 /l/ /l/ 12"
2
o | X y
. < N - B S
® uJ INSTALLATION PLAN MIN = -
© o a
&
. " I - (\;/ \:\ E
S 4
b < SEl _ wj
a|o b FLARED o
> END SECTION o
4 PRECAST CONCRETE PARKING BLOCK o .
147 7/8" FASCIA n NTS -~ INDICATED) o
(4) STEEL GUARD POSTS IF a z
LOCATED ON INTERNAL 147" ROOF E ! :
PARKING LOT ISLAND, SEE & | __ I
DETAIL C5 ON C-700 142 1/2" N CULVERT
PIPE L H 9 i
g DIA | (FEET) | (FEET) | =577 775 F - . -
N —
7 12 )
0] A
= 15 5 2 % GEOTEXTILE FABRIC
gz z 6" 15 CHANNEL SIDE (TOE IN EDGES A MIN.
: g ol @ SLOPE OF 12")
S R | o| & 21
N S R 2| @ o4 10 4 RIPRAP SIDE INLET AS NECESSARY
~ ] FOR OVERLAND FLOW ENTERING
212" ~ % & 30 DRAIN. (TYP)
1 B © © 36
“ _ - ) NOTES:
Ar" @ 5 42 1. "H"PROVIDES FOR RIPRAP UP TO THE MIDPOINT OF THE AVERAGE PIPE
= 48 15 6 DIAMETER IN THE GROUPING.
© ® >4 2. "L" FOLLOWS MINIMUM APRON LENGTHS BASED ON EMPIRICAL FORMULA
6312 EXTERIOR SHELTER - STANDARD UNIT 10 60 U.S.E.P.A. 1976 L=3Q/D3/2 FOR TAILWATERS GREATER THAN 0.5D
MANUFACTURER: DUO-GUARD 66 (D=DIAMETER).
MODEL: GE161.1A
. 72 20 8 3. FOR UNDERDRAINS THAT OUTLET DIRECTLY ONTO SLOPED SURFACES, AN
%(EBETE;?\,ESSISE%T_ETSSLAB WITH 1/2" CONCRETE . END TREATMENT SHALL BE PROVIDED IN ACCORDANCE WITH MDOT
' 8 STANDARD DRAWING R-80-E FOR A CONCRETE END SECTION OR
NOTES: PLAN VIEW 1-6" 84 EQUIVALENT DOT STANDARD DRAWING/SPECIFICATION. A REMOVABLE,
' . SERVICABLE RODENT SCREEN SHALL BE PROVIDED. PROVIDE A TIED
2' ETE'Z‘ITNEC?I';Ffl%Y'gLEEAiYTg\I\’AVQEESED GLASS CONCRETE BLOCK MAT, 4'Lx4'W, CENTERED ON THE OUTLET, WITH THE TOP
: : OF THE MAT MATCHING THE SLOPE OF THE ADJACENT SURFACE. THE
BLOCK MAT SHALL BE DESIGNED FOR A MINIMUM DISCHARGE VELOCITY OF
10 FPS.
B2 F&s B4 | B5 |
(@))]
-l U)
SLOPE ADJOINING WALK CONCRETE PANEL TO BE 6" m <™~ I
A AS REQUIRED TO THICK WHERE DOMES OR — &) g —
MAINTAIN SPECIFIED GROOVES ARE USED | 3-0" MIN. VARIES LL <= <
SLOPE LIMITS. égg,\?&'\‘ggg;ﬁ”&?\ﬂ (EEF DETECTABLE WARNING FIELD | *H == —
CONCRETE PANEL TO BE 6" DETECTABLE WARNING FIELD (ONLY IF REQUIRED BY LOCAL PUMPER NOZZLE TO L g:) o‘ LL]
THICK WHERE DOMES OR (ONLY IF REQUIRED BY LOCAL ORDINANCE OR CODE) FACE STREET ——————~__ X Ty
GROOVES ARE USED ORDINANCE OR CODE) N F1 ] N O o5 D
o ' N A — =
NP O W Y I 522l o
10 MAX. 7 °| e ORI ) 5L
12:1 MAX A8 12:1 MAX )] O D:
LY 1 =
6'-0" MIN. \ | ' o EE) = <
1'-6" WHEN ADJACENT TO A 6'-0" MIN. T e [ LLJ o LL
LAWN OR LANDSCAPING AREA 5 1'-6" WHEN ADJACENT TO , . . % FINISHED GRARE e\l TOP OF CURB OR ) LL N
LAWN OR LANDSCAPING AREA 6 J 6 \ 1T EDGE OF BITUMINOUS —_— w O
A A MmN, N i\ MIN L < > Z
O <
(3) 44 BARS EACH RAMP PLAN RAMP PLAN 2 = =E
o)
| WAY. MID-DEPTH NO SCALE NO SCALE o ‘ ‘ O |_
= BACK OF CURB 5 18" DIA. x 4" THICK (f)
—\ e
N 1/4" WIDEx1/4" DEEP TOOLED 5 CONC. PAD
GROOVES AT 2" 0.C., 24" WIDE u TS~ VALVE BOX WITH LID
3/8" ANCHOR, , o
TYPx4 m ] ‘ 6" M.J. GATE VALVE
24" INLET CASTING 18" CONCRETE CURB 2
| | EJIW 7065 M1 IN ROLLED CURBS AND GUTTER &
EJIW 7045 M1 IN STRAIGHT CURBS 2
LL
z RAMP DETECTABLE GROOVE DETAIL _\ o M.J. TEE
= DISTANCE VARIES E
3/4" CONDUIT, © : : :
REFER TO FUEL N 12:1 MAX. SLOPE a " o UNDISTURBED EARTH ISSUED FOR:
SUPPLIER PLANS DROP CURB & WALK TO nooogn L | | | | | | | | L ® \ 1 i
| N AR VAC UNIT ACCOMMODATE RAMP. | | | | | : - H_I—LJ— - PERMIT i
MATCH ADJACENT CURB S i I
ASSEMBLY, PROFILE. | | | | | i & COMPACTED SAND BID B}
BY VENDOR I || || || |
| | | | | | | | 1 CYD PEASTONE NO STONE—/ (2) 3/4" DIA. STAINLESS STEEL CONSTRUCTION -
L REQUIRED IF HYDRANT DRAIN ;'ETF;%%SR%TXA;SQ'ELTUVSEEN
PROJECT MANAGER DESIGNER
REAR . . RAMP SURFACE Z IS PLUGGED VALVE AND TEE
3' MIN. DETECTABLE WARNING FIELD BITUMINOUS OR
(ONLY IF REQUIRED BY LOCAL 18" CONCRETE SURFACE 18" KW JC
NOTE: ORDINANCE OR CODE) HYDRANT CONNECTING PIECE
1. PAD DIMENSIONS ARE MINIMUMS BASED ON SPECIFICATIONS AND EXPANSION JOINT INTEGRALLY CAST M.J. GLAND
DIMENSIONS PROVIDED BY VENDOR. CONFIRM EQUIPMENT DIMENSIONS ON ONE END, D.I. ROTATABLE JOB NO.
PRIOR TO CONSTRUCTION. NOTIFY ENGINEER OF ANY DISCREPANCIES. M.J. GLAND ON OTHER END
2. ENSURE CONDUIT LOCATION DOES NOT CONFLICT WITH EQUIPMENT OR RAMP SECTION (AA) -
REINFORCEMENT. N -
O SCALE CI-049
|
Al NTS A2 NTS A4 NTS A5 NTS C ; O 2
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& GreenbergFarrow

1'-6" 21 S. Evergreen Ave., Suite 200

;iu,ixllil\tggl\ll:(.a)TH ¢ f P R E |_| M | N A RY P I_A N S | Arlington Heights, lllinois 60005
(MAX.) /‘ 5 CONCRETE PAVEMENT ° t: 847 788 9200 f: 847 788 9536
D FINISH
T GRADE
12" 12" | |

'\

N 4

/ (NOT FOR CONSTRUCTION)

LIGHT DUTY HEAVY DUTY

e . 3
ala

| I —

b|o

| e << << BOTTOM OF égSEESRATE BASE ;
/ \ GRADE RINGS - NEGATIVE AGGREGATE BASE

N
4
VARIES
A
N
\}
4
/
7 |
7" 1/2"
J\,/:i\ '

4" MIN

EXISTING - SUBGRADE SLOPED AND \ /l/
COMPACTED THE SAME AS THE e . o
AGGREGATE BASE 6.5" CONCRETE - WIS DOT SECTION 415 16

(28 DAY STRENGTH 4000 PSI) CONE TOP MANHOLE DETAIL

REVERSE SLOPE

WIS DOT SECTION 305 - AGGREGATE BASE 1-0" 11 5/8" AS REQUIRED
T géY%%%RCS'ERLéD-) INCLUDING UNDER AND 1' WIS DOT 305 - AGGREGATE BASE 48" (MIN. TYP.) EINISH .- } )
< I 6" COURSE HEAVY DUTY INCLUDING SR S &
- %| Z UNDER AND 1' BEYOND CURB 1 PANEL LENGTH 5 CONCRETE PAVEMENT GRADE 7 N S CONCRETE PAVEMENT
5" CONCRETE - WIS DOT SECTION 415 (MAX.) ] < o "
| T 4" COARSE AGGREGATE, WEED BARRIER
6-0" (28 DAY STRENGTH - 4000 PSI) NOTES: | | S / AASHTO#57 OR EQUIVALENT 6 | EQUIPMENTWIDTH |6 FABRIC UNDER
TYPE 1 1)  ALLITEM NUMBERS REFER TO STATE OF WISCONSIN DEPARTMENT OF S N S d . Q—?k DOT SPECIFICATION '|le OR LENGTH M”\ri' AGGREGATE
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD CONSTRUCTION. )
| CURB AS SPECIFIED o|a - BACKFILL s o[
| | | | | | | | 2)  THE POURING FOR BOTH TYPES CAN BE COMPLETED AT THE SAME TIME. ALL : T } ! \ X )
©

o4 o 3"

| PAVEMENT JOINTS SHOULD BE IN CONFORMANCE WITH DETAIL PROVIDED ON
NOSE DOWN TO TYPE 2 / THIS SHEET.
FINISH GRADE

| gsgﬁvéé\( 3)  SEE SPECIFICATIONS FOR MODIFICATIONS TO STANDARD CONCRETE D.O.T.

N\
lp oy 4" MIN.
1 y
11
/
1/2 |, 7
1
\_r/
1/\\

/// A \ - o ©
AGGREGATE =4 - /'/ AGGREGATE CONCRETE PAD J /_ T T e T[T t
S IZ MIXES. BASE COURSE ! / BASE S
(32]
TYPICAL ELEVATION SUBGRADE POSITIVE g 120.c
/\/ * FOR USE OUTSIDE O.C.R.C. RIGHT-OF-WAY INFLUENCE.
* CURBS MAY BE INSTALLED INTEGRALLY WITH COMPACTED SUBGRADE
FLAT TOP CATCH BASIN DETAIL SLAB POUR AT CONTRACTORS OPTION.
CURB TAPER LIGHT DUTY/HEAVY DUTY CONCRETE PAVEMENT SECTION (TYP.) PAVEMENT AT MH AND CB CURB & GUTTER DETAIL MECH. YARD EQUIPMENT PAD
D1 D2 D4 D5 D6
NTS NTS NTS NTS NTS
c
O
NO HOT BITUMINOUS ASPHALT EOP PER PLAN ‘ _ 3+
SEALANT TO BE APPLIED ALONG CONCRETE PAVING COMPACTED EARTH LL]
WALKS IN FRONT OF STORE _\ N JM D:
©
PAVING - REFER TO PVMT | WANNEEENRI NS
PROVIDE THICKNESS & STRUCTURE LEGEND ON S O
REINFORCING PER PLAN SITE PAVING DRAWING o~ |—
COARSE AGGREGATE DRAIN STONE L (f)
EXTEND TO BOTTOM OF PAVEMENT 1/2" WIDE EXPANSION JOINT <
COMPACTED AGG. CONCRETE PAVEMENT WITH SEALANT RESERVOIR AND 2l R R R R R i "éT/
/ — COMPACTED AGG. _\ o SEALANT b A \
A Y5 SUBBASE
Iy 7 | ..
s s 4" UNDERDRAIN
: CONNECTED TO STORM
/ \ & =% ) E—— SEWER SYSTEM 48" TRANSITION (MIN.) " 12"
/ N N — 1 PANEL LENGTH (MAX.) /1 7
) / ‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘ 12" 12" REQUIRED AT ALL JUNCTIONS WITH LAWN AREAS REV.| DATE DESCRIPTION
| KL ARRIRL / A 07/21/2020 ADR SUBMITTAL
:
N
6" . 6" 48" (MIN.) 48" (MIN.) 1/2" EXPANSION JOINT 222 ELEANNFORCEMENT
1 PANEL LENGTH (MAX.) 1 PANEL LENGTH (MAX.) CONCRETE PAVING TURN DOWN CONC. SLAB > RADILS
AGGREGATE BASE (C.I.P.) SLOPE BASE 0.5% TO PROVIDE | _\ & / SEE PLAN FOR RE'NFORICEMENT
COMPACTED SUBGRADE (C.I.P.) ?SISI\I'I'\,\;“EN?,\;{S,'\%AGE (ONE SIDE OF g = ~
| @ | J R é L . BITUMINOUS PAVEMENT
[ '
APPROVED COMPACTED y 6" 4" PERFORATED UNDERDRAIN < / r\«[ .
SITE SUBBASE / AT 0% SLOPE W/ FILTER SOCK % R 6 1,6 |
AT PEDESTRIAN WALK AS Z 7 $
12 DWG, CONNECT T0 NEAREST SLOPE BASE 0% TO SUBBASE o |
MAX CATCH BASIN. 48" TRANSITION (MIN.) 12 &
DRAINAGE 1 PANEL LENGTH (MAX.) 7 \
REQUIRED AT ALL JUNCTIONS WITH CONCRETE SLAB
6 { 6
/l
UNDERDRAIN AT BUILDING FRONT SIDEWALK EXPANSION JOINT CONCRETE PAVEMENT EDGE DETAIL SMOKING SHELTER SLAB DETAIL
C2 NTS C4 NTS C5 NTS C6 NTS
12" WIDE x 8" DEEP ASPHALT
CONCRETE CURBED WALK NO HOT BITUMINOUS ASPHALT
PROVIDE THICKNESS & SEALANT TO BE APPLIED ALONG WALKS IN
REINFORCING PER PLAN FRONT OF STORE.
PAVING - REFER TO PVMT
STRUCTURE LEGEND ON SITE . .
COMPACTED AGG. PAVING DWG. SEALANT RESERVOIR L2 EXDANSION CROOVES AT 2" OC. 24" WIDE.
WELL DRAINED MATERIAL / COARSE AGGREGATE DRAIN STONE \SNP|¢|S Efﬁiﬁ%g I/’\\ISAI\%SERDDANCE AND SEAL /7 N 6 /7 2-0"
L . EXTEND TO BOTTOM OF ASPHALT PVMT. CONCRETE PAVEMENT . SS\I;IECMREE,ITE Egh’g"&“&?ﬁiiﬁm "b T
SEALANT ——mm <= o COMPACTED AGG. \ _\\ _\\ e e e
- N \ Qb RN g f T
#4 CONTINUOUS z / N 7 X - 3L - MEST STRUCTURE T
: = 7 \ M s
< : X TYP,_ 4 oo\ |
_ @ | 7 e o D g REINFORCING BARS (PER PLAN) /
% 2 /‘ L e / / \ 5
~ in Z =
= \
I A0 2 R R R R R R R R R I A e S e RSB . AGGREGATE BASE (C.I.P.) AGGREGATE
< A (zD % // N COMPACTED SUBGRADE (C.I.P.) BASE COURSE o <
&) ¥ sl U)
= NOTES: M < o 1
8 1)  MAXIMUM SPACING FOR CONTRACTION JOINTS SHALL BE 10' FOR CURB AND 20' 6" 6" — 8 0 —
#4 DOWEL @24" OC FOR SLABS. 7 Ll x2 <
BASE LAYER MUST SLOPE H* = ; |_
1/2" EXPANSION TOWARD UNDERDRAINS L g:) o— LLJ
%
JOINT MATERIAL (IR 150 X Ty
APPROVED COMPACTED = 5
SITE SUBBASE = o T D
12" 4" PERFORATED UNDERDRAIN () 3 O D:
@ SECTION LOCATION ON PLAN MAX AT 0% SLOPE W/ FILTER SOCK AT x <DE =
PEDESTRIAN WALK AS LLJ 8 LL <
CONCRETE CURB SECTION CONCRETE CURBED WALK SHOWN ON SITE DRAINAGE DWG. CONTRACTION JOINT (UNDOWELED) CONCRETE PAVEMENT EDGE DETECTABLE WARNING DETAIL D W LOL |
B1 B2 B4 B5 B6 T 4ol =
N.T.S. NTS NTS NTS NTS Lx) >
= == <C
O —
SEALANT
2
/%r
SPACE 1/8" JOINTS IN ACCORDANCE WITH
#4 CONTINUOUS B1 PLAN AND AS NOTED
4" COARSE AGGREGATE,
% EPOXY COATED 3/4" SMOOTH — —~ AASHTO#57 OR EQUIVALENT FENCE POST, SEE SHEET C-702
® ROUND DOWEL (12" O.C.) ONE 4 z EPOXY COATED 1/2" (#4) DEFORMED CONCRETE PAVEMENT DOT SPECIFICATION ’
L 6'-0" L CENTERLINE OF COMPACTOR SIDE LUBRICATED ZEF ‘i’ STEEL TIEBAR (30°0.C.) < N | / BITUMINOUS PAVEMENT
R 1 VERIFY COMPACTOR WHEEL SPACING PRIOR TO CONSTRUCTION "/ WHEELS (TYP) E S \ B BJ / |
] @ \ 1 » ISSUED FOR:
o B u | v~ [ —— | |
~ i prd . . . . . . . . e 1 I ¢ T < || SR < PERMIT
= 4 8 L 8 4 L4, 8 8,4 ; i
0 i | 3/8" THICK CONTINUOUS || % BID
- \ / (29 ((i_ﬁ(I'_DV)ANIZED STEEL PLATE ; | || 3 !
e )
\ < : 0595959, 9595959595 959505959595 90000 0% % 0% %0 %+%:. %+ %2927 || CONSTRUCTION
= A 5 CONCRETE FOUNDATION — | R
) 8 / | 14" (MIN) 24" (MIN) | | PROJECT MANAGER DESIGNER
I i I i " -
#4 DOWEL @24" OC &fffiiffi%f_ﬁf\ifff;;fffififififiifffffffifff%f_ff\ifff”ffffiffff3 O e ANy ) KW i
w9 W \\ w9 12" DIA.
1/2" EXPANSION ‘ | \ JOB NO.
JOINT MATERIAL 43 BARS @ 18" C.C
‘ EACH WAY, MID-DEPTH ‘ \ -
EXTEND THICKENED 1/2" DIA.x6" HEADED STUDS
SLAB 6" BEYOND PLATE AT 1-6" O.C. STAGGERED
SECTION LOCATION ON PLAN IN EACH DIRECTION
CONCRETE CURB SECTION COMPACTOR SLAB DETAIL DOWELED BUTT JOINT TIED BUTT JOINT TYP. FENCE POST DETAIL
Al N.T.S. A2 NTS Ad NTS AS NTS A6 NTS -

JOB NO. 20200104.0




& GreenbergFarrow

21 S. Evergreen Ave., Suite 200
Arlington Heights, lllinois 60005
t: 847 788 9200 f: 847 788 9536

Drawing Name: P:\2020\202001040\800 Civil\_Current Drawings\_CD\C-801-FTB.dwg

July 16, 2020 11:27 AM - ecarran

v e
3 3 _
w3 Luminaire Schedule
§ Label Qty Description Lum. Lumens LLF
SA 11 Site light arm mounted, type 3 backlight control, 32,000 lumen LED, 30' pole 32040 0.810
Q B 0.73 F —efe SAl 1 Site light arm mounted, type 3, 43,000 lumen LED, 30' pole 43313 0.810
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SC 5 Site light arm mounted, type 5, 48,000 lumen LED, 30' pole 48061 0.810
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LEGAL DESCRIPTION

4249456.

4249457.

CURVE TABLE

Part of the Southwest 1/4 of Section 6, Township 6 North, Range 9 East, in the City of Fitchburg, Dane County, Wisconsin, more
particularly described as follows: Beginning at a point on the South line of Section 6, North 89°02' West, 287.0 feet from the South
guarter corner, thence North 0°07' West 988.6 feet to an iron stake; thence North 88°27' West 33.8 feet to an iron stake; thence North
0°42' West 438.9 feet to an old fence post; thence North 88°52' West 990.0 feet to an iron stake; thence South 0°06' West 108.9 feet to
an old fence post; thence North 89°04' West 1150.1 feet to an old fence post on the West line of said Section 6; thence South along said
West line 1320 feet to the Southwest comer of said Section; thence South 89°02" East along said South line 2186.4 feet to the point of
beginning. EXCEPTING THEREFROM the following lands:

1.) Lot One (1), Certified Survey Map No. 4733, recorded in the office of the Register of Deeds for Dane County, Wisconsin, in
Volume 21 of Certified Survey Maps, pages 42-44 as Document No. 1894905, in the City of Fitchburg, Dane County, Wisconsin.

2.) Those lands conveyed by Wingra Stone Company to Albert Blaser and Russell Kammer contained in Warranty Deed recorded in
Vol. 706 of Deeds, Page 278 as Document No. 997871.

3.) Those lands conveyed by Wingra Stone Company to Albert Blaser and Russell Kammer contained in Warranty Deed recorded in
Vol. 12514 of Records, Page 57 as Document No. 2127681.

4.) Those lands conveyed by Wingra Stone Company a/k/a The Wingra Stone Company to the City of Fitchburg contained in
Warranty Deed recorded in Vol. 26019 of Records, Page 12 as Document No.2558690.

5.) Those lands conveyed by Wingra Stone Company to the City of Fitchburg contained in Quit Claim Deed recorded as Document No.

6.) Those lands conveyed by Wingra Stone Company to the City of Fitchburg contained in Quit Claim Deed recorded as Document No.

7.) Those lands acquired by the State of Wisconsin, Department of Transportation pursuant to the Award of Damages recorded as
Document No. 5223569.

TITLE COMMITMENT

This survey was prepared based on Knight Barry Title Group Commitment No. 1086316, effective date of December 31, 2019 and Last
Revised January 7, 2020 which lists the following easements and/or restrictions from schedule B-II:

200. Public or private rights, if any, in such portion of the Land as may be presently used, laid out, or dedicated in any manner

1, 6, 7 & 8 visible evidence shown, if any.

2,3,4,5,100, 101, 102, 103, 300, 400, 500 & 501 not survey related.

TITLE COMMITMENT CONTINUED

PARKING SPACES

211. Permanent Storm Drainage Easement granted to the City of Fitchburg and other matters contained in the instrument recorded October 5, 1993 in Vol. 24761 of Records, Page 61
as Document No. 2523969. Affects property by location, shown. The easement area does not affect the proposed Meijer Parcel.

212

whatsoever, for street, highway and/or alley purposes. Affects property by location, shown.

201.

Document No. 928497. Does not affect property by location, shown.

Easement granted to Wisconsin Power and Light Company and other matters contained in the instrument recorded April
25,1927 in Vol. 76 of Miscellaneous, Page 145 as Document No. 473751. Affects property by location, general in nature. (There are
no poles are located on the proposed Meijer Parcel along the North row line of County Trunk Highway PD (McKee Road)).

213

214.
Partial Release of Easement recorded August 31, 1993 in Vol. 24292 of Records, Page 48 as Document No. 2511088. Released

any portion of easement that fall within the scope of Highway Project I.D. 5849-00-71.

202. Rights and other matters contained in the instrument recorded October 31, 1956 in Vol. 297 o Miscellaneous, Page 298 as
216.

203. Easement granted to Wisconsin Power and Light Company and other matters contained in the instrument recorded November

19, 1956 in Vol. 298 of Miscellaneous, Page 60 as Document No. 929334, Affects SE 1/4 of SW 1/4, Section 6, location of poles and
anchors cannot be determined from record document. (There are no poles are located on the proposed Meijer Parcel along the North row

line of County Trunk Highway PD (McKee Road)).

Partial Release of Easement recorded August 31, 1993 in Vol. 24292 of Records, Page 48 as Document No. 2511088. Partial
release of the easement is not described on the provided document.

218

204. Right of Way and other matters contained in the Warranty Deed recorded December 16, 1968 in Vol. 75 of Records, Page 515
as Document No. 1230503. Does not affect property by location, shown.

219

205. Notice Affecting Real Estate and other matters contained in the instrument recorded September 21, 1978 in Vol. 996 of

Records, Page 8 as Document No. 1592785. Affects property by location, general in nature.

206. Notice Affecting Real Estate and other matters contained in the instrument recorded September 25, 1978 in Vol. 996 of

Records, Page 652 as Document No. 1593197. Affects property by location, general in nature.

221

207. Storm Sewer and Storm Water Drainage Facility Easement granted to the Town of Fitchburg and other matters contained in the

215.

217.

There are no parking spaces marked on this site.

FLOOD NOTE

210. Terms and conditions of the right of first refusal as contained in the Warranty Deed recorded February 20, 1989 in Vol. 12514 of Records, Page 57 as Document No. 2127681. Does
not affect property by location, shown.

According to the flood insurance rate map of the County of Dane, Community Panel No. 55025C0413G,

annual chance floodplain).

. Easement Restricting Building Construction and other matters contained in the instrument recorded December 23, 1993 in Vol. 26019 of Records, Page 14 as Document No.

2558691. Affects property by location, shown. The easement area does not affect the proposed Meijer Parcel.

. Revocable Occupancy Permit and other matters contained in the instrument recorded October 10, 2002 as Document No. 3563932. Affects property by location, shown. The
easement area does not affect the proposed Meijer Parcel.

Revocable Occupancy Permit and other matters contained in the instrument recorded October 31, 2006 as Document No. 4249458. Affects property by location, Earth berm shown.

Revocable Occupancy Permit and other matters contained in the instrument recorded January 16, 2007 as Document No. 4271692. Affects property by location, Earth berm shown.

Permanent Highway Easement and other matters contained in the instrument recorded April 2, 2007 as Document No. 4294523.

MUNICIPAL ZONING

effective date of January 2, 2009, this site falls in Zone X (Areas determined to be outside the 0.2%

The zoning information noted below is taken from the municipal code ordinance. It does not reflect all

Municipal Code: Sec. 22.343.

Site is zoned: R-D (Rural Development)
Front setback: 40 feet

Side setback: 10 feet

Side Street setback: 30 feet

Rear setback: 50 feet

Maximum building height: 45 feet

Easements, restrictions and other matters shown on Transportation Project Plat No: 1206-07-25 - 4.06 recorded September 19, 2014 as Document No. 5099041.
Modified by Amendment No. 1 recorded August 4, 2015 as Document No. 5173694. Does not affect property by location, shown.

LAND AREA
The Land Area of the subject property is 2,442,464 square feet or 56.0712 acres.

. Reservation of mineral rights by Wingra Stone Company a/k/a The Wingra Stone Company and other matters contained in the Warranty Deed recorded March 18, 2016 as

Document No. 5221268. Affects property by location, general in nature, blanket type.

. Quit Claim Deed (Non-Fee Land Interests) by Wisconsin Power and Light Company and other matters contained in the instrument recorded June 28, 2016 as Document No.

NOTE
No Gas or Electric plans were provided by the City at the time of survey.
Sanitary lateral are shown per plan.

5246014. Does not affect property by location. The property affected by exceptions is the Fitchrona Road and does not affect the proposed Meijer Parcel.

220. Quit Claim Deed (Non-Fee Land Interests) by the City of Fitchburg and other matters contained in the instrument recorded June 28, 2016 as Document No. 5246017. Does not

affect property by location. The property affected by exceptions is the Fitchrona Road and does not affect the proposed Meijer Parcel.

. Revocable Occupancy Permit and other matters contained in the instrument recorded August 3, 2016 as Document No. 5256041. Affects property by location, shown. The easement
area does not affect the proposed Meijer Parcel.

zoning restrictions that may apply. It is not intended to be used in lieu of a comprehensive zoning report
as stated in ALTA Table A item 6(a) nor to be relied on for site development purposes.

ALTA/INSPS

LAN

-

) TITL

CLIENT

Greenberg Farrow

SITE ADDRESS

SURY

oY

Vacant Land at 2975 Kapec Road, Fitchburg, Dane County, Wisconsin.

BASIS OF BEARINGS

Bearings are referenced to the Dane County Coordinate System in which South line of the SW 1 /4

bears N88°12'32"W.

TABLE "A" ITEMS

11. Utility lines are shown from visible surface evidence, municipal plans and from plans and
markings provided by Diggers Hotline, the One-call Utility Marking System (Wisconsin
Statute 182.0175), Ticket Number 20201005331 & 202001005334.

16. There is no visible evidence of earth moving, building construction or building additions
within recent months.

17. There are no changes in street right of way lines either completed or proposed, and available

from the

construction or repairs if any, is shown.

18.

There is no evidence on site of delineated wetlands areas.

controlling jurisdiction. Observable evidence of recent street or sidewalk

19. There were no offsite easements or servitudes benefiting the survey property disclosed in

furnished Title Commitment at the time of survey.

/

CHAPUT LANDESURVEYS

CURVE [ARC LENGTH|RADIUS |DELTA ANGLE |[CHORD BEARING[CHORD LENGTH|TANGENT BEARING—IN[TANGENT BEARING—0OUT . . .
ok 20090° 363,00 (3142757 S16'0630°W 798.35" S31°57°49"W SO0 15 12"W instrument recorded March 22, 1983 in Vol. 4316 of Recor.(':ls, Page 39 as Document No. 1772462. Affects property by location, ' ' ' ' ‘ ' ‘ VICINITY MAP
C2 380.60° 363.00°|60°04° 26" S62°00°02°W 363.41 N87°57°45"W S31°5749°W shown. The easement area does not affect the proposed Meijer Parcel. 222. Public Water Main Easement granted to the City of Fitchburg and other matters contained in the instrument recorded March 21, 2018 as Document No. 5396618. Affects property / , ‘
by location, shown. A A § amnevenday Q= i
208. Reservation of a perpetual easement and other matters contained in the Warranty Deed recorded December 18, 1985 in Vol. \ Owner: MICHELLE LINDAUER \ LOT 263 Owner: DAMO 4 LLC LOT 252 TH  ADDITI ON T N
7605 of Records, Page 22 as Document No. 1914163. Affects property by location, shown. The easement area does not affect the e R o L LoT 264 Owner: JONATHA“;E;(';WE\RRONE \ 10 WADISON & DEED (N88°52°W) -990.00°- / CSAMESTOWN ‘ / ‘ _ j‘."' o %
ij ‘ AS & ELECTRIC CoO. 5y ° fille i S
> proposed Meijer Parcel. \ — | - — g ‘\E BSEMENT PER PLAT OF JAMESTOWN (/\/33.25 . R / LOT 251 oyner: HOWARD & ASSOCIATES SC PROFIT SHARNG PLAN ‘ | 3 |
S ' ‘ ‘ ' \ of — - — T 588 02 32"F 959.76°  STONE RET. WALL Co—Owner: ROYALTY ARMS LLC Ly /
E& 209. Perpetual easement for ingress and egress and other matters contained in the Warranty Deed recorded February 20, 1989 in \ .24 ; YA : e - A, J = LOT 248 =
mg / \ / Vol. 12514 of Records, Page 57 as Document No. 2127681. Does not affect property by location, shown. \ ¥ e 7/?0%??030/4 \Bﬁley ' ‘tﬂ FOUND 3/4" / : e
$4 AZ \ ! : - 4 JRON Rop ; _ : 3
3 PER FOURTH DDITION| TO JaNMESTOWN \ LOT 265] @ék x x x x x x x x . . 3 S BRICK STEPS: — - s 3R Y 5y |
NS LOT 278 \ OWNER: STEPHEN W HRUSKA / OWNER: PAUL NORBY OWNER: TSERING D KHARITSANG ’ ' ! OWNER: WILLIAM J HOEBEL 8323%25 E?SSB ?A%SR/}%EEYY Y E WIRE FENCE ) ) i * X x X X X X X x x :§ N . O i FOUND| 3/4" i MR B8 '
/ N / LOT 277 LOT 272 OWNER: GUOXIAN PAN,HIJIAO OU OWNER: AMEER AZIMULLA i NS g x X x < 4 |
«3 3 OWNER: RINGEISEN TR, CAROL A i S OWNER: CHRIS R WOPAT Y o Lot 274 4 / _ NSFOA_A?I;T‘RZB ;LOWNER: HAN NGO.CUONG DUONG LoT 271 USHA AZIMULLA CO—-OWNER: DIANE K HOEBEL\ ® Bx g sk = WIRE*FENCE” x x N IRON ROD SEC 6"6-9 .
o | — o /CHAIN LINK FENCE 5 3 P (S88'22'35°E PER FOURTH ADDITION 'T0 Jau ® \/ I T 267 LoT 266 §" g - EAST LINE OF LOT 265 1 e [0
A \/RQNI}?D—‘— —= z ——ro0- N YA N ESTOWN) = OWNER: TRAVIS J STIEREN, R ANSFORMER \ =z = S" 5 OF 4TH ADDITION TO e | |
/5.5 N L ‘ ———— Y= - S88°14°32"F leg. 15° ~ JEh/_l_NIFER P STIEREN 2 - 5@ X /x JAMESTONN PLAT , e e
371" W — — - a a ) i o FOUND o S :
/ ! X WRE FENCE  * *—* ——— ! , 1155.03° FOUND E— Qi P " < s &
" ——— . SB904E 1150.10 (DEED)’ PK NAIL - P ' / ) | |
x x . . . FOUND 1"
/ g WIRE' FENCE™" —_— 8 ; ) Founp 1/221 IRON RoD x 1y
o §| X X X x x x . i . IRON ROD / o) §
= B i b X X X X X J - — —
= < - Vs
/ 2 %g K |
g £ S .
/ $ 5 LOT 3 N LS
/ = - CSM NO. ____ |
E =2 Q
5 23 sl)=s
g 2g S g o
2 LE S -1 SN
g £7 © R
z S¢S N g 'Q g:.
a L) x 8 QG
UQ) <
®0.73 £ —f— !‘ -
. FOUND (NET57'43W) P
x P RONROD © p S ,
o — i = —— a2 NT5747W  773.45° 2395' - S g
— bS5 - W————— | . _—a— 1
%;{22 e R R e e ———— —_——— — __® - $88°29°33"W 162.53’ | _) 4@/,
2\, S _ __WO0 &V
. "¢a¢g I _ < . 5" CONC. WALK —= AN — S —=——w———— TR ——W——— =l /‘ A
; ) © & s i&ﬁ\ S (EXGEPTION PER T.P.P. P T
5 gk % = " CONC. ALK NO[t206=07—25—4-66—s
pour] =5 =370 —— Fec ST .
5 52 3 . - “ACCESS © 55 — .\ AMENDMENT No. 1) ° s s s
S o X: X X: X: X: X- X- v, ' STO
s s \rouno  WIRE FENCE B e e e e e e T~ 0% . FOUNDS
s i° s sore0 IRON ROD S87°57°47"E 650, 1’ T T S S - — IRON' 400
e T% - CHB S46°08'43"W (S87'57°43"E) WIRE FENCE fS‘&’\‘x'\x\" — RAMP / Yl
o — — |
s i ol CHB S1608'47°W (REC) 303 O4°F 128 47" oot T\ . ] /
S m o n? »CHD 921.29 (S83 OJ’OO”E) S87". 57 47°F 129, 3 % 2\‘ o/
- - S52'52°34"E— o, it 3, A SN[}
o - N89°56°57"E _868.80 X CHB WAZ51'42° 35.34’ rou— | || & | 60 0 25 60 120 240
g = 7 o 7 / CHB N42'51'46"E (REC) @ I/
SET 1% > " ""CWAIN INK FENCE = ~—a o o ‘ -
— 1 . IRON PIPE K CHAIN LINK FENCE N89°52°33"°W 267.15° B & |— —_—
- g | roooeo axes - Y/ 3 &k Pl AR
) () <F [ e 1 inch = ft.
© = CONC. . N off @
= & g mIIriziza | —PERPETUAL EXCEPTION PEr CFAVEL 9 §-, ‘ﬂ: .
. \ ’ /s D00 MO 212788 I~ 5338 |
: A PER DOC. S R
AR : S L D R D il s T 28 :
’ .P 0 N 0 B L 66.00’ DOC. NO. 2127681 ~ ( | S
. — \ ~ Vo YTy e E S— — = ENCROACHMENT TABLE
/ Owner: MONICA LEE WHITMRE & : > a NW COR. PARCEL N8927°15°W 33 267.38 \_7\/ Feo
: < . . " 06 o s T2 51N 8 35 05") FASPHALT EGDE Ll 56 A BUILDING ENCROACHES OVER PROPERTY LINE
o N / & . N | / Al B FENCE ENCROACHES ON PROPERTY LINE
- - . L 5 ' C PLAY SET ENCROACHES ON PROPERTY LINE
5 ) x < Q |
= (MEIJER PARCEL) \ \/ § (T E § | EI—L D BRICK STEPS ENCROACHES ON PROPERTY LINE
VACANT LOT A S 8 s =%
T s | 5 puxiE ir Y
S = 3 |l >
O S o 51425 5 ~ - 3 R
] o o e o y - BUILDING %) %I. - % s MEIJER PARCEL ENCROACHMENT TABLE
1 - ' @ N . o HEIGHT=26.8" r_ML; Il = S [ Bl  FENCE ENCROACHES ON PROPERTY LINE |
S o~ = ~ ke | I <
- 8 N EXISTING BUILDING #3011 | - S ‘
— — i — = rouno—~" | q? o N 3 i7 | S
& S - Qc N') \ | © =
nf g = 'ltn IRON ROD N L o N T l/ 1/
! m ‘- 3 T
0z g R o LoT 4 1 EXCEPTION PER DOC. NO. 997871 — £ M; LEGAL DESCRIPTION MEIJER PARCEL
0 53 ° © LOT 1 v ( “ ai @ I/ (PR o Part of the Southwest 1/4 of Section 6, Township 6 North, Range 9 East, in the City of Fitchburg, Dane
' 22 'ilg N cSM NO CSM NO. ____ d ;&:2 ylg : § T County, Wisconsin, more particularly described as follows:
—_— S ® o ——— a -« .
\J — _ & g\lu I ’;{ 1 02/-})R9E7A8 o § P F& I| o % Beginning at a point on the Southwest corner of the Southwest 1/4 of said Section;
- R NS m — ) ) . .Q L‘_—
I . ~N3 NQ) ~ = -a 23.5532 Acres B \%fg I/&/ g i © thence North 00°54'30" East along the West line of said Southwest 1/4 60.00 feet to a point on the North
Sz T - % 5~ (721 ng/ 7 — line of Mckee Road "C.T.H. "PD" and the point of beginning of lands described hereinafter; thence continue
5 i 0 3 g I/S)/ North 00°54'30" East along said West line 884.95 feet to a point; thence
~
g 1] g 8 » LOADING DOCKS L FOUND North 89°56'57" East 868.80 feet to a point; thence South 52°52'34" East 32.47 feet to a point on the West
~. - . o < ® L %I d l/RON rop line of Fitchrona Road; thence 200.90 feet along an arc of a curve to the left having a radius of 363.00 feet
\B_( g & o 1 ] K : and a chord bearing South 16°06'30" West 198.35 feet to a point; thence South 00°15'07" West along said
- O~ & 8" C.M.P. " CMP. = < West line 155.82 feet to a point; thence South 05°14'28" West along said West line 138.07 feet to a point;
q ™~ Ho INV.=1043.64. INV.=1043.61. 7;?00%%00 e o | @ thence South 00°15'12" West along said West line 352.02 feet to a point; thence South 13°52'50" West along
Y PRI AN . - LT STONE ! S said West line 18.08 feet to a point on the North line of Mckee Road "C.T.H. "PD" ; thence South 89°03'48"
0 %% :;{ N . . . oy < West along said North line 271.64 feet to a point; thence North 88°12'32" West along said North line 255.12
- :: §; g % S89'27°39°F 268.43' T\ 5 , 8 feet to a point; thence South 89°47'50" West along said North line 209.06 feet to a point; thence South
A S s : Q/ l @ (589°51°'15°E 267.00°) \%3 el 81°09'39" West along said North line 100.03 feet to the point of beginning.
5 ik | géfipg|qg+;;§8_1 ASPHALT PAVEMENT =954 Said Land Contains 737,258 square feet or 16.9250 acres.
N 55 3y ¥ | o0 Ne: N e s \ S 2E |9 8l ol
AN £ By = zo ‘3 Koy l r EGRESS EASEMENT PER 88 | [
DN 5 N/ | %y = CONCRETE [ 217 t. 212 — & N T
N 2w ‘ _ T . . . . . . . . | |
AN g o ; B 7 S89°27'39°E 332?] | —’_ TO: Wingra Real Estate, LLC, Meijer Stores Limited Partnership
% 3 ‘0/ = > l = Gar T ? First American Title Insurance Company
U | X . ) Knight Barry Title Services LLC.
— Q =) > 51’1.780 " I e h '
_— ( , L ;':J\ R | an
_— i L OM DING " [
_— : S W § . /HE' =29, 0 E w I ! L This is to certify that this map or plat and the survey on which it is based were made in accordance
— T § M : EXISTING METAL g “: § Ld N T l with the 2016 Minimum Standard Detail Requirements for ALTA/NSPS Land Title Surveys, jointly established
| ~ 8 FRAME BUILDING : 2 K ] S| and adopted by ALTA and NSPS, and includes Items 1, 2, 3, 4, 5, 7(a), 8, 9, 11, 13, 14,16, 17, 18, 19, 20, 21
- % ] s 5 N & : l and 22 of Table A thereof. The field work was completed on March 19, 2020.
= n I ¥ e
g T : % % g LT awwinreg,
§ - % 8 .g | ’ \\\\\\\ % C /\/S / ///// 7/
S WOODED AREA = ® CONCRETE o “N ’ SN\ ettt \' C
: . | 8 Date of Map: March 20, 2020. N ~'DONALD C.™, - M
g m : =% ¢ CHAPUT % <= Donald C. Chaput \
S RS = CONCRETE \ N M = . + = Professional Land Surveyor
S 2 % = N9 - S-1316 = Y
= s = N BUILDING © 2 ~ - “ . = i i -
Cg) S) ™ :i L HEICHT=42.8" & :l //V72‘725:05 = % MILWAUKEE & S Registration Number S-1316
s 3 SET 1 R g™ ’ SET 1 il | - L S 2y , % e, S
S IRON PIPE N89°56 54 E 418.55 IRON_PIPE /"’{ | C 29115 [ BOCK WAL : S > | %7, e O
%) W | e | pp— 144.0° /, SUR W
ye S I s 3Ll | CHB NQZ'33'29"W BLOCK WALL CONCRETE 255 T FOUND 34 R
2 ¥ NI [z o CHB NOZ'33'25%W (Rec, ~ | -
& & “ e o g hozas ) T 4 EXISTING METAL X ~ —}
=2 N S| \ ~ FRAME BUILDING 8|y 221 |
1 3 S LOT 2 RN : & BLOCK WAL 83 18 FLAGPOLE . ~
T L © g~ ~J\ s B 157.3' | ENCROACHMENT we
T
Dot S CSH N .. S 2| | - F —KINGIAMES WAY
Y oy ¢ —— N e _ CONCRETE | ,
3 = OUTLOT (MEIJER PARCEL) 2 ' =il N B — Bl e 66 PUBLIC RO
N M AREA S \ S HEIGHT=6.7" “:BLOCK WALL CONC. -HEIGHT=70.7 LANDSCAPING o > !
3 ..QI N \ 3 MIXING o~ 1
3 2 o : | % %
% . cres ot ~
g S x ASPHALT EDGE A
o
S 'S EXISTING METAL g g
< S JRAVE BUILDING SULDING ;§/ |
CONCRETE 5
ASPHALT BUILDING , HEIGHT=27;\~ 127.86° ;%;’;,/
N13°33°3 -V ——————— FOUND o (N3324'48"W) 2) HEIGHT=16.7 : s =
_—t__ o : 0n 4°00” >
31.42 \ 214 2w e oF wekee Rom T — — —— — — sryayse ROV RO i 35°24'52°W ) ; g ®l
0.89 215,§ggRoNAOCHi§7?\ég§ EARTH BERM PER 13°52°'50 40.42 1225 2 210" = ﬂf: /
0" o 9458 18.08 — 55 211 :
/ (589°48'01"W) 7 .30’ , , ) o S
FOUND - "47°50°W _209.06° o= 191 J‘Z*r *LGJ-BZ . S88°1232"F 349.78’ CONCRETE & T PERMANENT STORM Ly
| IRON_RQD ) RON /ﬁ___SBQJUﬂ}L -t _ /NBB.,Z 32°W 255.12° ST 1T $89°03°48"W 271.64° \ FOUND 3/4 N @ @ NORTHERLY R/W LINE & NO ACCESS PER TP CoNe. fper #® S Q  SEWER EASEMENT PER L/
— \ — — = CONG— (TRE- ‘ —(NSEZ28 - — — — RONFPE__ N\ _° {589:03'50%) — — — — — — - RON_ROD 3 NO. 1206-07-25-4.06 AMENDMENT NO. 1 i S79°773 M (58?72’39”5) CRASS S NO BBE&NgOco%\%ZTg%%%ON 'L_L /
[ ——sTo— —= HOESS e = CONVEYANCE OF LANDS —EXCEPTION PER . —LIER | ES ' e~ (379.’ 1097 75 S88°12°32°F 159.48° S62° 1243 < [212/aen poc. No. 4294523 || | &
_ SET09'50°W) 07 FOR HGHWAY PURPOSES—DOC. NO. 4249456 (D) EXCEPTION PER — \—\—\ﬁ%\__\m_ 057y 9.27° 68.92° (S8o'54'287) 07| 20 SEWER EASEMENT
581°09 ._372 W PER DOC. NO. 4271692 ] DOC. NO. (g)249457 l " —RrAMP ——————— - o S85°54°327F 364.07° PP |_WECHT SGAE | g . 207} per poc. No. 1772462
100.03 \ ONC.  CURB \ ‘ - l— MCKE - —— o T —— — (N8&22'54°E) i L
CURB (SLAND — ' fRUAﬂ 7 H 1" Lo AC — '50"E |\ |
\co PIPELINE ' , VARIABLE WIDTH PUBLIC R.O.W. C i) PD 3 —s = —<9 — - —— — NS8'22 20~ | : AN
s MON. WTH ~MARKER — ,'_@9'02’1:',2786.40 DEED) —_— = — —— — = e —= | —_— — — — —
SH COR. OF s 174 L SBE1Z2% 218828 | CLRBISLAND X — W CONC. PAVEMENT ENCROACHMENY / NOT PART OF
SEC. 6, TéN, R9E LEGEND SOUTH LINE OF THE SW 1/4, SEC. 6~6-9 T — 213|REVOCABLE PERMIT PER DOC. NO. [ ol EXCEPTION
N88'12'32°W 247528 , e 356?0:? cui 1) N59°24'247F (vso2428°c)
” RB ISLAND !
e INDICATES FOUND 1” IRON PIPE [ | O HYDRANT TELEPHONE_PEDESTAL & HANDCAP SPACE — [ wz
© INDICATES SET 1" IRON PIPE ® WATER MANHOLE CABLE PEDESTAL EXCEPTION PER P = Py ;
<+ INDICATES FOUND CHISELED CROSS © WATER SERVICE CURB STOP B CONTROL BOX & DECIDUOUS TREE L _ DOC. NO. 2258690 I / /}lzgaigaj’ggw ﬁfgboo CONC. MoON
© SANITARY MANHOLE L WELL HEAD ol FIBER OPTIC PEDESTAL/SIGN ® SANITARY LATERAL - — — @ \@ I / (N89°02'W DEED) ) BRASS CAP i
¢ SANITARY CLEANOUT OR VENT © STAND PIPE < TRAFFIC LIGHT @ ELECTRIC OUTLET T — ? I / SE COR. OF SW 1/4
® SEPTIC TANK ACCESS COVER £ WALL INDICATOR VALVE © COMMUNICATION MANHOLE s— SANIARY SEWER T — — \ [ SEC. 6, T6N, ROE. ,
M.LS. MANHOLE § POST INDICATOR VALVE © BOLLARD T S SEWER I /
© UNKNOWN MANHOLE ® LIGHT POLE 4+ SOIL BORING/MONITORING WELL . MARKED GAS MAIN / / ,
© STORM MANHOLE % SPOT/YARD LIGHT % WATER SURFACE : MARKED ELECTRIC N / [
© INLET (ROUND) 2 UTILITY POLE ¢ WETLANDS FLAG e ow OVERHEAD WIRES [ . — —
= * ~ I f Date Revision description
INLET (SQUARE) N GUY POLE MARSH —— MARKED TELEPHONE / i = L -
@ CURB INLET ™ GUY WIRE I FLAGPOLE ——.———T—— MARKED CABLE TV LINE ~ ~ / / / April 17, 2020 Meijer Parcel Line ar
~ STORM SEWER END SECTION ® ELECTRIC MANHOLE = PARKING METER ——+———ro—— MARKED FIBER OPTIC ~ Il July 15, 2020 Area per CSM far
» GAS VALVE ELECTRIC PEDESTAL - SIGN TP ggﬁ%’ éﬁgp'c SERVICE ~ [ /
© GAS METER ELECTRIC METER £ MAILBOX — LAND RVEY
CHA'N UNK FENCE A is document is an instrument of professional service, and may be protecte e
® WATER VAI.VE @ TELEPHONE MANHOLE a( RAILROAD CROSSING SIGNAL X X WIRE FENCE \/L / / N SU V S ;r:rv:yors worf( producttdoctrinte <f)|'psu]:veyor/|client priviI:ge.'IYh: inpfortrnatt'i:nbsyhtt::Nn
/ w\ —— — 234 W. Florida Street 414-224-8068 hereon is intended solely for the use of the client and client directed third parties.
— www.chaputlandsurveys.com Drawing No. 20200715AL3476-far

Milwaukee, WI 53204




TOPOGRAPE

CLIENT
Greenberg Farrow

SITE ADDRESS

Vacant Land at 2975 Kapec Road, Fitchburg, Dane County, Wisconsin.

BASIS OF BEARINGS

Bearings are referenced to the Dane County Coordinate System in which South line of the SW 1 /4

bears N88°12'32"W.

VERTICAL DATUM

Vertical datum is based on North American Vertical Datum of 1988.

NOTE

No Gas or Electric plans were provided by the City at the time of survey.

Utility lines are shown from visible surface evidence, municipal plans and from plans and markings
provided by Diggers Hotline, the One-call Utility Marking System (Wisconsin Statute 182.0175), Ticket
Number 20201005331 & 202001005334,
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